LID DIMENSIONS

FROM PROCESS

C

B

A

DIAMETER

C

D

86" TYP.

6"

60"

96" (96"

TO SAMPLE MANHOLE

MAY ANGLE ON 45 DEGREES

INSIDE AND PLUMBING

INSTEAD OF 90 DEGREES

NOTE:
1. NO SANITARY SEWER THROUGH TRAP
2. DIMENSIONS MAY VARY
3. STEEL REINFORCING TO BE DETERMINED BY MANUFACTURER

<table>
<thead>
<tr>
<th>CAPACITY (GAL)</th>
<th>DIMENSION A (IN)</th>
<th>DIMENSION B (IN)</th>
<th>DIMENSION C (IN)</th>
<th>DIMENSION D (IN)</th>
<th>DIMENSION E (IN)</th>
<th>DIMENSION F (IN)</th>
</tr>
</thead>
<tbody>
<tr>
<td>800</td>
<td>56</td>
<td>60</td>
<td>23</td>
<td>49</td>
<td>34</td>
<td>53</td>
</tr>
<tr>
<td>1000</td>
<td>68</td>
<td>72</td>
<td>24</td>
<td>61</td>
<td>43</td>
<td>65</td>
</tr>
<tr>
<td>1200</td>
<td>74</td>
<td>78</td>
<td>24</td>
<td>67</td>
<td>49</td>
<td>71</td>
</tr>
</tbody>
</table>