
Supplies: 

Instructions: 

1.  Decide where pocket will be. 

2. Fuse stabilizer/interfacing to wrong side of fabric centering over pocket opening.  

3. Mark the center of the place 

where the pocket will be. 

4. Mark the buttonhole opening  it 

will be a  5 inch by 3/4 inch rec-

tangle ( see photo) 

5. Mark the pocket fabric 2.5 inches 

down parallel to the 7 inch side.  

6. Place right  side of pocket fabric 

to right side of the garment. 

7. Match the center line of the pocket to the line marked on the pocket fabric. 

8. Sew around the square as marked. 

Stitch twice. 

9. Cut at right angle fron the center into  

each of the four corners. This is made 

easier by using a buttonhole knife.  

10. Pull the pocket fabric through the open-

ing  to the wrong side of the pocket. 

11.  Finger press the little triangle to the 

wrong side of the garment to  form a rectangle.  
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Garment to put pocket in 

7”x3” fusible interfacing or fusible stabilizer 

7” x 16 “ fabric for pocket 

Ruler  

Erasable marking pen 

Pins 

Buttonhole knife 

Scissors  

Sewing machine  

Matching sewing thread 



12. Stitch the little triangle that is formed when you cut the 

right angles into the corners to the wrong side of the 

pocket fabric. I stitched around the triangle. See photos 

13.  Fold up the pocket fabric from the edge of the pocket 

opening up so it fills 1/2 of the opening . Pin. 

14.  Stitch in the ditch around the pocket opening  through the  garment and 

pocket fabric. 

15.  From the wrong side of the garment fold the bottom edge of the pocket  

fabric up to the top edge of the garment fabric. 

16.  Stitch with a 3/8 inch seam allowance. 

17.   On the sides of the pocket fabric stitch with a  3/8 inch seam allowance.  

18.   Press.  

19.  From the right side of the garment stitch  in the ditch along the top and 

down each side.  

20. If  you prefer you can top stitch all the way  around the pocket. 

 

 

 


