
Single needle, Light to medium duty, Large vertical axis hook, Drop 
feed(Upper & lower feed), Zig-zag stitch(Lockstitch)machine

Variety

4-point(3-step) zig-zag

LZ2-990 series

LZ2-990-4N
(LZ2-992-4N)3-point(2-step) zig-zag

LZ2-990-2N
(LZ2-992-2N)
reverse stitch

2-point(1-step) zig-zag 

LZ2-990-3N
(LZ2-992-3N)
reverse stitch

reverse stitch



LZ2-990 series

Features

●Suitable for light to medium materials
●Large vertical axis rotary hook
●Extra wide zig-zag 
●20 & 30 inches long arm models are available
●Twin needle machine is available on request

Applications

●For sewing light to medium weight materials such as fabrics, leather, canvas, and vinyl.
●Suitable for sewing such as leather garment, shoe upper, leather glove. 

NOTE
(1) Speed depends on threads, materials and type of operation
(2) Specifications subject to change without notice

 

SEIKO SEWING MACHINE CO., LTD. 
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+81-47-420-3561 (Overseas dept.) 
+81-47-420-3560 
export@seiko-sewing.co.jp 

http://www.seiko-sewing.co.jp/ 

Upper & lower feed model

●LZ2-992-2N
●LZ2-992-3N
●LZ2-992-4N 

Specifications 

by knee
by hand

Number of needle
Max. sewing speed
Max. stitch length

Single needle
2,800 r.p.m.

 5.0 mm

DP x 17 (#19)
#30 (standard)

Large vertical axis hook
Semi automatic 

258mm x 110 mm

Clutch motor

9.0 mm 
8.0 mm

Variety

477mm x 177 mm

28Kg

Bed size

Motor
Net weight (Head only)

Working space

Lubrication
Hook

Thread
Needle

Clearance under 
       presser foot

Zig-Zag width 0～10 mm

LZ2-990 series

2,500 r.p.m.

LZ2-992 series


