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Pattern Basics 
 Open Software 8. 

 Right click on Pattern Run Outline to open Object Proper-

ties. Click on Select.  

 Click on the drop-down arrow by Pattern Set to select 

BERNINA V5.  

 Select NP005-04. 

 Click OK and then OK again.  

 In the Digitize Toolbox, select the Open Object tool.  

 Hold the Ctrl key and draw a line from left to right with two 

left clicks; then press Enter.  

 Draw another line holding the Ctrl key and draw a line from 

right to left and press Enter.  

 Make sure you have Show Outlines activated in the View 

Menu.  

 The black outline that you see above/below the pattern is 

called the reference line. 

 A pattern outline will appear differently based on whether it 

was digitized left to right or right to left. 

 Press Esc.  

 

 

Editing Built-In Patterns 

 Select the top line. 

 Double click to open Object Properties.  

 Change the size to .35”. Press Apply. Notice how the pat-

tern is larger and it also overlaps. Also notice that the line 

remains the same length even though the size of the pat-

tern was increased.  

 Select Undo and change both the Size and the Spacing 

to .35. Press Apply. Now the pattern is larger, but there is 

no overlapping of stitches. 

 If you want to keep the same look of the pattern, both the 

Size and the Spacing must be changed equally.  

Notes:  

 

 

 

 

 

 

 

The Ctrl key keeps the line on 

plane.  
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 Select Undo. 

 Change the Spacing to .35. Press OK.  

 Once again, the line didn’t change size, but the patterns 

have moved apart and there are jump stitches and tie offs 

between each pattern.  

 Select Undo.  

 

Editing Built-In Patterns Visually  

 Select the top line. 

 Click on Reshape. A pink diamond appears above each 

pattern. The two left clicks are represented by yellow 

squares and there are three grey triangles.  

 Select the uppermost grey triangle and click and drag it 

upwards. This will increase the height of the pattern with-

out changing the width.  

 Click Undo.  

 Next, click and drag on the diagonal grey triangle in the 

upper right corner. This will increase both the height and 

the width of the pattern without changing the length of the 

line. The pattern overlaps as a result. 

 Select Undo.  

 Click and drag the grey triangle that points to the right to-

ward the left. The pattern is more narrow with no change in 

height.  

 Click Undo.  

 Click and drag on the yellow square on the right side while 

holding the Ctrl key to increase the length of the line.  

Notes:  

 

 

 

 

Switch to Design View to see the 

jump stitches. 
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Editing Patterns Individually  

 While in Reshape mode, click and drag on a diamond con-

trol point and move the pattern to the right.  

 If you move every other pattern, you can get a new type of 

pattern, but remember that you will be creating jump stitch-

es and tie offs when this is done.  

 Stitches would have to be inserted through Stitch Edit to 

get this pattern to stitch out without jump stitches.  

 While in Reshape mode, click on the pink diamond shape 

above one of the patterns.  

 Zoom in to the selected pattern.  

 Five different symbols appear around the pattern. Each of 

these symbols will change the individual pattern differently.  

 Select different patterns and experiment with the effect of 

these controls.  

 Again, these changes can create jump stitches and tie 

offs. 

 You can close the file without saving the changes. 

 

Creating a Pattern  
 How a created pattern appears on screen will be affected 

by the way the reference line is digitized.  

 Select New Blank Design.  

 Switch to Artwork Canvas.  

 Select Basic Vector Shapes.  

 Click on Perfect Shapes in the Property Bar and then se-

lect the heart.  

 Click and drag on the screen to draw a small heart.  

 Select it with the Pick tool and click on Lock Ratio.  

 Change the size of the Width to 0.4”. Press Enter.  

 Fill the heart with color by clicking on a color chip. 

 Right click on No Color  at the top of the palette to remove 

the outline.  

 Click on Convert Artwork to Embroidery.  

Notes:  
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 Remove the underlay by clicking on Underlay in Effects.  

 Change the fill type to Satin Fill.  

 Select Reshape. 

 Move the start symbol to the left side of the heart and the 

stop symbol to the right side of the heart.  

 The angle should be at 90 degrees. Press Esc.  

 

Digitizing Reference Lines 
 Select the heart. Select Settings> Create Pattern.  

 Click on Create in the dialog box and name the New Pat-

tern Set, Creating Patterns. Click OK.  

 Name the Pattern, Heart. Click OK. 

 Digitize the reference line with two left clicks, clicking from 

left to right straight across the heart.  

 Click OK in the dialog box that opens.  

 Select Settings> Create Pattern. Name this pattern, Diago-

nal Heart. Click diagonally across the heart from left to 

right. Click OK in the dialog box that opens.  

 Create two filled objects with each of the hearts to see the 

difference.  

 

Creating a Tapered Pattern  
 Open a New Blank Design. 

 Select Pattern Stamp in the Digitize Toolbox.  

 Select BERNINA V5 Pattern Set and pattern NP005-15.  

 Click OK. Set the stamp with two left clicks. Press Esc. 

 Click on Stitch Player and watch the stamp stitch out.  

 Make note of where it begins and ends, as well as how the 

pattern is created. See diagram at right. Press Stop to 

close Stitch Player. Select the pattern and press Delete. 

 Right click on Show Grid.  

 Place a dot by Show Design Grid.  

 Activate Snap to Grid.  

 Change the Grid Spacing to 2.5” in the Horizontal di-

rection. Click OK.  

Notes:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

To create the filled pattern, 

select the Pattern Fill icon and 

digitize a rectangle with the 

Rectangle tool.  
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 Right click on Pattern Run Outline.   

 Click on Select. 

 Select BERNINA V5 from the Pattern set drop-down. 

 Select NP005-15. Click OK; then OK again.  

 Select the Open Object tool in the Digitize Toolbox.  

 Digitize a straight line with two left clicks using the Ctrl key 

across one horizontal grid spacing.  

 Press Enter to activate; then press Esc.  

 

Editing the Pattern  

 Select the line. 

 Double click to open Object Properties.  

 Change the Size and Spacing to .5”. Press OK.  

 You should have 5 repeats of the pattern.  

 Select Design> Auto Start and End.  

 Change the Start Needle Position to the First stitch of the 

design and the End Needle Position to the Last stitch of 

the design. 

 Press OK.  

 Turn off Show Grid.  

 With the pattern selected, select Reshape.  

 Click on the pink diamond control point of the next to the 

last pattern. Select the corner proportional sizing handle. 

 Decrease the width to about 85%.  

 Select the middle pattern control point. Select the 

corner proportional sizing handle and decrease the 

with to 75%.  

 Select the second pattern control point and de-

crease the width as before to 65%.  

 Select the final pattern and decrease the width to 55%.  

 Click on the next to the last pattern’s pink diamond and 

move the pattern next to the far right pattern. Repeat for 

each pattern until all patterns are touching. You can use 

the right and left arrow keys to perfect this.  

 Press Esc.  

Notes:  
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Creating the Stamp 

 Right click on the design and select Lock.  

 Choose a contrast color from the Color Palette.  

 Choose the Open Object tool in the Digitize Toolbox. 

 Choose Single Outline stitch in the Stitch Toolbar.  

 Use left clicks to trace over the pattern in the same man-

ner the pattern was stitched in the Stitch Player.  

 Zoom in for accuracy.  

 Press Esc and select Reshape if needed.  

 Right click on the original pattern in Color Film and select 

Unlock.  

 Select it and press Delete. 

 Select the digitized pattern.  

 Select Settings> Create Pattern.  

 Select the Creating Patterns folder from the drop-down 

choices. 

 Enter Tapered Pattern for the Pattern Name. Click OK.  

 Digitize the Reference Points in the center of the pattern 

from left to right with two left clicks.   

 Click OK in the dialog box that opens and save the file as 

Tapered Pattern. Delete the pattern.  

 

Using the Pattern 

 Select New Blank Design.  

 Select the Open Object Tool in the Digitize Toolbox and 

digitize a straight line with two left clicks.  

 Press Esc. Select the line.  

 Change the length to 2”. (Change the Width to 2”) 

 Double click to open Object Properties.  

 Select Pattern Run for Outline type. Click on Select.  

 Select Creating Patterns from the drop-down Pattern Set.  

 Select Tapered Pattern. Click OK; then OK again. 

 You may digitize a leaf shape around the design using a 

Satin outline and the Open Object tool and then save the 

design.   

Notes:  

 

 

 

 

 

 

 

 

 

 

 

The created pattern will only 

work with straight lines. You can 

adjust the pattern size and spac-

ing and move the patterns closer 

together using the same editing 

tools as covered in the earlier 

pages.  
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Free-Standing Lace Background  
 Select New Blank Design. 

 Change to the Metric measuring system.  

 Right click on Show Grid.  

 Place a dot by Show Design Grid. 

 Activate Snap to Grid.  

 Change the Horizontal and Vertical Grid Spacing to 1 mm. 

 Click OK. 

 Zoom in on the grid.  

 Select Design> Auto Start & End.  

 Change the Start Needle Position to the first stitch of the de-

sign and the End Needle Position to the last stitch of the de-

sign. Click OK. 

 

Creating the Stamp 

 Select the Open Object tool from the Digitize Toolbox.  

 A Single Outline is selected. 

 Digitize the pattern following the diagram to the right. Follow 

the red arrows first; then the blue; then the green; and finally 

the pink. Press Enter. 

 Select Esc; then select the Object.  

 Apply Double Run in the Edit Toolbox. 

 Select the Open Object tool and digitize a path to the end 

following the second diagram. Begin where the first pattern 

ended. Press Enter to activate. 

 Press Esc; then drag a bounding box around the entire pat-

tern.  

 Go to Settings> Create Pattern.  

 Creating Patterns should be selected for the Pattern Set.  

 Name the pattern, Lace. Click OK. 

 Digitize the reference line from the start point to the end 

point of the pattern.  

 Click OK in the dialog box that opens.  

 Delete the pattern.  

Notes:  
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Creating the Lace Background 

 Open a New Blank Design. 

 Change back to the US measurement system.  

 Right click on Pattern Fill. Click on Select. 

 Click on Creating Patterns in the Pattern Set drop-down.  

 Select Lace. Click OK; then OK again.  

 Select the Rectangle tool in the Digitize Toolbox.  

 Draw a rectangle about 4” x 5”. 

 Double click to open Object Properties. 

 Change the Column and Row Spacing to .2”.   

 Press OK.  

 You can add a design to this background and stitch the de-

sign on water-soluble stabilizer.  

 Save the design as Free-Standing Lace Background.  

 

 

Creating Pebble Quilting  
 Open a New Blank Design. 

 Change to the Metric measurement system.  

 Right click on Show Grid.  

 Select Show Design Grid.  

 Activate Snap to Grid. 

 Change the Horizontal and Vertical Grid Spacing to 1 

mm.  

 Click OK. 

 Zoom into the screen. Select the Open Object tool. 

 Create the shape at the right using only right clicks.  

 Start at the top of the first circle on a grid line. You will form a 

complete circle first; then a half circle over the first circle to 

end at the bottom of the circle. Follow the arrows in the dia-

gram.  

 The first circle should be 10 grids across. 

 The second circle should be 9 grids across. 

 The third circle should be 8 grids across.  

Notes:  

 

 

For a Knockdown Stitch for terry 

toweling, use this same pattern 

and change the Size X, Size Y, 

Column Spacing, and Row 

Spacing to 0.2.  

For thick terry towels, you may 

wish to make the size and spac-

ing smaller. 

 

 

 

 

 

Create the three circles following 
the arrows in this order: 

 Red 

 Blue 

 Green 

 Yellow 

 Pink 

 Turquoise 
 

 

 

 

 

 

 

 

 

CREATING WITH PATTERNS 



 

                                                                                                                                                                                                                                          

Creating the Pattern 

 Press Esc.  

 Select the three circles.  

 Select Settings> Create Pattern. 

 Select Creating Patterns.  

 Name the pattern, Pebble Quilting.  

 Click OK.  

 Digitize a reference line with two left clicks from the start 

point to the end point.  

 Click OK in the dialog box that opens.  

 Select the design; press Delete.  

 

Creating the Quilting Background 

 Select New Blank Design.  

 Deactivate the grid.  

 Right click on Pattern Fill.  

 Click on Select.  

 Navigate to Creating Patterns> Pebble Quilting.  

 Select the stitch; then press OK and OK again.  

 Select the Rectangle tool in the Digitize Toolbox.  

 Draw a square by holding the Ctrl key down.  

 Press Esc.  

 Switch to the US Measurement System. 

 Select the square. 

 Change the dimensions of the Width of the square to 5”. 

 Press Enter.  

 Double click on the square to open Object Properties.  

 Click on Layout.  

 Move the top three blue circles to stagger the columns of 

circles. See illustration. 

 Press Enter to activate the change.  

 Save the file as Pebble Quilting.  

Notes:  
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Creating Satin-Filled Patterns 

 Open a New Blank Design. 

 Switch to Artwork Canvas.  

 Select Text> Insert Character. 

 Select Wingdings from the drop-down choices in Fonts 

 Choose the diamond shape from the choices and click and 

drag it on screen.  

 Change the color as desired by clicking on a color chip. 

 Right click and select Convert to Curves.  

 Click on Convert Artwork to Embroidery.  

 

Requirements for a Successful Satin-Filled Pattern: 

 The design must be able to be stitched from one side to 

the other without using travel stitches. This can be accom-

plished by moving the Start & Stop points as shown on the 

right.  

 Although not necessary for creating the pattern, to visually 

see how the design will look, you can go to Design> Auto 

Start and End and change the start point to the first stitch 

of the design and the end point to the last stitch of the de-

sign. 

 Underlay should be removed by clicking on the Underlay 

icon. 

 If these changes are not made, travel stitches may appear 

on every other row.  

 There is a tie off shown on the pattern, but when a pattern 

fill is created with this pattern, the tie off between elements 

will not appear. 

 Select Settings> Create Pattern.  

 Select the Creating Patterns folder.  

 Name the design Insert Character.  

 Set the reference line with two left clicks from the left to the 

right.  

 Click OK in the dialog box that opens.  

 You may create a filled object with this created pattern. 

Notes:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Before saving the pattern, al-

ways activate Stitch Player to 

watch the design stitch out on 

screen.   
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