
RUFFLE POCKET ZIPPER SERGER POUCH 
 

Tutorial from: Sew It Yourself 
 
Make the pockets: 
Fuse the 10”x6” rectangles of the fusible interfacing to the wrong side of the 10”x6” pocket 
pieces. Fold the 2 ½” x 40” strips in half along the length, with wrong sides together. Thread the 
serger for a 4 thread overlock. Place the ruffling or shirring foot on the machine. Set length to 
4.0, width to M, stitch selector on A, differential to 2.0. Place the raw edge of the 2 ½” x 40” 
under the needle and ruffle the entire piece. Continue with the second strip. 
Line up the raw edges of the ruffled strip with the 10” side of the pocket. Clip in place. Change 
serger to 4 thread overlock. Put regular foot on the machine. Length to 2.5, width to 6.0, stitch 
selector to A, differential to N. Serger the ruffle piece to the pocket piece. Squish up the ruffle 
piece to give more fullness. Clip or pin the second (lining pocket piece on the right side of the 
pocket with ruffle, trapping the ruffle inside. Stitch. Repeat with second pocket section. Open 
and press. Topstitch with a sewing machine if desired. 
  
Prepare the outside: 
Fuse the 10” x 11” fusible interfacing to the outer fabric rectangles. Place the pocket on one of 
the outside fabric pieces lining the bottom raw edges. Repeat with the second side. Change the 
width of the serger to 5.5 and serger the sides of the pockets/outside units.  
 
Add the zipper: 
Place the zipper face side down on the right side of the outer panel with the pocket. Clip, pin or 
use stitch perfection tape to hold in place. Place the 10”x11” lining fabric, right sides together 
on the zipper. Clip, pin or tape in place. Attach the cording foot to the machine. Change width 
to M, length to 2.5, stitch selector A, differential on N. Placing the zipper in the channel, stitch 
zipper to bag, moving the zipper pull out of the way. Open and press. Topstitch with sewing 
machine if desired.  
Place the entire lined pocket piece right side up on the tope of the second lining piece. Line up 
the raw edges of the lining with the top of the zipper. Place the interfaced outer fabric right 
side down on top of the stack. Clip, pin or tape the layers in place. Stitch, turn and topstitch 
with sewing machine if desired. 
 
Assemble the pouch: 
Bring the lining pieces right sides together and clip or pin. Bring the outer fabrics together, right 
sides together and clip or pin. Make sure the zipper is half way open. Place the regular foot on 
the serger. Start with the lining bottom, stitch through all layers leaving a 3”-4” gap in the 
center of the bottom lining for turning. Mark a 1” square in each of the corners of the pouch 
and lining. Cut out square. Box out the corners. Turn the pouch through the lining. Sew the 
lining closed with the sewing machine. Push lining into bag, poke out corners and press. 
 
 
 



 


