Owner’s manual

This household sewing machine is designed to comply with IEC/EN 60335-2-28 and UL1594.

IMPORTANT SAFETY INSTRUCTIONS

When using an electrical appliance, basic safety precautions should always be followed, including
the following:
Read all instructions before using this household sewing machine. Keep the instructions at a
suitable place close to the machine. Make sure to hand them over if the machine is given to a third
party.

DANGER – To reduce the risk of electric shock:

• A sewing machine should never be left unattended when plugged in. Always unplug this
sewing machine from the electric outlet immediately after using and before cleaning, removing
covers, lubricating or when making any other user servicing adjustments mentioned in the
instruction manual.

WARNING – 7RUHGXFHWKHULVNRIEXUQVÀUHHOHFWULFVKRFNRULQMXU\WR

person:

• Do not allow to be used as a toy. Close attention is neccesary when this sewing machine is used
by or near children.
• Use this sewing machine only for its intended use as described in this manual. Use only
attachments recommended by the manufacturer as contained in this manual.
• Never operate this sewing machine if it has a damaged cord or plug, if it is not working
properly, if it has been dropped or damaged, or dropped into water. Return the sewing machine
to the nearest authorized dealer or service center for examination, repair, electrical or mechanical
adjustment.
• Never operate the sewing machine with any air openings blocked. Keep ventilation openings of
the sewing machine and foot control free from the accumulation of lint, dust, and loose cloth.
.HHSÀQJHUVDZD\IURPDOOPRYLQJSDUWV6SHFLDOFDUHLVUHTXLUHGDURXQGWKHVHZLQJPDFKLQH
needle.
• Always use the proper needle plate. The wrong plate can cause the needle to break.
• Do not use bent needles.
'RQRWSXOORUSXVKIDEULFZKLOHVWLWFKLQJ,WPD\GHÁHFWWKHQHHGOHFDXVLQJLWWREUHDN
• Wear safety glasses.
6ZLWFKWKHVHZLQJPDFKLQHRII ´µ ZKHQPDNLQJDQ\DGMXVWPHQWLQWKHQHHGOHDUHDVXFKDV
threading needle, changing needle, threading bobbin, or changing presser foot, etc.
• Never drop or insert any object into any opening.
• Do not use outdoors.
'RQRWRSHUDWHZKHUHDHURVRO VSUD\ SURGXFWVDUHEHLQJXVHGRUZKHUHR[\JHQLVEHLQJ
administrated.
7RGLVFRQQHFWWXUQDOOFRQWUROVWRWKHRII ´µ SRVLWLRQWKHQUHPRYHSOXJIURPRXWOHW
• Do not unplug by pulling on cord. To unplug, grasp the plug, not the cord.
• The foot control is used to operate the machine. Avoid placing other objects on the foot control.
• Do not use the machine if it is wet.
• If the LED lamp is damaged or broken, it must be replaced by the manufacturer or it's service
DJHQWRUDVLPLODUO\TXDOLÀHGSHUVRQLQRUGHUWRDYRLGDKD]DUG
• If the supply cord connected with the foot control is damaged, it must be replaced by the
PDQXIDFWXUHURULWVVHUYLFHDJHQWRUDVLPLODUO\TXDOLÀHGSHUVRQLQRUGHUWRDYRLGDKD]DUG
• This sewing machine is provided with double insulation. Use only identical replacement parts.
6HHLQVWUXFWLRQVIRU6HUYLFLQJRI'RXEOH,QVXODWHG$SSOLDQFHV

SAVE THESE INSTRUCTIONS

)RU(XURSHRQO\
This appliance can be used by children aged from 8 years and above and persons with reduced
physical, sensory or mental capabilities or lack of experience and knowledge if they have been
given supervision or instruction concerning use of the appliance in a safe way and understand the
hazards involved. Children shall not play with the appliance. Cleaning and user maintenance shall
not be made by children without supervision.
7KHQRLVHOHYHOXQGHUQRUPDORSHUDWLQJFRQGLWLRQVLVOHVVWKDQG% $ 
7KHPDFKLQHPXVWRQO\EHXVHGZLWKIRRWFRQWURORIW\SH)5PDQXIDFWXUHGE\6KDQJKDL%LQDR
Precision Mould Co., Ltd.
For outside Europe:
7KLVVHZLQJPDFKLQHLVQRWLQWHQGHGIRUXVHE\SHUVRQV LQFOXGLQJFKLOGUHQ ZLWKUHGXFHG
physical, sensory or mental capabilities, or lack of experience and knowledge, unless they
have been given supervision or instruction concerning use of the sewing machine by a person
responsible for their safety. Children should be supervised to ensure that they do not play with the
sewing machine.
7KHQRLVHOHYHOXQGHUQRUPDORSHUDWLQJFRQGLWLRQVLVOHVVWKDQG% $ 
7KHPDFKLQHPXVWRQO\EHXVHGZLWKIRRWFRQWURORIW\SH)5PDQXIDFWXUHGE\6KDQJKDL%LQDR
Precision Mould Co., Ltd.

SERVICING OF DOUBLE INSULATED PRODUCTS

In a double-insulated product, two systems of insulation are provided instead of grounding. No
ground means is provided on a double-insulated product, nor should a means for grounding
EHDGGHGWRWKHSURGXFW6HUYLFLQJRIDGRXEOHLQVXODWHGSURGXFWUHTXLUHVH[WUHPHFDUHDQG
NQRZOHGJHRIWKHV\VWHPDQGVKRXOGEHGRQHRQO\E\TXDOLÀHGVHUYLFHSHUVRQQHO5HSODFHPHQW
parts for a double-insulated product must be identical to those parts in the product. A doubleLQVXODWHGSURGXFWLVPDUNHGZLWKWKHZRUGV¶'28%/(,168/$7,21·RU¶'28%/(,168/$7('·

Congratulations!

Congratulations on purchasing your new PFAFF® creative sensation™ pro II sewing and
embroidery machine.
As a sewing enthusiast, you have acquired one of the most advanced and comprehensive sewing
and embroidery machines in the world; it will enable you to transform all your creative ideas into
reality using the most highly tuned technology and features.
Before you start, please spend some time reading this owner’s manual. You will soon discover
how to maximize the use of your machine. Our authorized PFAFF® dealers will of course also be
pleased to advise you at any time.
Your PFAFF® creative sensation™ SUR,,VHZLQJDQGHPEURLGHU\PDFKLQHZLOOGHÀQLWHO\HQDEOH\RX WR
experience a totally new dimension of sewing and embroidery.
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Front side
Lid with stitch categories

2.

Threading slots

3.

Thread cutter

4.

Sensormatic buttonhole foot
socket

5.

Custom LED lights

6.

Free arm

7.

Reverse

8.

Reverse indicator

16. Needle up/down

9.

Action indicator

17. Button ruler

Needle area
24. Built-in needle threader

18. Handwheel

25. Bobbin cover
26. Needle plate

11. Presser foot down and pivot
toggle

19. PFAFF® creative™ Color
Touch Screen
20. Built-in USB ports

12. Start/stop

21. Stylus holder

28. Presser foot bar and presser
foot holder

13. Thread snips

29. Needle thread guide

14. Immediate tie-off

22. Main switch, connectors for
power cord and foot control
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10. Presser foot up and extra lift
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Top parts
35. Pre-tension device for threading and bobbin
winding

35 36 37
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37. Thread guide
38. Bobbin thread guides
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40. Bobbin winder spindle
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41. Bobbin thread cutter
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43. Spool caps
44. Spool pin

46

45. Take-up lever
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$FFHVVRU\WUD\V
The accessory trays feature special compartments
for presser feet and bobbins, plus space for needles
and other accessories. Store the accessories in the
tray so they are easily accessible.

Accessory tray

46. Space for accessories
47. Removable tray for presser feet
46

48. Removable bobbin holder
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Embroidery unit accessory tray

(PEURLGHU\XQLWoverview
(type BE20)
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49. Embroidery unit release button
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54. Embroidery arm
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•

Straight stitch needle plate

•

Foot control

•

Power cord

•

USB cord (P/N:412 62 59-04)

•

Needles

71

73

72

 0LFURÀEHUFORWK
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creative sensation™ pro II Embroidery Collection

Presser feet

Introduction

0A - Standard presser foot for IDT™V\VWHP DWWDFKHGRQWKHPDFKLQHXSRQGHOLYHU\
This foot is used mainly for straight stitching and zigzag stitching with a stitch length
longer than 1.0mm.
1A - )DQF\VWLWFKIRRWIRUIDT™V\VWHP
This foot is used for decorative stitches. The groove on the underside of the foot is
GHVLJQHGWRÁRZVPRRWKO\RYHUWKHVWLWFKHV

1:10

2A - )DQF\VWLWFKIRRW
When sewing decorative stitches or short zigzag stitches and other utility stitches with less
than 1.0mm stitch length, use this foot. The groove on the underside of the foot is designed
WRÁRZVPRRWKO\RYHUWKHVWLWFKHV
3 - Blindhem foot for IDT™V\VWHP
This foot is used for blindhem stitches. The toe on the foot guides the fabric. The red guide
on the foot is designed to ride along the fold of the hem edge.
4 - Zipper foot for IDT™V\VWHP
This foot can be snapped on either the right or the left of the needle, making it easy to sew
close to both sides of the zipper teeth. Move needle position to right or left to sew closer to
zipper teeth.

5A - Sensormatic buttonhole foot
When connected to the machine, the buttonhole is sewn in the length that has been entered
into the machine.

5M - Manual buttonhole foot
This foot is used for sewing manual buttonholes. Use the markings on the foot to position
WKHJDUPHQWHGJH7KHÀQJHURQWKHEDFNRIWKHIRRWKROGVFRUGLQJIRUFRUGHGEXWWRQKROH
6A - (PEURLGHU\Sensormatic free-motion foot
This foot is used for embroidery and free-motion sewing. This foot can also be used for
darning.
6D - '\QDPLFVSULQJIRRW
This foot is always recommended for embroidery. It is also used for free-motion sewing,
quilting and embroidering on especially thick or spongy fabric. When using the Dynamic
spring foot for free-motion, select Dynamic spring foot free-motion setting in the Freemotion options window in sewing mode.
õTXLOWLQJIRRWIRUIDT™V\VWHP
This foot is perfect for piecing and patchwork, especially when used in conjunction with
the straight stitch needle plate. The distance from the needle to the outer edge of the right
toe is 1/4” (6mm). The distance from the needle to the inner edge of the right toe is 1/8”
(3mm).
8 - Maxi-stitch foot
This foot is used for side-motion stitches.

1:11
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Important: Make sure that the IDT™ system is disengaged when using presser foot 2A, 5A, 5M, 6A, 6D and 8.

Stitch overview
8WLOLW\VWLWFKHV
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Stitch
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Stitch number

Name

Description

1.1.1

Straight stitch

For seaming and topstitching. Select from 37 different needle
positions.
Note: This stitch makes a stronger tie-off than stitch 2.1.1.

1.1.2

Stretch triple straight
stitch

Reinforced seam. Topstitching.

1.1.3

Straight stitch reverse

Sew continuous reverse with strong tie-off.

1.1.4

Basting stitch

Single stitch used for basting. Touch foot control to sew one stitch.
Move fabric manually to desired position and touch foot control
again to sew another stitch.

1.1.5

Zigzag stitch

5HLQIRUFHVHDPVFOHDQÀQLVKVWUHWFKVHZLQJODFHLQVHUWLRQ

1.1.6

Zigzag stitch, right or
left needle position

5HLQIRUFHVHDPVFOHDQÀQLVKVWUHWFKVHZLQJ

1.1.7

Z-zigzag stitch

Applique, couching, eyelets.

1.1.8

Stretch triple zigzag
stitch

Elastic stitch for decorative hems or topstitching.

1.1.9

Three-step zigzag
stitch

Sewing elastic, darning, patching.

1.1.10

Elastic stitch

Sewing elastic, darning, patching.

1.1.11

Triple stretch stitch

Sewing elastic, darning, patching and decorative sewing.

1.1.12

Honeycomb stitch

Decorative stitch for stretch fabrics and hems. Also used with elastic
thread in the bobbin.

1.1.13

Bridging stitch

Joining fabrics and quilt batting, decorative stitch for quilting,
hemstitching.

1.1.14

Foundation elastic
stitch

Joining stitch for undergarments, terry cloth, leather, bulky fabrics
where overlapping the seams.

1.1.15

Crosshem stitch

Elastic decorative hem for stretch fabrics.

1.1.16

Blindhem stitch

Sewing blindhems on woven fabrics.

1.1.17

Elastic blindhem stitch

Sewing blindhems on stretch fabrics.

1.1.18

Stretch tricot stitch

Sewing seams on stretch fabrics.

Closed overlock

Seam and overcast stretch fabrics in one step.

1.2.2

Closed overlock

Seam and overcast in one step.

1.2.3

Closed overlock

Seam and overcast in one step with reinforced edge.

1.2.4

Elastic overcast

Seam and overcast stretch fabrics in one step.

1.2.5

Standard overcast

Seam and overcast stretch fabrics in one step with reinforced edge.

1.2.6

Overlock

Seam and overcast stretch fabrics in one step.

1.2.7

Light knit fabric
patching

Seam and overcast stretch fabrics in one step, patch, hem.

1.2.8

Closed overlock

Seam and overcast in one step, patch, hem.

1.2.9

Stretch knit overlock

Seam and overcast stretch fabrics in one step.

1.2.10

Reinforced overlock

Seam and overcast stretch fabrics in one step and reinforce.

1.2.11

Finished edge overlock

Seam and overcast stretch fabrics in one step with reinforced edge.

1.2.12

Overlock

Seam and overcast stretch fabrics in one step.

1.2.13

Mock cover hem

Create the look of a serger cover hem for stretch fabrics.

1.2.14

Mock cover hem

Create the look of a serger cover hem for stretch fabrics.

1.2.15

Open overlock
blindhem

Create decorative overlock blindhem for woven fabrics.

1.2.16

Closed overlock
blindhem

Create decorative overlock blindhem for stretch fabrics.

1.3.1

Linen buttonhole

Buttonhole for blouses, shirts and linen.

1.3.2

Standard buttonhole

Basic buttonhole for blouses, shirts and jackets. Also for pillowcases.

1.3.3

Rounded buttonhole
with pointed tack

Buttonhole for garments.

1.3.4

Rounded buttonhole
with lengthwise tack

Buttonhole for garments.

1.3.5

Rounded buttonhole
with crosswise tack

Buttonhole for garments.
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1.2.1
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1.3.6

Eyelet buttonhole with
pointed tack

Tailors buttonhole or decorative buttonhole.

1.3.7

Eyelet buttonhole with
lengthwise tack

Tailors buttonhole for jackets and trousers.

1.3.8

Rounded buttonhole

Buttonhole for light garments or jackets.

1.3.9

Decorative buttonhole
with triangle tack

Decorative buttonhole.

1.3.10

Stretch buttonhole

Buttonhole for stretch fabrics.

1.3.11

Cross stitch buttonhole

Decorative buttonhole.

1.3.12

Decorative buttonhole

Decorative buttonhole.

1.3.13

Professional eyelet
buttonhole

Professional tailors buttonhole for jackets and trousers.

1.3.14

Decorative eyelet
buttonhole

Decorative buttonhole for jackets.

1.3.15

Decorative eyelet
buttonhole

Decorative buttonhole for jackets.

1.3.16

Decorative buttonhole

Decorative buttonhole.

1.3.17

Decorative buttonhole

Decorative buttonhole.

1.3.18

Heirloom round
buttonhole with
pointed tack

Decorative heirloom buttonhole.

1.3.19

Button sewing

Sew on buttons or tacking.

1.3.20

Bound buttonhole

Foundation stitch for bound buttonhole.

1.4.1

Eyelet

Heirloom sewing decorative trim.

1.4.2

Decorative eyelet

Heirloom sewing decorative trim.

1.4.3

Decorative eyelet

Heirloom sewing decorative trim.

1.4.4

Decorative eyelet

Heirloom sewing decorative trim.

1.4.5

Decorative eyelet

Heirloom sewing decorative trim.

1.4.6

Decorative eyelet

Heirloom sewing decorative trim.

1.5.1

Programmable darning
stitch

Darning holes or damaged fabric.

1.5.2

Programmable
reinforced darning
stitch

Reinforced darning holes or damaged fabric.

1.5.3

Bartack

Automatically reinforce seams and pockets.

1.5.4

Denim bartack

Automatically reinforce seams and pockets decoratively.

1.5.5

Decorative bartack

Automatically reinforce seams and pockets decoratively.

1.5.6

Cross bartack

Automatically reinforce seams and pockets.

1.5.7

Decorative tack

Automatically reinforce seams and pockets.

1.5.8

Decorative tack

Automatically decorative topper for seams and pockets.

1.5.9

Decorative tack

Automatically reinforce seams and pockets.

Decorative stitches
2.1 Quilt stitches - Handlook stitches

2.2 Quilt stitches - Antique quilt stitches

Introduction
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2.3 Quilt stitches - Stippling stitches

2.4 Quilt stitches - Crazy patch stitches

3.1 Needle art stitches - Cross stitches

3.1 Needle art stitches - Cross stitches

3.2 Needle art stitches - Hemstitches

3.3 Needle art stitches - Antique hand embroidery stitches
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3.3 Needle art stitches - Antique hand embroidery stitches 3.4 Needle art stitches - Smocking stitches

4.1 Decorative stitches - Scallop edges

4.2 Decorative stitches - Satin stitches

'HFRUDWLYHVWLWFKHV/HDYHVDQGÁRZHUV

'HFRUDWLYHVWLWFKHV/HDYHVDQGÁRZHUV

Introduction
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Introduction

4.4 Decorative stitches - Art stitches

4.4 Decorative stitches - Art stitches

4.5 Decorative stitches - Ornamental stitches

4.5 Decorative stitches - Ornamental stitches

4.6 Decorative stitches - Bows and hearts

4.7 Decorative stitches - Fun stitches
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4.7 Decorative stitches - Fun stitches

4.8 Decorative stitches - Borders

4.8 Decorative stitches - Borders

5.1 Maxi stitches - Scallop and satin stitches

0D[LVWLWFKHV/HDYHVDQGÁRZHUV

5.3 Maxi stitches - Art stitches

Introduction
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Introduction

5.4 Maxi stitches - Fun stitches

5.5 Maxi stitches - Stippling stitches

5.6 Maxi 1 (monogram)

5.6 Maxi 1 (monogram)

5.7 Maxi 2 (monogram)

5.7 Maxi 2 (monogram)
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6.1 Sewing techniques - Optional feet stitches

6.2 Sewing techniques - Handlook quilt stitches

6.3 Sewing techniques - Four direction stitches

6.4 Sewing techniques - Stacking stitches

6.4 Sewing techniques - Stacking stitches

6.5 Sewing techniques - Single ribbon stitches

Introduction
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6.6 Sewing techniques - Double ribbon stitches

Introduction

Alphabets
Block

Comic

Cyrillic

Grand

Outline

Script
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Preparations

8QSDFNLQJ
 3ODFHWKHER[RQDVWHDG\ÁDWVXUIDFH/LIWWKH
machine out of the box and remove the outer
packaging and lift off the machine carrying
case.
2.

Remove all other packing material and the
plastic bag.

3.

Slide off the accessory tray and remove the
styrofoam inside.

Note: Styrofoam left in the accessory tray while sewing
may affect stitch quality. The styrofoam is for packing
purposes only and should be removed.
Note: Your creative sensation™ pro II sewing and
embroidery machine is adjusted to provide the best stitch
result at normal room temperature. Extreme hot and cold
temperatures can affect the sewn result.

Connect to the SRZHUVXSSO\
$PRQJWKHDFFHVVRULHV\RXZLOOÀQGWKHpower cord
and the foot control.
Note: Before plugging in the foot control, check to ensure
that it is type “FR5” (see underside of foot control).
1.

Pull out the cord from the foot control. Connect
the foot control cord to the front socket on the
bottom right side of the machine (1).

2.

Connect the power cord to the rear socket on
the bottom right side of the machine (2). Plug
the cord into the wall socket.

3.

Press the ON/OFF switch to ON to turn on
power and light (3).

3

1

2

Preparations

3DFNDZD\DIWHUVHZLQJ
1.

Switch the main switch (3) off.

2.

Unplug the cord from the wall socket and then
from the machine (2).

3.

Unplug the foot control cord from the machine
(1). Pull the cord gently and release - the cord
will retract itself into the foot control.

4.

Place all accessories in the accessory tray. Slide
the tray on to the machine around the free arm.

5.

Place the foot control in the space above the free
arm.

6.

Put on the hard cover.

2:2

For the USA and Canada
This sewing machine has a polarized plug (one
blade wider than the other). To reduce the risk
RIHOHFWULFVKRFNWKLVSOXJLVLQWHQGHGWRÀWLQD
polarized outlet only one way. If the plug does
QRWÀWIXOO\LQWKHRXWOHWUHYHUVHWKHSOXJ,ILW
VWLOOGRHVQRWÀWFRQWDFWDTXDOLÀHGHOHFWULFLDQWR
install the proper outlet. Do not modify the plug
in any way.

Custom /('OLJKWV
Your machine has LED lights which distribute the
light evenly over the sewing area and eliminates
shadows. You can adjust the intensity and color
temperature of the light in the Settings menu, see
chapter 3.

Free arm
To use the free arm, slide off the accessory tray.
When attached, a hook keeps the accessory tray
locked to the machine. Remove the tray by sliding it
to the left.

Thread cutter
To use the thread cutter, pull the thread from back
to front as shown.

Electronic knee-lift
Your machine comes with an electronic knee-lift for
regulating the presser foot height.
Insert the knee-lift in the provided hole on the
PDFKLQH7KHÁDWVLGHPXVWIDFHXSZDUGV$GMXVW
the rectangular bar on the knee-lift until it is
positioned at a comfortable height for you (A).
If you press the knee-lift to the right, the presser
foot will raise. You can now guide the fabric with
both hands.

A
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Preparations

To remove the knee-lift, just pull it straight out of
the hole.

Spool pins
Your machine has two spool pins, a main spool
pin and an auxiliary spool pin. The spool pins
are designed for all types of thread. The main
spool pin is adjustable and can be used both in a
horizontal position (the thread reels off the spool)
and a vertical position (the thread spool rotates).
Use the horizontal position for normal threads and
the vertical position for large spools or specialty
threads.

Small spool cap

Horizontal position
Place a spool cap and the thread spool on the spool
pin. Make sure that the thread reels off the spool
counter clock-wise and slide on a second spool cap.
Note: Not all thread spools are manufactured in the same
way. If you experience problems with the thread, turn it
in the opposite way or use the vertical position.
Use a spool cap slightly larger than the thread
spool. For narrow thread spools, use a smaller spool
cap in front of the spool. For large thread spools,
use a larger spool cap in front of the spool.

Large spool cap

7KHÁDWVLGHRIWKHVSRROFDSVKRXOGEHSUHVVHG
ÀUPO\DJDLQVWWKHVSRRO7KHUHVKRXOGEHQRVSDFH
between the spool cap and the thread spool.
Vertical position
Raise the spool pin to the vertical position. Slide
on the large spool cap and place a felt pad under
the thread spool. This is to prevent the thread from
reeling off too fast.
Do not place a spool cap on top of the spool pin as
that would prevent the spool from rotating.

Main spool pin in vertical position

$X[LOLDU\VSRROSLQ
The auxiliary spool pin is used when winding a
bobbin thread from a second spool of thread or for a
second spool when sewing with a twin needle.

Preparations

Raise the auxiliary spool pin. Slide on a large spool
cap and place a felt pad under the thread spool.
Auxiliary spool pin and main spool pin in vertical
position.

2:4

7KUHDGLQJWKHPDFKLQH

C

Make sure that the presser foot is raised and the
needle is in the up position.

B
A

D

 3ODFHWKHWKUHDGRQWKHVSRROSLQDQGÀWDVSRRO
cap of the right size.
Note: Hold thread with both hands to prevent it from
slacking while threading. This ensures that the thread
will be positioned properly in the threading path.
2.

Pull the thread into the thread guide by pulling
it from the front to the back (A). Make sure the
thread clicks into place. Then pull the thread
underneath the bobbin winder thread guide (B)
on the pre-tension disc (C).

3.

Thread down through the right-hand threading
slot and then upwards through the left-hand
threading slot.

4.

Bring the thread from the right into the take-up
lever (D) and down in the left-hand threading
slot to the needle thread guide (E).

5.

E

Thread the needle.

C

B

Needle threader
The needle threader allows you to thread the
needle automatically. The needle must be in the up
position to use the built-in needle threader.
1.

Lower the presser foot.

2.

Use the handle to pull the needle threader all
the way down. The threader hook (G) swivels
through the needle eye.

3.

Place the thread from the back over the hook (F)
and under the thread hook (G).

4.

Let the needle threader gently swing back. The
hook pulls the thread through the needle eye
and forms a loop behind the needle. Pull the
thread loop out behind the needle.

A

F

Note: The needle threader is designed to be used for size
70-120 needles. You cannot use the needle threader for
size 60 needles or smaller, the wing needle, twin needle or
triple needle. There are also some optional accessories that
require manual threading of the needle.
G
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Preparations

When threading the needle manually make sure that the
needle is threaded from front to back. The bobbin cover
can be used as a magnifying glass.

7KUHDGLQJIRUWZLQQHHGOH
Replace the sewing needle with a twin needle. Make
sure that the presser foot is raised and the needle is
in the up position.

C
D

B
A

F

 3ODFHWKHWKUHDGRQWKHVSRROSLQDQGÀWDVSRRO
cap of the right size. Raise the auxiliary spool
pin. Slide on a large spool cap and a felt pad.
Place the second thread on the spool pin.
Note: Hold threads with both hands to prevent them from
slacking while threading. This ensures that the threads
will be positioned properly in the threading path.
2.

Pull the threads into the thread guide by pulling
them from the front to the back (A). Make
sure the threads click into place. Then pull the
threads underneath the bobbin winder thread
guide (B) on the pre-tension disc (C).

3.

Thread down through the right-hand threading
slot and then upwards through the left-hand
threading slot. Make sure that you pass one
thread to the left and one thread to the right
sides of the tension disk (F).

4.

Bring the threads from the right into the take-up
lever (D) and down in the left-hand threading
slot. Make sure that one thread is inside the
needle thread guide (E) and the other one
outside. Make sure that the threads do not
become twisted together.

5.

Thread the needles.

E

C

B

Note: Activate twin needle and select the correct twin
needle width in Settings menu. This will limit the width
of all stitches for that needle size to prevent damage to
presser foot and needle.
A

Note: The weight and irregular surface of specialty
threads such as metallic increases the amount of friction
on the thread. By reducing the tension, the risk of needle
breakage is prevented.
Note: Do not use asymmetrical twin needles (G), since it
may damage your sewing machine.

Preparations

Thread sensor
If the needle thread breaks or bobbin thread is
running low, the machine stops and a pop-up
appears on the screen. If needle thread breaks:
Re-thread the machine and touch OK in the pop-up.
If bobbin thread is running low: You can continue
sewing without closing the pop-up before the
bobbin thread runs out completly. This gives you
an opportunity to plan where to stop sewing and
change the bobbin. When the bobbin is replaced
with a full one, touch OK in the pop-up.
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G

%REELQZLQGLQJ

B

:LQGLQJIURPKRUL]RQWDOSRVLWLRQ
1. Place an empty bobbin on the bobbin winder
spindle, with the logo facing up. Use only the
original PFAFF® bobbins approved for this
model.
2.

Place the thread spool on the spool pin in
horizontal position. Slide a spool cap tightly
against the spool.

3.

Place the thread into the thread guide (A) from
front to back. Pull the thread counter-clockwise
above the bobbin winder thread guide (B) and
then through the bobbin thread guides (C) at
the rear.

C

A

D

Note: Make sure the thread is pulled securely inside
the pre-tension device for correct thread tension.
4.

Thread through the slot in the bobbin (D) from
the inside to the outside.

5.

Push the bobbin winder lever towards the
bobbin to wind. A pop-up appears on the
screen. To adjust winding speed, use the slider
in the pop-up. Stop and start bobbin winding
with the icons in the pop-up. Hold the end of
WKHWKUHDGÀUPO\ZKHQVWDUWLQJWRZLQG
When the bobbin is full, the bobbin winder
lever will switch back and the winding will
stop automatically. The pop-up closes. Remove
the bobbin and cut the thread using the bobbin
thread cutter. Cut the free thread end close to
the bobbin.

:LQGLQJZKLOHWKUHDGHG
Make sure that the presser foot and the needle
are in the up position. To prevent the needle from
bending, pull the thread out of the needle.

E

A
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Bring the thread up from the needle thread guide
(E), upward through the left-hand threading slot
and through the bobbin thread guides (C). Then
follow step 4 and 5 above.

C

:LQGLQJZKLOHHPEURLGHULQJRUVHZLQJ
Swing the auxiliary spool pin up. Place an
appropriate spool cap, felt pad and thread spool on
the spool pin.

B
C

The needle thread (blue) is placed into the thread
guide (A) and underneath the bobbin winder thread
guide (B). Pull the bobbin thread (red) counterclockwise above the bobbin winder thread guide
(B) and through the bobbin thread guides (C). Then
follow step 4 and 5 on the previous page.

,QVHUWLQJWKHEREELQ
1.

Remove the bobbin cover by sliding it towards
you.

2.

Place the bobbin in the bobbin case with the
logotype facing up and the thread unreeling
from the left of the bobbin. The bobbin will then
rotate counter-clockwise when you pull out the
thread.

 3ODFH\RXUÀQJHURQWKHEREELQWRNHHSLWIURP
WXUQLQJDV\RXSXOOWKHWKUHDGÀUPO\WRWKH
right and then to the left into the tension spring
(A) until it “clicks” into place.

Preparations

4.

Continue threading around (B) and to the right
of the thread cutter (C). Replace the cover. Pull
the thread to the left to cut.
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A

1

2

3

4
B

C

A

IDT™V\VWHP ,QWHJUDWHGGXDOIHHG
For sewing any fabric precisely PFAFF® creative
sensation™ pro II sewing and embroidery machine
provides the ideal solution: the integrated dual feed,
IDT™ system. As on industrial machines, the IDT™
system feeds the fabric from the top and bottom
at the same time. The material is fed precisely,
eliminating puckering on seams in light weight
fabrics such as silk and rayon. The dual feed action
of the IDT™ system prevents layers from shifting
while sewing, keeping quilt layers aligned and
ensuring a more perfect match when sewing plaid
or striped fabrics.
(QJDJLQJWKHIDT™V\VWHP
Important: For all work with the IDT™ system use presser
feet with the center back cut-out.
Raise the presser foot. Press the IDT™ system down
until it engages.
'LVHQJDJLQJWKHIDT™V\VWHP
Raise the presser foot. Hold the IDT™ system with
WZRÀQJHUVDWWKHULEEHGDQNOH3XOOWKHIDT™ system
down, then pull it away from you to release the
IDT™ system slowly upward.

&KDQJLQJneedle plate
Remove the presser foot and slide off the bobbin
cover. Place the screwdriver under the needle
plate as shown in the picture and gently turn the
screwdriver to pop off the needle plate.
To replace the needle plate, lower the feed dogs and
position the needle plate so that the knob on the
XQGHUVLGHRIWKHSODWHÀWVLQWRWKHQRWFKDWWKHEDFN
(A). Press the needle plate down until it clicks into
place.

A

Preparations
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Needles
The sewing machine needle plays an important
role in successful sewing. Use only quality needles.
We recommend needles of system 130/705H.
The needle package included with your machine
contains needles of the most frequently used sizes.
8QLYHUVDOQHHGOH $
Universal needles have a slightly rounded point
and come in a variety of sizes. For general sewing in
a variety of fabric types and weights.
6WUHWFKQHHGOH %
Stretch needles have a special scarf to eliminate
VNLSSHGVWLWFKHVZKHQWKHUHLVDÁH[LQWKHIDEULF
)RUNQLWVVZLPZHDUÁHHFHV\QWKHWLFVXHGHVDQG
leathers.
(PEURLGHU\QHHGOH &
Embroidery needles have a special scarf, a slightly
rounded point and a slightly larger eye to avoid
damage to thread and materials. Use with metallic
and other specailty threads for embroidery and
decorative sewing
'HQLPQHHGOH '
Denim needles have a sharp point to penetrate
WLJKWO\ZRYHQIDEULFVZLWKRXWGHÁHFWLQJWKHQHHGOH
)RUFDQYDVGHQLPPLFURÀEHUV
:LQJQHHGOHV (
The Wing needle has wide wings on the side of
the needle to poke holes in the fabric when sewing
HQWUHGHX[DQGRWKHUKHPVWLWFKHVRQQDWXUDOÀEHU
fabrics.

Preparations

&KDQJLQJWKHneedle
1.

Use the hole in the multi-purpose tool to hold
the needle.

2.

Loosen the needle screw.

3.

Remove the needle.

4.

Insert the new needle, using the multi-purpose
WRRO3XVKWKHQHZQHHGOHXSZDUGVZLWKWKHÁDW
side away from you until it will go no further.

5.

Tighten the needle screw as tight as it will go.

2:10

A

B

C

D

E

F
G
H
Note: Change the needle often. Always use a straight
needle with a sharp point (F).
A damaged needle (G) can cause skipped stitches,
breakage or snapping of thread. A damaged needle can
also damage the needle plate.
Do not use asymmetrical twin needles (H), since it may
damage your sewing machine.

&KDQJLQJWKHpresser foot
Remove presser foot
Press the presser foot downwards until it
disengages from the presser foot holder.

Attach presser foot
Line up the pins on the foot with the gap
underneath the presser foot holder. Press upwards
until the foot snaps into place.
You can also use the presser foot up/down buttons
to raise or lower the presser foot holder. Place the
presser foot under the presser foot holder, so that
the pins of the foot snap onto the presser foot holder
when lowered.

1

$WWDFKLQJWKH'\QDPLFVSULQJIRRW'
1.

Disengage the IDT™ system (A). Remove the
standard presser foot (B). Carefully loosen the
screw (C) until the cross-hole (D) is accessible.

C
A
D

2.

Hold the foot in front of the needle. Turn the
hand wheel to lower the needle into the hole of
the foot and through the needle plate.

3.

Turn the foot behind the needle screw (E) and
insert the pin of the foot into the cross-hole (D)
of the presser foot holder.

B
2

3

E

4.

Push the foot into the hole as far as it will go
while tightening the screw (C).

C
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To remove the embroidery foot loosen the screw
(C), squeeze the embroidery foot together and pull
it out to the right. Tighten the screw.

4

USB ports
Your machine has two USB ports – one to connect
the sewing machine to your computer, and one to
connect either your USB embroidery stick, optional
CD-drive, optional USB hub or optional mouse.
Note: Make sure that the USB stick you use has the
format FAT32.

86%HPEURLGHU\VWLFN
Delivered with your machine is a USB embroidery
VWLFN8VHWKHVWLFNWRVWRUHGHVLJQVDQGRWKHUÀOHV
RUWRPRYHÀOHVEHWZHHQWKHFRPSXWHUDQGVHZLQJ
machine.
Connect to and remove from USB port
Insert the USB embroidery stick or other devices in
the upper port. The USB plugs can only be inserted
one way – do not force them into the ports!
The USB PC cable packed with your machine
(P/N:412 62 59-04) plugs in to the lower port. No
other cable should be used in this port. Connect the
other end of the cable to your PC.
Note: Install the complimentary software before
connecting the machine to your PC (see next page).
To remove, carefully pull the USB embroidery stick
or the plug of the USB cable out straight.
8VLQJWKH86%HPEURLGHU\VWLFN
When loading from or saving to the USB
embroidery stick an hourglass appears on the
screen.

Preparations

Note: Do not remove the USB embroidery stick when the
hourglass is shown on the screen or while Files & Folders
is open. Removing the stick at that time can damage the
ÀOHVRQ\RXU86%HPEURLGHU\VWLFN

2:12

Note: The USB embroidery stick provided
with the machine can be left in the machine
when putting on the hard cover. Make sure
that the cover of the USB stick is turned
downwards.

&RPSOLPHQWDU\VRIWZDUH 3&
A PC software package is available for your PFAFF®
creative sensation™ pro II sewing and embroidery
machine. It adds the following features:
•

Communication module allows you to connect
the machine to your computer. Required to
use the Send To features in any Embroidery
software system module.

•

QuickFont program to create unlimited number
of embroidery fonts from most TrueType™ and
OpenType™ fonts on your computer.

•

Plug-in for your Windows Explorer to handle
embroidery designs: viewing designs as
thumbnail images, reading different embroidery
ÀOHIRUPDWVDGGWULPFRPPDQGVDQGPRUH

This software should be installed before the
PDFKLQHLVFRQQHFWHGWR\RXUFRPSXWHUIRUWKHÀUVW
time. Go to the PFAFF® website at www.pfaff.com
and look for Embroidery Machine Support and
download the software. During installation you will
be asked for an Installation Code. Enter number:

8200
More information and detailed installation
instructions are available on the download page.

How to XSGDWH\RXUPDFKLQH
Be sure to consult the web site at www.pfaff.
com and/or your local authorized PFAFF® dealer
for updates and upgrades for your machine and
Owner’s manual.
You can update your machine using the USB
embroidery stick or the USB cable packed with your
machine (P/N:412 62 59-04).
8SGDWLQJLQVWUXFWLRQV
• Go to the PFAFF® web site at www.pfaff.com to
ÀQGLQIRUPDWLRQDERXWDYDLODEOHXSGDWHV
•

Follow the update wizard to prepare your USB
embroidery stick for the update.

•

To start your machine in update mode, press
and hold the reverse button (A) while turning
on your machine. Keep the reverse button
pressed until update mode is visible on the
PFAFF® creative™ Color Touch Screen. Follow
the instructions to update.

A

Preparations
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G

H
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Soft Touch™ Buttons and indicators
5HYHUVHEXWWRQ $
For permanent reverse, press the button once before
starting to sew. The reverse indicator (B) will be lit
and the machine sews in reverse until you press
the button again to cancel. If you press the reverse
button while sewing, the machine sews in reverse
for as long as you keep the button pressed. The
reverse indicator is lit when the reverse button is
pressed.
Reverse is also used when sewing buttonholes,
programmed tie-off end, darning stitches and
tapering stitches to step between the parts of the
stitch.

5HYHUVHLQGLFDWRU %
The reverse indicator will be lit when pressing the
reverse button to sew in reverse. It is also lit while
sewing permanent reverse.

$FWLRQLQGLFDWRU &
The action indicator is lit to indicate that an action
is to be done, for example performing tapering. The
icon stays lit until the action is done.

Preparations

3UHVVHUIRRWXSDQGH[WUDOLIWWRJJOH '
Raises the presser foot and needle to the up
position.
Press the button once more and the presser foot will
raise to extra lift. The feed dogs will be lowered to
make it easier to get thick fabric under the presser
foot.

3UHVVHUIRRWGRZQDQGSLYRWWRJJOH (
Lower the presser foot completely. Press the button
once more to raise the presser foot to pivot height.
The presser foot is lowered automatically when you
start sewing.

6WDUWVWRS )
Press this button to start or stop the machine
without using the foot control. Press the button once
to start and press it again to stop.
To disable the start/stop button in sewing mode
and only use foot control when sewing, activate
start/stop button safety in the Settings menu.

7KUHDGVQLSV *
Press to cut both needle and bobbin thread
immediately.
If pressing this button while sewing, the threads
will be cut before the needle moves to the start
position of the next stitch. Your machine ties off
the thread, cuts the needle and bobbin threads and
raises the presser foot and the needle.
The thread snips function can be programmed, see
chapter 4.
Note: Threads are cut automatically when buttonholes
are sewn with the Sensormatic buttonhole foot.
The presser foot will not raise after thread snips if
Automatic presser foot lift has been deactivated in the
Settings menu.
Thread snips performed by the machine can be cancelled
in the Settings menu.
In embroidery mode the threads are cut and the presser
foot raised. The upper thread is only cut automatically at
WKHFRORUFKDQJH:KHQWKHGHVLJQLVÀQLVKHGERWKQHHGOH
and bobbin threads are cut automatically.
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,PPHGLDWHWLHRII +
Press immediate tie-off while sewing and your
machine sews a few tie-off stitches and stops
automatically.
By touching the tie-off button once more while the
action indicator is lit, the function can be turned off.
The tie-off function can be programmed, see chapter 4.

6WLWFKUHVWDUW ,
When having stopped sewing in the middle of a
stitch, press restart to start sewing at the beginning
of the stitch again without having to reset any special
settings you have made.
If pressing the stitch restart button while sewing, the
VWLWFKZLOOEHÀQLVKHGDQGWKHPDFKLQHZLOOWKHQVWRS
You can also use stitch restart to go back to the
beginning of an embroidery.

1HHGOHXSGRZQ Press this button to move the needle up or down. The
setting of the needle stop position is changed at the
same time. When needle down is activated, the icon is
lit, the needle will stop in the down position and the
presser foot will raise to pivot height.
You can also tap the foot control to raise or lower the
needle.

Preparations
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PFAFF® creative™ Color Touch Screen

PFAFF® creative™ Color Touch
Screen
Your machine features the PFAFF® creative™ Color
Touch Screen. This technology provides great resolution
and color.
The screen is very easy to work with - just touch it with
\RXUVW\OXVRU\RXUÀQJHUWLSWRPDNH\RXUFKRLFHVThe
task bar at the bottom of the screen includes the main
functions and help.
Every mode has its own color scheme, to make it easier to
navigate and use the machine.

Start view
When your machine is turned on, a welcome screen
is shown and then the machine opens sewing mode.
If the embroidery unit is attached the machine
automatically opens embroidery mode.

Main parts
The task bar (A) is used for selecting and activating
the main functions.
B

The colored vertical bar on the right hand of the
screen is called the option bar (B). It has different
options depending on which mode is active.

7DVNEDU $

PFAFF® creative™ Color Touch Screen

The look of the task bar will change depending
on whether sewing mode or embroidery mode is
active. Change mode by touching the corresponding
icon (1 or 2). The icon for the active mode is
highlighted. The task bar is always located at the
bottom of the screen.
1.

Embroidery mode icon

2.

Sewing mode icon

3.

Selection menu

4.

Settings menu

5.

Info menu

6.

Quick help

,QHPEURLGHU\PRGH
7. Embroidery stitch-out icon
The task bar in embroidery mode has an additional
icon (7) above the embroidery icon. This is the
Embroidery stitch-out icon. Touch it to toggle to
Embroidery stitch-out mode.
Return to Embroidery edit by touching the
embroidery mode icon (1).

3:2

A

1

2

3

Main functions in task bar
7

Task bar in embroidery mode
1

Task bar in Embroidery stitch-out

4

5

6

2SWLRQEDU %
The option bar contains different options in sewing
mode, Embroidery edit and Embroidery stitchout. Read more about the options for each mode in
chapters 4, 7 and 8.

B

Common icons
There are some icons and functions that are
frequently used on the screen. The most common
are described below.

D

E

6FUROODUURZV &
Touch the arrows to scroll between available
stitches.
OK ' and FDQFHO (
7KH2. ' DQGFDQFHO ( LFRQVDUHXVHGWRFRQÀUP
your settings and selections. They are also used to
close full screen windows.
To abort an actual process, touch cancel. To
continue, touch OK.
C

/RQJWRXFK )
Some icons have increased functions, marked
with an arrow at the lower right corner. To access
these functions, touch and hold the icon for a few
seconds.

G

When a function is selected, you can make
adjustments by touching the arrows in the wheel, or
by touching and dragging your stylus on the screen.
The appearance of the wheel will change depending
on which function is selected.

F

H

I

J

K

3:3

PFAFF® creative™ Color Touch Screen

7RXFKIXQFWLRQV *
The touch functions will be used to make
adjustments. There are up to four functions to use;
move (H), rotate (I), scale (J) and pan (K).

Selection menu
The selection menu contains a selection bar at the
bottom with icons for stitches, fonts, designs and
Files & Folders. Read more about Files & Folders in
chapter 10.
Select one of the icons in the selection bar to access
the menus. When a stitch, font or design is selected,
the selection menu will close automatically. To
return to previous view, close by touching cancel.

2a

2b

2c

2d

2e

2f

J

2

3

Selection menu - overview
1.

Selection bar
a) Stitches
b) Fonts
4

c) Designs
d) Files & Folders
2.

Stitch categories
a) Utility stitches
b) Quilt stitches
c) Needle art stitches
5

d) Decorative stitches

1a

e) Maxi stitches
f) Sewing techniques

1b

1c

1d

1

PFAFF® creative™ Color Touch Screen

g) Personal menu
3.

Stitch subcategories

4.

Stitches

5.

Scroll arrows

6.

Clear personal menu (only visible if personal
menu is selected)

6HOHFWLQJDstitch
7RVHOHFWDVWLWFKÀUVWVHOHFWDFDWHJRU\DWWKH
top (2). For each category, there are one or more
subcategories (3). For each subcategory a list of
stitches is shown (4). Use the scroll arrows (5) to go
to the next page in the subcategory. Select a stitch
by touching it.

6

3:4

Personal menu
7RÀQG\RXUSHUVRQDOVDYHGVWLWFKHVRSHQSHUVRQDO
menu (2g). Each subcategory in the personal menu
has 48 positions to save your own stitches or
sequences. Scroll through the stitches in the selected
subcategory using the scroll arrows. Select a stitch
by touching it.

J

,I\RXZDQWWRGHOHWHRQHVWLWFKÀUVWWRXFKWKHGHOHWH
icon (5), and then touch the stitch. The positon will
be emptied. To abort the deletion before selecting a
stitch, deselect the delete icon.
A long touch of the delete icon (5) will empty the
whole subcategory selected.
Note: All stitches in the subcategory will be deleted, even
though they are not visible on the screen.

6

6HOHFWLQJDfont
Stitch fonts are indicated with a dark grey
background and embroidery fonts have a lighter
grey background. Select a font by touching it. Use
the scroll bar to see additional fonts.
A selected stitch font opens in sequencing. A
selected embroidery font opens in the embroidery
text editor.
Note: Embroidery fonts are only visible if the embroidery
mode is active and neither sequencing nor Stitch
Creator™ feature is active.

PFAFF® creative™ Color Touch Screen

3:5

6HOHFWLQJDGHVLJQ
Your machine has four tabs with designs: Personal
designs, machine designs, mini designs and quilt
designs. Read more about the different design tabs
in chapter 8.
Touch a tab to display the contents. Select an
embroidery design by touching it. Use the scroll bar
to browse through additional designs.
When a design is selected, the machine will
automatically switch to embroidery mode and the
design will be loaded into Embroidery edit.

(PEURLGHU\HGLW
In Embroidery edit you can change colors, size,
position and rotation of your designs. You can also
combine designs, create shapes from designs, save,
restore and delete.
You can edit your designs with or without the
embroidery unit attached.

PFAFF® creative™ Color Touch Screen

Read more about Embroidery edit in chapter 8.
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(PEURLGHU\WH[WHGLWRU
Used to create or adjust embroidery font text.
To open, select an embroidery font in the selection
menu. You can also select an existing text in
Embroidery edit and then touch sequencing/
embroidery text editor on the option bar.
Read more about Embroidery text editor in chapter 8.

(PEURLGHU\VWLWFKRXW
To embroider your design, change from Embroidery
edit to Embroidery stitch-out by touching the
Embroidery stitch-out icon on the task bar.
,Q(PEURLGHU\VWLWFKRXW\RXÀQGIXQFWLRQVWKDWDUH
useful when embroidering.
Read more about Embroidery stitch-out in chapter 9.

PFAFF® creative™ Color Touch Screen
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6HTXHQFLQJ
With sequencing you can combine various stitches
and adjust them. You can use built-in stitches, load
stitches from external devices or use stitches you
have created. You can program tie-offs, stops and
thread snips into your sequence. Connection stitches
can be inserted to create endless variations.
Read more about sequencing in chapter 5.

Stitch Creator™ feature
Stitch Creator™ feature allows you to create your own
9mm stitches or edit built-in stitches. Add, delete,
move and adjust stitch points directly on the screen.
Every single stitch point can be edited.
6WDUWZLWKDQHPSW\VWLWFKÀHOGDQGEXLOG\RXUVWLWFK
or insert a stitch for further adjustments.

PFAFF® creative™ Color Touch Screen

Read more about Stitch Creator™ feature in chapter 6.
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6HWWLQJVPHQX
In the Settings menu, you can change default settings
and make manual adjustments to the machine
settings (A), screen and light settings (B) and sound
settings (C).
Touch the icons to activate a function or open a list
of choices. The settings are saved even after turning
off the machine with two exceptions: Dynamic spring
foot 6D is always active at power on, and for Options
for feed dogs the default setting is auto.
Use Quick help to receive instant information about
the settings. Touch the Quick help icon (D) and then
the setting you want information about. Read more
about Quick Help on page 3:16.

0DFKLQHVHWWLQJV $
/DQJXDJH
Touch the icon to view the available languages. Select
your desired language from the list by touching it.
Owner’s name
Touch the icon to get a pop-up where you can enter
your name.
Thread manufacturer
Touch to select preferred thread manufacturer. You
can select between Gütermann Sulky and RobisonAnton. Color codes from the selected manufacturer
will be used when changing colors in a design, or
creating a new design from stitches or fonts in your
machine.

A

B

C

D

Note: Changing thread manufacturer setting will not
automatically convert the colors in existing designs to the
selected thread manufacturer.

When a twin needle size is selected, a pop-up is
shown when turning on your machine. The stitch
width of the selected stitch will automatically be
DGMXVWHGWRÀWWKHWZLQQHHGOH,I\RXVHOHFWDVWLWFK
that is too wide for the twin needle size, a waring
pop-up will appear. Select ”off” in the twin needle
list to deselect twin needle and go back to normal
sewing.

Pop-up for twin
needle selection.
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Twin needle
Touch the icon to open a list for twin needle width
selections. When a twin needle size is selected, the
width of all stitches is limited for that needle size to
prevent needle breakage. The setting is kept until
you deselect the twin needle width.

6WLWFKZLGWKVDIHW\
Select this function when using a straight stitch
presser foot to lock the needle in center position for
all stitches, preventing damage to the needle and/or
presser foot.
This function is automatically selected, and cannot
be deselected, when the straight stitch needle plate
is attached.
When turning on the machine with this setting
activated and for every stitch selection that is not
a straight stitch, a pop-up informs you that it is set
to straight stitch. Deselect stitch width safety to go
back to normal sewing.
Note: Twin needle and stitch width safety cannot be used
at the same time.

6WDUWVWRSEXWWRQVDIHW\
Select this function to disable the start/stop button
in sewing mode. This prevents the machine from
starting to sew if the start/stop button is touched by
mistake. When this function is selected, you must
use the foot control to sew.

&XWMXPSVWLWFKHV
Your machine features the automatic function
Cut jump stitches. This function saves you time
trimming after the embroidery is completed. When
Cut jump stitches is selected your machine will trim
the top jump stitch thread and pull the thread end
to the underside of the fabric as you embroider.

PFAFF® creative™ Color Touch Screen

Note: Your machine will also cut the thread after you
have changed to a new color. Hold the thread end when
you start embroidering again, so that you can easily
remove the thread end when cut.
Designs marked with this symbol are
programmed
for Cut jump stitches. Trim
p
commands to cut jump stitches can be added
to any design using the software package
downloaded via the PFAFF® website (see page
2:13).
Automatic thread snips
When selected, the automatic thread snips is
activated. The threads are cut automatically and
the presser foot raises at color changes or when
DQHPEURLGHU\LVÀQLVKHG:KHQGHVHOHFWHGQR
automatic thread snips will be performed.

3:10

Timer
Displays the total sewing and embroidery time of
your machine. Touch the icon to reset the timer.

Automatic presser foot lift
When selected, the automatic presser foot lift is
activated. The presser foot will raise to pivot height
for example when stopping with the needle in the
down position. When deselected, the presser foot
will stay lowered even if the machine stops with the
needle in down position.

Options for IHHGGRJV
Touch to open a pop-up with three options.
The default setting is auto (recommended).
Changes to the default setting are not retained once
the machine has been turned off. Your machine
automatically raises or lowers the feed dogs,
depending on the stitch/technique selected.
For example, the feed dogs lower automatically in
free-motion or embroidery modes, when the button
sewing stitch is selected or when using the Presser
foot extra lift. When a new stitch/technique is
selected, the feed dogs come up automatically when
you start sewing.
Select up to set the feed dogs to remain raised for all
sewing.
Select down to set the feed dogs to remain lowered
for all sewing.

The information about the embroidery will be saved
even after switching the machine off.
Note: If AutoSave current state is selected it can take
longer to go from Embroidery edit to Embroidery stitchout.

3:11
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AutoSave current state
When AutoSave current state is selected, the
machine will save current state periodically
while embroidering and also when you stop
embroidering.

7KUHDGWHQVLRQWKUHDGPHWHULQJFRPSHQVDWLRQ
,I\RXÀQGWKDWWKHWKUHDGWHQVLRQWKUHDGPHWHULQJ
needs to be increased or decreased for most stitches
or embroideries, you can change the general setting
for embroidering and/or sewing. You may need to
adjust the thread tension/thread metering controls
if you regularly sew or embroider on special fabric
or use specialty threads.
Touch Thread tension/thread metering
compensation. Adjust the slider bars to generally
increase or decrease the thread tension/thread
metering for all stitches and/or embroidery. Default
setting is normal.
Once you have increased or decreased the value in
the Settings menu, the thread tension control icon or
thread metering control icon will change to red.
Note: Contact you authorized PFAFF® dealer if you
experience thread tension/thread metering problems that
cannot be helped with the Thread tension/thread metering
compensation.

ActivStitch™7HFKQRORJ\
The ActivStitch™ Technology feature controls the
needle thread in two ways: thread tension and
thread metering. When activated, the machine
will automatically use thread metering if possible.
Depending on your other settings, the machine will
automatically use thread tension in some cases, e.g.,
when free-motion is active.
Certain optional accessories or special techniques
may require the use of thread tension for best
results. Deselect ActivStitch™ Technology to switch
to thread tension.

PFAFF® creative™ Color Touch Screen

Read more about the ActivStitch™ Technology
feature on page 4:9.
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'\QDPLFVSULQJIRRW'IRUHPEURLGHU\
Dynamic spring foot 6D for embroidery is active by
default when you turn on the machine.
The Dynamic spring foot 6D is always
recommended for embroidery. If another type
of foot is used, e.g., presser foot 6A, deactivate
Dynamic spring foot 6D for embroidery. When
deactivated, the ActivStitch™ Technology feature
will use thread tension instead of thread metering.

3UHVVHUIRRWSUHVVXUH (
In most cases, you do not need to adjust the presser
foot pressure. Specialty techniques may require
an adjustment. The higher the number the more
pressure on the fabric.

3UHVVHUIRRWKHLJKWHPEURLGHU\ )
Adjust the height of the presser foot in Embroidery
stitch-out mode. Use the + and - icons to either raise
or lower the height of the presser foot.
Some embroideries may build up under the presser
foot. If there is not enough space between the
presser foot and the embroidery, the top thread will
form loops on the underside of the embroidery.
Increase the presser foot height in small steps until
the embroidery moves freely under the presser foot.

E

F

Note: Because the Dynamic spring foot 6D measures the
fabric thickness continuously during embroidery, the
option to adjust presser foot height in embroidery is only
available if Dynamic spring foot 6D for embroidery is
deselected.

PFAFF® creative™ Color Touch Screen
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Screen and OLJKWVHWWLQJV %
Lock screen
If there is a possibility of bumping into the screen
and changing the stitch, embroidery or setting while
sewing or embroidering, it is easy to lock the screen.
When selected, the screen will become locked ten
seconds after the last touch. The screen will be
locked until you unlock it by touching OK.
Screen saver
When activated, the creative sensation™ pro II start
up screen will be displayed as a screen saver ten
minutes after the last touch. Touch the screen or
press any button to exit the screen saver.
Calibrate
When touching the icons on the screen, the screen
might need a calibration to adjust to your touch.
Touch the calibrate icon to open a special view for
PFAFF® creative™ Color Touch Screen calibration.
Follow the instructions on the screen to calibrate.

$OHUWOLJKW
:KHQDFWLYDWHG\RXZLOOJHWDÁDVKLQJOLJKWDWVRPH
warning pop-ups. When not activated, only the
sound will be played.

PFAFF® creative™ Color Touch Screen

$GMXVW&XVWRP/('OLJKWV
Adjust the brightness and the color temperature of
the Custom LED lights on your machine to make it
perfect for all types of fabric and the light conditions
in your sewing room. Simply move the button right
or left on the slides.
B
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6RXQGVHWWLQJV &
You can change the sound settings on your machine
for different situations. First select from the list
which sound event you want to change. Then, select
the sound you want to play by checking one of the
boxes. You will be able to hear the sound when
you check the box. Each event can have a different
sound.

8VHUGHÀQHGVRXQG
If you want to import your own VRXQGÀOHVFKHFN
WKHXVHUGHÀQHGER[DWWKHERWWRPRIWKHOLVW
This will open Files & Folders. Browse your USB
HPEURLGHU\VWLFNWRÀQG\RXUVRXQGÀOHVHOHFWLW
on screen and touch the OK icon. The name of the
ORDGHGVRXQGÀOHLVVKRZQQH[WWRWKHEXWWRQ7RVHW
DQRWKHUXVHUGHÀQHGVRXQGORQJWRXFKWKHFKHFN
box to open Files & Folders.
The sound length for icon acknowledge, button/
icon disabled and for warning or attention popups is maximum 5 seconds. For starting up and
HPEURLGHU\ÀQLVKHGWKHPD[LPXPVRXQGOHQJWKLV
VHFRQGV7KHVRXQGÀOHVPXVWEHVWRUHGHLWKHURQ
your machine or, if connected, an external device or
your PC.
Note: You can only play PCM encoded :$9ÀOHV)RU
RSWLPDOUHVXOWWKHÀOHVKRXOGEHELWPRQR7KHPDFKLQH
ZLOOQRWVXSSRUWFRPSUHVVHGVRXQGÀOHV
:HUHFRPPHQGDOZD\VVWRULQJ\RXUVRXQGÀOHVRQ\RXU
PDFKLQHEHIRUHLPSRUWLQJWKHPLQWRXVHUGHÀQHGVRXQG

C

Audio repeat
When active, the signal for some warning or
attention pop-ups is repeated in intervals until it is
cancelled.
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Volume
You can change the volume using the slider.

Info menu
Use the info system to easily get help topics and
information. The Info menu is a built-in shortened
version of the Owner’s manual.
When you touch the info menu icon on the task bar,
you have four options to select from - category (A),
index (B), personal info (C) and text (D).
Browse through the topics using your stylus.
The left arrow at the top of the screen opens the
previous page. The right arrow takes you back to
the current page.
&DWHJRU\ $
Category shows the help topics divided into
categories following the structure of the Owner’s
manual.

,QGH[ %
Index shows the help topics in alphabetical order.

3HUVRQDOLQIR &
Personal info contains the owner’s name, machine’s
software information and serial number.

7H[W '
You can open and read text and +70/ÀOHVRQ\RXU
PDFKLQH7KHWH[WYLHZVKRZVWKHVHWH[WÀOHVZKLFK
are opened from Files & Folders (see chapter 10).
1RWH7KHWH[WLFRQLVQRWDFWLYHLIQRWH[WRU+70/ÀOH
has previously been opened from Files & Folders.
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4XLFNKHOS (
Your machine has a built-in Quick help, which gives
you instant information about everything you see
on the screen. Touch the Quick help icon on the
ORZHUULJKWFRUQHURIWKHVFUHHQ,WVWDUWVÁDVKLQJ
indicating that Quick help is active. Touch the icon
or the part of the screen you want information
about. A pop-up gives a short explanation. Touch
OK to close the pop-up and exit Quick help.
When a USB mouse is connected, it is even easier to
use the built-in Quick help. Place the cursor over the
icon and right click on the mouse and Quick help
will pop-up instantly.
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A

B

C

D

E

Sewing Mode

6HZLQJPRGH
In sewing mode you can select stitches, adjust and sew them. Use Stitch Creator™ feature and sequencing
WRFUHDWH\RXURZQVWLWFKHVDQGVHTXHQFHV7KHVHOHFWHGVWLWFKLVVKRZQLQDFWXDOVL]HLQWKHVWLWFKÀHOG
Recommendations and machine settings are shown at the top of the screen.

1

6HZLQJPRGHRYHUYLHZ
1.

Sewing recommendations

2.

Machine settings

3.

Stitch selection area

4.

Arrows for scrolling through stitch
categories

5.

Selected stitch number

2

3
5

6

 6WLWFKÀHOG
7.

Mirroring side to side

8.

Mirroring end to end

9.

Sequence start position

10. Stitch width
11. Width/position toggle
12. Stitch length

4

13. Stitch density
14. Thread metering

19

15. Save options
16. Free-motion options

15

16

17

18

17. Balance
18. Zoom to all

10

9

12

13

20

21

14

19. Speed control

22

20. Tie-off options
21. Sewing programs
22. Sequencing

11
23

7

8

23. Stitch Creator™ feature

24

24. Selection menu
26

25. Repeat buttonhole

27

28

29

30

26. Stitch positioning
27. Buttonhole slit length

25

28. Button stitch repetition
29. Thread tension

Sewing mode

30. Quick help
Note: All symbols and options will not be shown at
the same time.
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4XLFNKHOS 
Use Quick help to receive instant information about
any icon or part of the screen. Touch the Quick help
icon (30) and then the icon or the part of the screen
you want information about.

Select a stitch
To select a stitch, touch the actual stitch in the stitch
selection area (3). You can scroll through the list of
stitches by touching the arrows at the bottom of the
stitch selection area (4). The number of the actual
subcategory is shown in the lower right corner (A).

2b
1a

2c

1b

2d

2e

1c

2a

3

You can also select a stitch from the selection menu
(24), see page 3:4.

6HZLQJUHFRPPHQGDWLRQV 
Your machine automatically gives you
recommendations for the selected stitch.
a) Presser foot recommendation
b) IDT™ system recommended
c) Stabilizer recommended

0DFKLQHVHWWLQJV 
Some machine settings are indicated with a symbol
when activated in the settings menu.

4

a) Set for twin needle

A

b) Set for stitch width safety
c) Set for dynamic spring foot free-motion
d) Set for spring foot free-motion
e) Set for sensormatic free-motion

Raise and lower the presser foot
Your machine features the automatic presser foot
up and extra lift button and the presser foot down
and pivot button.
To lower the presser foot, place the fabric under the
presser foot and press the presser foot down button
(C) or step on the foot control. To raise the presser
foot, press the presser foot up button (B) or press
the thread snips button (D) to cut needle and bobbin
thread and raise the foot. When the needle stops in
the down position, the presser foot raises to pivot
height.

B

C

D

You can also lower the presser foot and the needle
with your foot control. If you tap your foot control
once you will lower the presser foot. If you tap
the foot control a second time the needle will be
lowered into the fabric.

4:3
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Note: With Needle down selected, when you stop sewing
and touch the presser foot up button the foot will raise
but the needle stays in the fabric. Touch presser foot up
again to raise the needle.

6WLWFKVHWWLQJV
Your machine will set the best settings for each
selected stitch. You can make your own adjustments
on the selected stitch.
The setting changes only affect the selected stitch.
Your changed settings will be reset to default when
selecting another stitch. The changed settings
are not automatically saved when turning your
machine off. You can save the adjusted stitch in
Personal menu.
Note: The set stitch width and the stitch length are
shown above the icons. When trying to exceed minimum
or maximum settings for width and length, a warning
sound will be heard.
The default value is shown in white. Value changes are
shown in green.

6WLWFKZLGWK 
Increase or decrease the stitch width using + and -.
The number above the control shows stitch width in
mm.

10

12

11

6WLWFKSRVLWLRQLQJ 
For straight stitches the stitch positioning icon (26)
is shown instead of the stitch width icon. Use +
to move the needle to the right and - to move the
needle to the left. The number above the control
shows the needle position in mm in relation to
center needle position. For straight stitches the
machine has 37 needle positions.

26

It is possible to change the needle position of all
stitches that are less than 9 mm wide. Touch the
width/position toggle (11) icon to toggle between
stitch width and stitch positioning. The stitch
position can only be changed to the limit of the
maximum stitch width. Changing the stitch position
will also limit the stitch width adjustment.

Sewing mode

6WLWFKOHQJWK 
Increase or decrease the stitch length using + and -.
The number above the control shows stitch length
in mm. If lengthening a zigzag stitch or a decorative
stitch, the entire stitch will be longer. If lengthening
a satin stitch where the density can be adjusted,
the entire stitch will be longer but the density will
remain the same.

4:4

Stitch length -

Stitch length +

6WLWFKGHQVLW\ 

Stitch
density +

The stitch density control adjusts the density (the
closeness of the satin stitches that make up the
entire stitch). The density does not affect the actual
length of the entire stitch.

Stitch
density -

Touch + to decrease the density. Touch - to increase
the density. The number above the control shows
the distance between stitch points within the satin
stitch in mm.
Note: This is often used with specialty threads and when
a less dense satin stitch is desired.

17
13

0LUURULQJ DQG
To mirror stitches or sequences side to side touch
icon (7). For mirroring end to end touch icon (8).

7

8

Note: Buttonholes cannot be mirrored.

%DODQFH 

E

When sewing on special fabrics or doing a special
technique, the balance may need to be adjusted.

F

Note: Buttonholes can also be balanced.
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Sewing mode

Start by sewing a stitch on a piece of scrap fabric.
Touch the balance icon (17) to open the balance
window. Use the + and - icons (F) to adjust the side
to side and/or forward/backward balance of the
stitch. Use the pan icons (E) to see the whole stitch.
Change the picture on the screen to match your
sewn sample. When you sew again, the balance will
be corrected.

%XWWRQKROHVOLWOHQJWK 
Set the buttonhole slit length by using + to increase
and - to decrease when sewing a buttonhole with
the Sensormatic buttonhole foot.

27

%XWWRQVWLWFKUHSHWLWLRQ 
Touch + to increase and - to decrease the number
of stitch repetitions to be sewn, when sewing on a
button.

Sewing mode

28
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7KUHDGPHWHULQJ  Thread
WHQVLRQ 
The ActivStitch™ Technology feature controls the
needle thread in two ways: thread tension and
thread metering. The ActivStitch™ Technology
feature improves the correct balance between needle
thread and bobbin thread. It will automatically
use thread metering when possible, to get the best
result.
Thread metering automatically and continuously
measures the fabric thickness to meter the correct
amount of thread for the selected stitch. When
using thread tension, the tension discs will keep the
correct amount on tension on the needle thread.

Thread metering
control

Thread tension
control

Certain optional accessories or special techniques
may require the use of thread tension for best
results. Deselect ActivStitch™ Technology in
Machine settings to switch to thread tension.
The control visible in sewing mode will change
between thread metering and thread tension
depending on the setting in Machine settings. Use
the control to adjust the balance between needle
thread and bobbin thread, e.g., when using specialty
thread.

$GMXVWWKUHDGWHQVLRQWKUHDGPHWHULQJ
For the best stitch appearance and durability make
sure the needle thread tension/thread metering
is correctly adjusted, i.e. for general sewing, the
threads evenly meet between the two fabric layers.
If the bobbin thread is visible on the top side of the
fabric, the thread tension/thread metering is too
tight. Reduce the thread tension/thread metering.
If top thread is visible on the underside of the fabric,
the thread tension/thread metering is too loose.
Increase the thread tension/thread metering.
For decorative stitches and buttonholes the top
thread should be visible on the underside of the
fabric.
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7KUHDGWHQVLRQWKUHDGPHWHULQJFRPSHQVDWLRQ
,I\RXÀQGWKDWWKHWKUHDGWHQVLRQRUWKUHDG
metering in general is too low or too high, touch
Thread tension/thread metering compensation in
the Machine settings menu and adjust the settings
in the window that appears, see page 3:12.

)UHHPRWLRQRSWLRQV 

A

All stitches on your machine can be sewn in freemotion to create fantastic effects.
Touch the free-motion options icon (16) to open
a window where you can select between three
different free-motion options. A free-motion foot
symbol at the top of the screen (A) indicates which
setting is selected. Use Quick help (30) on the
symbol for information about the current setting.
For all free-motion sewing the feed dogs will
lower automatically and the fabric must be moved
manually.
Note: Make sure that the IDT™ system is disengaged.
Read more about free-motion sewing on page 4:20.

16

'\QDPLFVSULQJIRRWIUHHPRWLRQ D
Activate to set the machine in Dynamic spring foot
free-motion mode for the Dynamic spring foot
6D. The Dynamic spring foot measures the fabric
thickness and will raise and lower with each stitch
to hold the fabric on the needle plate while the stitch
is being formed.
Note: The Dynamic spring foot 6D is recommended for
use with straight stitch. Activate Stitch width safety in
Machine settings.

6SULQJIRRWIUHHPRWLRQ E
Activate to set the machine in Spring foot freemotion mode for optional spring feet. A spring foot
will raise and lower with each stitch to hold the
fabric on the needle plate while the stitch is being
formed.
Note: Optional spring feet can be purchased at your local
authorized PFAFF® dealer.

Sewing mode

Do not use a spring foot if Sensormatic free-motion is
activated, since the needle might damage the presser foot.

4:8
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a
b
c
d

6HQVRUPDWLFIUHHPRWLRQ F
Activate to set the machine in Sensormatic freemotion mode for presser foot 6A.
When sewing free-motion at low speed the presser
foot will raise and lower with each stitch to hold the
fabric on the needle plate while the stitch is being
IRUPHG$WKLJKHUVSHHGWKHSUHVVHUIRRWÁRDWVRYHU
the fabric while sewing.
Skipped stitches can occur if your fabric moves
up and down with the needle as you are stitching.
Lowering the presser foot height will reduce the
space between the presser foot and the fabric and
eliminate the skipped stitches.

c
d

To adjust the presser foot height in Sensormatic
free-motion mode, long touch the check box (d) and
make adjustments in the pop-up.
Note: Be careful not to reduce the presser foot height too
much. The fabric must still move freely under the presser
foot.

6HTXHQFHVWDUWSRVLWLRQ 
When sewing a sequence it is possible to start
sewing anywhere in the sequence. Use the arrows
(9) to step through the sequence. Read about
sequencing in chapter 5.

15
18

9

=RRPWRDOO 
If the stitch or sequence is wider than what can be
shown on the screen, you may use the zoom to all
icon to see the whole width of the sequence.
Note: Zoom to all is only visible if the stitch or sequence
LVZLGHUWKDQWKHVWLWFKÀHOG
15

6DYHRSWLRQV 

a

b

c

Select where to save your stitch, open the different
save options under save (15).
D 6DYHWR3HUVRQDOÀOHV
b) Save to Personal menu
c) Save personal default stitch
6DYHWR3HUVRQDOÀOHV D
7RVDYHDVWLWFKLQWR\RXU3HUVRQDOÀOHVWRXFKWKH
VDYHLFRQ  DQGVHOHFWVDYHWR3HUVRQDOÀOHV D 
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Sewing mode

The icon will open a new window where you can
select where to save your stitch. You can save either
WRDIROGHULQ\RXU3HUVRQDOÀOHVRUWRDQDSSURYHG
external device.

6DYHWR3HUVRQDOPHQX E
To save a stitch into your Personal menu, touch the
save options icon (15) and select save to Personal
menu (15b). A new window will open. Choose
which subcategory you want to save your stitch
in (A). All your previously saved stitches will be
shown in the Personal menu.

15
b

c

<RXFDQVFUROOWKURXJKWKHOLVWWRÀQGDIUHH
position, using the arrows (B). Any box without
a stitch is a free position and can be used to save
your new stitch. Simply touch the position and your
stitch is saved.
Any box with a stitch is an occupied position. You
can overwrite a previously stored stitch. Simply
touch the stitch to overwrite. A pop-up will ask
\RXWRFRQÀUPWKDW\RXZDQWWRRYHUZULWHWKH
previously stored stitch. Cancel the saving process
by touching the cancel icon. The saving window
will close and you return to the previous screen.

A

To delete a saved stitch or sequence, touch the
delete icon (C). The delete icon will be active until a
stitch is selected and deleted or until the delete icon
LVWRXFKHGDJDLQ$SRSXSZLOODVN\RXWRFRQÀUP
the deletion.
Long touch the delete icon to delete all stitches
saved in the current subcategory at one time.
Note: If using the long touch function, even the stitches
in the actual subcategory not visible on screen, will be
deleted.

Sewing mode

6DYHSHUVRQDOGHIDXOWVWLWFK F
Select your stitch and then touch this icon (15c) to
FRQÀUP\RXUGHIDXOWVWLWFK7KLVVWLWFKZLOOQRZEH
selected when you turn on your machine.

4:10

B
C

Option bar
6SHHGFRQWURO 
This function enables you to easily reduce the maximum
sewing speed. Just touch the speed control icon to reduce
the speed. To return to normal speed, deselect the icon.
You can change the set speed limit. Long touch the speed
control icon to get a pop-up. Set desired speed limit using
the slider then close the pop-up. The next time you touch
the speed control icon, the speed will be reduced to the
limit you have chosen.

19

Speed control

20

Tie-off options

21

Stitch programs

22

Sequencing

23

Stitch Creator™ feature

You can sew without closing the pop-up.
Note: You cannot set maximum speed in the popup. To set
maximum speed, close the popup and deselect the speed control
icon.

19

7LHRIIRSWLRQV 
These options let you program tie-offs both at the
beginning and the end, and thread snips at the end of the
stitch.
When touching the tie-off icon, three options open to let
you select different functions; tie-off beginning (20a), tieoff end (20b) and thread snips (20c).
When you have activated your settings, you can hide the
three icons by touching the tie-off icon on the option bar
again. The tie-off icon will show your settings by changing
the color of the chosen function. The settings will remain
active until you switch them off.
Note: For immediate tie-off, use the tie-off button, found on the
front of the machine.

a

19

b

20

c

6HZLQJZLWKWLHRIIRSWLRQVVHOHFWHG
1. The tie-off beginning (20a) will be performed as soon
as you start to sew.
2.

Press the reverse button to perform tie-off end (20b).
The action indicator will be lit. The machine will
ÀQLVKWKHVWLWFKDQGGRDWLHRII
When a thread snip (20c) is programmed, the machine
will automatically cut the threads after performing the
tie-off end. The needle and presser foot will raise.
Note: Stop sewing and press the reverse button twice to
activate reverse sewing. The reverse indicator will be lit. No
tie-off will be performed.

To go back to sewing forward, stop sewing in reverse and
press the reverse button. No indicators will be lit and no
tie-off will be performed.

4:11

Sewing mode

Press the reverse button when sewing in reverse to activate
tie-off end. Both the reverse indicator and the action
indicator will be lit.

6HZLQJSURJUDPV 
6HZLQJSURJUDPVRYHUYLHZ
A Tapering program
B

Single stitch program

C

Patchwork program

A

B

' 3UHYLHZÀHOG
E

Set number of stitch repetitions in single stitch
program

D

E

C

Note: Not all programs can be used at the same time. You
can sew without closing this pop-up.

A

7DSHULQJSURJUDP $
Tapering increases or decreases the width of the
stitch during sewing to create symmetrical or
asymmetrical tapers.
Activate tapering by selecting either of the tapering
icons (A). The default angle is 45 degrees. Long
touch a tapering icon (A) to view the angle choices
for that taper. Select one angle for the beginning
taper and the same angle or a different one for the
end taper.
If tapering is deactivated and then activated again,
the angle will be set to the previously selected angle.
When tapering is activated at both the beginning
and at the end and you start to sew, the stitch
width will start at 0mm. It becomes wider until the
selected stitch width is reached. Sew your desired
length and press the reverse button. The width
is reduced until the width is 0mm and the action
indicator on the machine will be lit until the taper is
ÀQLVKHG

Sewing mode

6LQJOHVWLWFKSURJUDP %
Activate the single stitch program by touching the
icon (B). The single stitch program lets you decide
how many repetitions of the stitch you want to sew.
Set the number of repetitions using the icons on the
right (E). The number of repetitions chosen is shown
between the + and - icons. The estimated length of
WKHUHSHWLWLRQVLVVKRZQLQWKHSUHYLHZÀHOG ' 
The machine will stop automatically when the
repetitions are sewn.
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B
D

E

21

3DWFKZRUNSURJUDP &
The patchwork program makes it possible for you
to program an exact seam length that can be sewn
repeatedly. This is very useful when quilting.
To program a seam length, activate the patchwork
program (C). Sew your desired seam length and
press the reverse button. The action indicator on
the machine will be lit until the last repetition of
WKHVWLWFKLVÀQLVKHG7KLVZLOOVHWWKHOHQJWKRIWKH
seam. The length of the patchwork sequence is
VKRZQLQPLOOLPHWHUVLQWKHSUHYLHZÀHOG ' 

D

E

D

E

C

After you have programmed the patchwork
sequence, the patchwork program icon is inactive.
The single stitch program is now activated instead.
The programmed length of your patchwork can be
adjusted using the single stitch adjustment icons (E).

&RPELQLQJ7DSHULQJDQG3DWFKZRUNRU6LQJOH
VWLWFKSURJUDPV
Combining Tapering and Patchwork or Single stitch
programs makes it possible to repeat a tapered seam
with the same length.
Activate tapering by selecting any of the tapering
icons (A) then activate Patchwork by touching the
icon (C). Follow the instructions for tapering on the
previous page. When the reverse button is pressed
the action indicator will be lit until the taper and
ODVWUHSHWLRQRIWKHVWLWFKLVÀQLVKHG

A

C

The seam is now programmed and the single stitch
program is activated. When you start sewing again
the seam will automatically be repeated with the
same length.
The length of the seam is shown in millimeters in
WKHSUHYLHZÀHOG ' %HWZHHQWKHDQGLFRQV ( 
the number of repetitions in the program is shown.
Use the + and - icons to adjust the length of the
seam.
Note: The tapering is included in the repetitions shown
on the screen.

6HTXHQFLQJ 
Touch this icon to open sequencing. Read about
sequencing in chapter 5.
Touch this icon to open the Stitch Creator™ feature.
Read about the Stitch Creator™ feature in chapter 6.

22

Sequencing

23

Stitch Creator™ feature
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Stitch Creator™IHDWXUH 

6HZLQJWHFKQLTXHV
These techniques may require some special presser
feet and accessories.

6HZLQJLQzippers
There are different ways to sew in zippers. Follow
the directions included with your pattern for best
results.
For some types of zippers it is important to sew
close to the teeth of the zipper. The zipper foot 4
can be snapped onto the presser foot bar on the left
or right, depending on how you will insert your
zipper. Set the stitch position so that the needle
enters close to the edge of the zipper teeth by using
one of the 37 needle positions available for the
straight stitch.
Note: If the presser foot is attached on the right side of the
presser foot bar, the needle must only be moved to the left.
If the foot is attached on the left side of the presser foot
bar, the needle must only be moved to the right.

6HZLQJKHPVLQKHDY\IDEULF
When sewing over seams in extra heavy fabric or a
denim hem, the presser foot can tip as the machine
climbs over the seam.
Use the multipurpose tool to balance the height of
the presser foot as you sew. One side of the tool is
thicker than the other. Use the side that suits the
thickness of the seam best.
Engage the IDT™ system, see page 2:9. At the
thickest point on the fabric, slow down the sewing
speed.

Sewing mode

Tip! Increasing the stitch length may improve the sewing
result when sewing hems in heavy fabric.
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Right side

Left side

7KUHHVWHS]LJ]DJVWLWFK
Stich number 1.1.9 can be used to overcast raw
edges. Make sure the needle pierces the fabric on
the left side and overcasts the edge on the right side.
Stitch number 1.1.9 can also be used as an
elastic stitch to add elastic to pajamas, skirts and
sportswear.

Blindhem stitch
The blindhem stitch number 1.1.16 is used to
make invisible hems on skirts, trousers and home
decorating. Use foot number 3 with IDT™ system.
•

Finish the edge of the hem.

•

Fold and press the hem allowance to the wrong
side.

•

Fold the hem back on itself so approximately
µ FP RIWKHÀQLVKHGHGJHH[WHQGVEH\RQG
the fold. The wrong side of your project should
now be facing up.

•

Place the fabric under the presser foot so that
the fold runs along edge guide A.

•

When the needle swings into the fold it should
catch a small amount of fabric. If the stitches are
visible on the right side, adjust edge guide A by
turning adjusting screw B until the stitch that
catches the hem just barely shows.

Elastic blindhem stitch
The elastic blind stitch number 1.1.17 is especially
suitable for stretchy fabrics, because the zigzag in
WKHVWLWFKOHWVWKHVWLWFKVWUHWFK7KHKHPLVÀQLVKHG
and sewn at the same time. There is no need to
ÀQLVKWKHUDZHGJHÀUVWRQPRVWNQLWV

B
A

Blindhem stitch
number 1.1.16

Elastic blindhem
stitch number 1.1.17

Sewing mode
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Buttonholes
Buttonholes are found in category 1, subcategory
1.3 in the selection menu. You can also scroll
WKURXJKWKHFDWHJRULHVLQVHZLQJPRGHWRÀQGWKH
buttonhole subcategory.
Note: Buttonholes up to 50 mm can be sewn using
the Sensormatic buttonhole foot. Both sides of the
Sensormatic buttonhole are sewn in the same direction
for a more even result.
Buttonholes over 50 mm are sewn manually in four steps
with presser foot 5M.
The direction of the stitches being sewn will be
indicated on the screen by an arrow next to the
buttonhole.
7RVHZDEXWWRQKROHÀUVWDWWDFKWKHFRUUHFWIRRW
then select your buttonhole. To ensure a good
result, start with sewing a test sample on the fabric
and stabilizer you will use.
Note: Make sure that the IDT™ system is disengaged.

27

$WWDFKLQJWKHSensormatic buttonhole foot
1. Snap on the Sensormatic buttonhole foot.
2.

Plug the cord into the socket found to the
left above the needle area, behind the needle
threader (A).

A

Sewing mode

Sensormatic buttonhole
When you sew a buttonhole with the Sensormatic
buttonhole foot, adjust the slit length (27) so that it
is slightly larger than the size of the button. You can
measure your button using the button ruler on the
lid.
Set the slit length and make sure that the red
arrow lines up with the marking on the foot (B).
Start sewing by pressing the foot control or start/
stop button. The buttonhole will be completed
automatically and the threads are cut. You can
repeat the buttonhole as many times as you wish.
B

4:16

Manual buttonhole
To sew a manual buttonhole, use presser foot
06HZWKHÀUVWFROXPQDVORQJDV\RXZDQWWKH
buttonhole. Touch the reverse button. The machine
sews the bartack and the second column. When the
columns are aligned, press the reverse button to sew
the second bartack.
5HSHDWDPDQXDOEXWWRQKROH 
When you have adjusted your buttonhole, use the
repeat buttonhole function (25), to sew identical
copies. As long as that icon is selected, the machine
will repeat the buttonhole over and over again.
Repeat buttonhole is only visible when sewing a
buttonhole manually. To cancel the function, just
deselect the icon.

25

Corded buttonhole
Corded buttonholes that are sewn with gimp
threads are more stable, durable and have a
professional appearance. Use pearl cotton or a
regular gimp thread.
1.

Place the center of a length of gimp thread over
the metal bar extending from the center back of
the Manual buttonhole foot 5M. Pass the thread
ends under the foot to the front of the foot.

2.

Snap on the Manual buttonhole foot 5M.

3.

After completing the buttonhole, pull the ends
of the gimp thread until the loop of thread is
hidden below the buttonhole bartack.

4.

Thread the gimp threads into a needle and pull
them to the wrong side of the garment. Tie the
gimp threads and cut off the excess thread.

Sewing mode
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Sew on a button
To sew on a button, remove the presser foot and
select the sew on button program. The feed dogs
will automatically be lowered.
Place the button under the presser foot holder. Use
the mirroring icon to make sure the holes in the
button are aligned with the swing of the needle
and the width is appropriate for the actual button.
If needed change the width between holes with the
width icons.
If needed, increase or decrease the number of
stitches that will fasten the button on the fabric,
using the button stitch repetition icons (28). Start to
sew. The machine will sew the program for you.

28

Note: Use the multi-purpose tool to create a thread shank
for your button. You can also use a sew on button foot,
available as an optional accessory at your local authorized
PFAFF® dealer.

'DUQLQJ
Darning a small hole or a tear before it becomes
larger can save a garment. Choose a lightweight
thread in a color as close to your garment as
possible.
1.

Place fabric or stabilizer in position under the
hole or tear in your garment.

2.

Select a darning stitch.

3.

Start sewing above the hole and over it.

4.

Once you have sewn across the hole, press the
reverse button to set the length of the stitch.
Your sewing machine will automatically
complete the stitch.

5.

By default, the machine will be set to repeat the
same size darning square; just continue sewing.

Sewing mode

The repeat icon (A) will be highlighted,
indicating that repeat is activated. Touch the
repeat icon to deactivate repeat.

A
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4XLOWLQJ
A quilt usually consists of three layers, two layers of
fabric with a layer of batting sandwiched between.
To sew three layers together, you have a wide
variety of stitches and techniques to choose from.
:KHQWKHTXLOWLQJLVÀQLVKHGVLPSO\ELQGWKHHGJHV
or make it into cushions, wearable art or other
smaller projects.

6WUDLJKWVWLWFKQHHGOHSODWH
Attach the straight stitch neede plate when piecing
your quilt. The smaller hole in the straight stitch
needle plate supports the fabric closer to the
needle and helps prevent the fabric from being
pulled down into the bobbin area, especially at
the beginning and/or end of a seam. In addition,
when chain piecing, it is sometimes helpful to begin
sewing on a leader cloth and then continue with the
piecing.

3DWFKZRUNSURJUDP
The patchwork program makes it possible for you
to program an exact seam length that can be sewn
repeatedly. This is very useful when quilting,
especially when piecing many quilt blocks of the
same size.
See page 4:13 on how to use the patchwork
program.

2.

Thread the needle with an invisible
PRQRÀODPHQW WKUHDG8VHFRQWUDVWLQJRU
matching rayon or cotton thread in the bobbin.

3.

Snap on the recommended foot shown in the
sewing recommendations view.

4.

Engage the IDT™ system.

5.

Select one of the handlook quilt stitches
6.2.1-6.2.11. These stitches are pre-set with a
higher thread metering/thread tension value
to intentionally pull up bobbin thread and
produce the desired ”hand look” effect.
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3LHFLQJWKHTXLOWWRS
Cut out the pieces of fabric for your quilt top with
a seam allowance of ¼” (6 mm). Snap on the ¼”
quilting foot with IDT™ system; position the fabric
under the foot so that the cut edge is aligned
with the outer edge of the toe of the foot. Press
WKHVHDPÁDWWRORFNWKHVWLWFKHVWKHQRSHQWKH
pieces and press the seam allowance to one side.
When possible, press seam allowances towards the
darker fabric. Assemble the pieces according to the
pattern instructions. Layer the pieced quilt top with
batting and backing. Pin baste the layers together in
preparation for quilting.

+DQGORRNTXLOWLQJ
1. Baste the completed quilt top to the batting and
backing.

)UHHPRWLRQVWLSSOLQJ
Free-motion stippling adds texture and interest to
your quilt, while keeping the layers together.

C

Free-motion stippling is done with the feed
dogs lowered. You move the fabric manually to
determine the stitch length.
1.

Set your sewing machine for free-motion
sewing with a straight stitch. Attach the straight
stitch needle plate. Touch the free-motion
options icon (B) and select one of the three
options.

Note: Read about the different options on page 4:8.
2.

Disengage the IDT™ system and attach the
correct free-motion foot depending on which
technique you have selected. A symbol of the
foot for the selected setting is displayed at the
top of the screen (C).

3.

Begin by pin basting your quilt through all
layers with safety pins, starting from the center
of your quilt and working out. Place a pin every
6-8 inches (15-20 cm).

B

Tip! Practice stippling on scraps of the fabric and batting
from your quilt. It is important to move your hands a the
same speed as the needle to prevent stitches that are too
long or too short. Maintaining a consistent speed while
free-motion sewing will also help keep stitches even.
4.

Begin near the center of your quilt. Take one
stitch and pull the bobbin thread to the top of
the quilt. Take a few stitches right next to one
another to lock the threads. Activate Needle
down.

5.

Plan a path for your stitching, then begin
stitching your desired stipple pattern, moving
the quilt as you go. Continue stippling until all
DUHDVRIWKHTXLOWWRSDUHÀOOHG

Stitch-in-the-Ditch
Stitch-in-the-ditch is another option for joining the
layers of your quilt. Pin baste the layers as described
above. Snap on the Fancy stitch foot 1A with IDT™
system and engage IDT™ system. Stitch in the seams
of the quilt, using the red line on the presser foot as
a guide.

Sewing mode

Note: You can also use the optional presser foot, Stitchin-Ditch w/IDT™ system P/N 820 925 096.
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&UD]\TXLOWVWLWFKLQJ
Embellish your quilt with decorative stitches from
stitch category 2.4. The stitches can be sewn in a
coordinating or contrasting color, depending on
the desired effect. Decorative threads like rayon
embroidery or heavy cotton threads are sometimes
used.

6SHFLDOVHZLQJWHFKQLTXHV
The 6th stitch category includes special sewing
technique stitches such as candlewicking, beading
stitches, edge stitches, four direction sewing and
stacking stitches. These techniques may require
some special presser feet and accessories. This is
indicated by the optional presser foot icon (A).

A

Note: Touch Quick help and then touch the selected
VWLWFKLQWKHVWLWFKVHOHFWLRQDUHDWRÀQGRXWZKLFKVSHFLDO
presser foot is required for that stitch.

)RXUGLUHFWLRQVHZLQJ
Use the four direction stitches for sewing on
patches without having to turn your fabric and for
decorative stitch designs. When selecting a stitch
in this subcategory, the four direction icons will be
shown (C).
7KHVWDUWLQJSRLQWLVPDUNHGLQWKHVWLWFKÀHOG % 
To change the direction of the starting point, select
one of the four direction icons (C).

B

When the desired length is sewn in one direction,
select the new direction by touching one of the four
direction icons.

C

Sewing mode
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6WDFNLQJVWLWFKHV
Sew beautiful decorations in two colors using the
stacking stitches. The stacking stitches consist of pairs
of matching stitches that are designed to be sewn on
top of each other.
6HZWKHÀUVWVWLWFKDQGWKHQVHZWKHVHFRQG
RYHUODSSLQJWKHÀUVW%HVXUHWRXVHWKHVDPHVWDUWLQJ
point for each.

Touch Quick Help (30) and one of the stacking
stitches to preview what the stitches look like when
combined/stacked.

30

6LQJOHULEERQVWLWFKHV
Add dimensional elements to your decorative
stitching with the beautiful single ribbon stitches in
your machine. Narrow ribbons are woven into these
VSHFLDOVWLWFKHVDV\RXVHZPP DSSUR[Ɍµõµ 
ribbons are recommended for this technique. For best
results, use stabilizer, appropriate for your fabric
type and weight, under your fabric to support your
stitching.
1.

Choose a single ribbon stitch in category 6.5.
$FWLYDWHQHHGOHGRZQ6HZWKHÀUVWSDUWRI
pattern, sew until the machine stops automatically
with needle down.

2.

When you start to sew the stitch, it is important
that you place the ribbon in the front of the needle
DWWKHVDPHDQJOHDVWKHÀUVWSDUWRIWKHVWLWFKLV
sewn. See illustration 2. Continue sewing until the
machine stops again.

Sewing mode

3.

Fold the ribbon over the stitching and pull it
across the fabric so that it is directly in front of the
needle again. Continue sewing until the machine
stops. Fold the ribbon over again and position in
front of the needle as before; continue stitching
until the machine stops. Repeat this process until
the desired length of stitching is achieved.
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1

2

3

Double ribbon stitches

1

Add dimensional elements to your decorative
stitching with the beautiful double ribbon stitches.
Narrow ribbons are woven into these special
VWLWFKHVDV\RXVHZPP DSSUR[Ɍµõµ ULEERQV
are recommended for this technique. For best
results, use stabilizer, appropriate for your fabric
type and weight, under your fabric to support your
stitching.

2

1.

3

Choose a double ribbon stitch in category 6.6.
Activate needle down. Use the start/stop button
to begin sewing. The machine will complete the
ÀUVWSDUWRIWKHVWLWFKDQGVWRSDXWRPDWLFDOO\
with the needle down. See illustration 1.

 3RVLWLRQWKHÀUVWULEERQXQGHUWKHIRRWLQIURQW
of the needle and at the same angle as the
stitching. Continue sewing until the machine
stops again. See illustration 2.
3.

Add a second ribbon, placing it in front of the
QHHGOHFURVVLQJWKHÀUVWDQGDWWKHVDPHDQJOH
as the travel stitches. Continue sewing until the
machine stops. See illustration 3.

4.

Fold the second ribbon over itself and position
in front of the needle as before; continue
stitching until the machine stops. Both ribbons
are now on the same side. See illustration 4.

4

5

 1RZIROGWKHÀUVWULEERQDQGSXOOLWLQIURQW
of the needle, crossing the second ribbon; sew
until the machine stops. See illustration 5.
 )ROGWKHÀUVWULEERQDJDLQDQGSRVLWLRQLQIURQW
of the needle. Continue sewing. When the
machine stops both ribbons will be on the same
side again. See illustration 6. Continue using the
ribbon to the left that is positioned further back
and fold over to the right side in front of the
needle. Sew until the machine stops. Fold the
same ribbon back to the left side and continue
to sew. Repeat the same moment until the
desired length is achieved.

6

Sewing mode
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Common VHZLQJpop-ups
6\VWHPEXV\
:KHQWKHPDFKLQHLVORDGLQJVDYLQJPRYLQJÀOHV
or anything that takes time, an hour glass is shown.

Bobbin thread low
When the bobbin thread is running low, a pop-up
message appears giving you an indication that the
bobbin needs to be changed soon. This gives you
an opportunity to plan where to stop sewing and
change the bobbin. If you want to continue sewing,
touch the foot control without closing the pop-up.
When the bobbin is replaced with a full one, touch
OK in the pop-up.

Check needle thread
The machine stops automatically if the needle
thread runs out or breaks. Re-thread the needle
thread, close the pop-up and start sewing again.

Sewing mode

Remove Sensormatic buttonhole foot
The Sensormatic buttonhole foot needs to be
removed before doing any of the following:
•

Sewing a stitch that is not a buttonhole.

•

Sewing a buttonhole that can not be sewn with
the Sensormatic buttonhole foot.

•

Sewing an adjusted buttonhole saved without
the Sensormatic buttonhole foot in your
Personal menu.

Machine needs to rest
If the machine stops and this pop-up appears on
the screen, the machine needs to rest. When the OK
icon is enabled you can resume sewing. The sewing
results will not be affected.
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Sequencing

6HTXHQFLQJ
In sequencing, you can create and adjust a sequence of stitches. Combine various 9mm stitches, maxi
stitches and stitch fonts from the machine or from an external device. Stitches made in Stitch Creator™
feature can also be inserted in a sequence.
You can create sequences up to approximately 500mm (20”) long. You can see how long your actual
sequence is in the upper left corner (1).
20

1
2

6HTXHQFLQJoverview
1. Approximate length of sequence
2. Stitch selection area
3. Arrows for scrolling through stitch
categories
 6WLWFKÀHOG
5. Delete
4

6. Duplicate
7. Mirroring side to side
8. Mirroring end to end
9. Horizontal preview
10. Arrows (move cursor back and forth in the
sequence)

3

11. Stitch width
12. Width/position toggle

15

16

13. Stitch length
17

14. Stitch density
15. Sequence commands

10

a) tie-off

5

13

12

9

c) cut
7

17. Directional stitches

8
18

18. Selection menu
19. Stitch positioning

21
19

20. OK, close Sequencing
21. Quick help

Sequencing

Note: All symbols and options will not be shown at
the same time.
4XLFNKHOS 
Use Quick help to receive instant information about
any icon or part of the screen. Touch the Quick help
icon (21) and then the icon or the part of the screen
you want information about.

5:2

14

6

b) stop
16. Zoom to all

11

15

a

b

c

2SHQDQGH[LWVHTXHQFLQJ
Sequencing can be used in both sewing mode
and in embroidery mode. To open, just touch the
sequencing symbol (A) on the option bar. To close
sequencing and sew or embroider your created
sequence, touch OK (20) in the top right corner.

A

Note: If sewing mode is active and your programmed
stitch is ready to be sewn, you can also close the active
function by pressing the foot control, or by pressing the
start/stop button.

A

Not all stitches are available to use in a sequence. If
you try to select an unavailable stitch, a pop-up will
notify you.
Sewing mode

Create a sequence

Embroidery
mode

7RVWDUWFUHDWLQJDVHTXHQFHÀQGWKHGHVLUHG
stitch category by scrolling with the arrows at the
bottom of the stitch selection area or by opening the
selection menu (18). Touch a stitch in the selection
area to add it to the sequence.

20

To create a sequence from letters, open the selection
menu (18) and load the desired stitch font. In the
stitch selection area, touch the circles (B) to select
upper or lower case letters, normal or numbers and
special symbols.
The active position is marked by a cursor and the
selected stitch or letter will be marked in green.
Inserted stitches will be placed at the cursor
position. Only the selected stitch can be adjusted.
Move the cursor through the sequence using the
arrows (10). The number of the selected stitch and
total number of stitches in the sequence are shown
between the arrows.
Insert a stitch or letter
Move the cursor where you want to add a stitch or
letter. Select the desired stitch you want to insert. It
will be placed at the cursor position.

$GMXVWWH[WDQGVWLWFKHV
You can mirror, adjust length and width or change
the density or position of the selected stitch. The
adjustments work just like in sewing mode.

B

5

10

18
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Sequencing

'HOHWHDVWLWFKRUOHWWHU 
If you want to delete a stitch, move the cursor to the
stitch you want to delete and touch the delete icon.
Use the long touch function to delete the whole
sequence.

'XSOLFDWHDVWLWFKRUOHWWHU 
To duplicate a stitch, move the cursor to the stitch
you want to duplicate. Touch the duplicate icon to
copy the selected stitch.
Note: Make your adjustments on the stitch before
duplicating and the copied stitch includes the
adjustments.
Use the long touch function to get a pop-up where
you can enter the exact number of copies you want
to insert.
Replace a stitch or letter
To replace a stitch, simply select it and then touch
delete and insert the new stitch. It will be placed at
the cursor position.

6

6HTXHQFHFRPPDQGV 
You can insert tie-offs, stop and thread snips
commands into the sequence. These commands
will be included in the sequence and will always be
performed when sewing it.
Use the tie-off command (a) if you want a secure tieoff. You can insert the tie-off commands anywhere
in the sequence.
Note: If creating a sequence in embroidery mode, tie-offs
at the beginning and end will be added automatically,
allowing you to create a sequence in between. The
commands can be removed.
Insert a stop command (b) if you want the machine
to stop. This is useful for example at the end of the
sequence if you want to sew it only once or to create
a sequence in several rows.

Sequencing

Insert the thread snips command (c) if you want the
machine to tie-off and cut the threads and raise the
presser foot.
Move the cursor to the position where you want to
add a command. Select it and an icon will be added
LQWRWKHVHTXHQFH7KLVFRQÀUPVWKDWWKHFRPPDQG
is inserted and it also shows where the command
will be performed in the sequence.
Note: The commands will appear on the screen in the
order you program them.

5:4

15

a

b

c

Horizontal SUHYLHZ 
To see your sequence horizontally, touch the
preview icon.
Your sequence will be shown on a pop-up. If it is
too long for the window, it is possible to zoom to all
(A) to see the entire sequence. You can also scroll
through the sequence with the arrows (B).

B
A

9

'LUHFWLRQDOVWLWFKHV 
Add directional stitches between stitches in a
sequence. These stitches make it possible to move
stitches in various directions and you can create
new shapes and wider large-area borders.
Directional stitches are straight stitches with a
length of approximately 1mm and can be used in 16
different directions.
Open the directional stitches pop-up. The
selected angle will be indicated in green (C) in the
GLUHFWLRQDOÀHOG7KHDQJOHZLOODOVREHVKRZQRQ
WKHSRSXS ' 7RXFKWKHGLUHFWLRQDOÀHOGWRVHOHFW
which angle you want to insert a stitch. You can
either touch the desired line on the white area or
touch and drag the green line and then release it at
the desired angle.
When the intended angle is selected, touch the
insert icon (E) and one stitch will be inserted in the
sequence at the cursor position.

C

The directional stitch can be deleted, duplicated or
mirrored without closing the directional stitches
pop-up.

E

5:5

Sequencing

D

=RRPWRDOO 

20

If the stitch or sequence is wider than what can be
shown on the screen, you may use the zoom to all
icon to see the whole width of the sequence.
Note: Zoom to all is only visible if the stitch or sequence
LVZLGHUWKDQWKHVWLWFKÀHOG

16

/RDGLQJDQGVHZLQJDVHTXHQFH
To sew the sequence touch OK (20) in the top
right corner of the screen. The sequence will be
loaded to the mode that was active before entering
sequencing; sewing mode or Embroidery edit.
6HZLQJPRGH
In sewing mode it is possible to start sewing
anywhere in the sequence. Use the arrows (A) to
step through the sequence.
If selecting another stitch in sewing mode and then
re-opening sequencing, your sequence will remain
unchanged. Every time sequencing is closed, the
sequence will be loaded to sewing mode.
Note: If you have used directional stitches to create your
sequence and the total width of the sequence is more than
9mm, the maxi-stitch foot 8 for side motion stitches must
be used even if the machine recommends another foot.

Sequencing

A

5:6

(PEURLGHU\HGLW
When loaded to Embroidery edit your sequence will
become an embroidery design. Go to Embroidery
stitch-out and stitch it out as a regular design.

C

If a sequence is selected and you re-open
sequencing from embroidery mode, the sequence
will remain unchanged. If no sequence is selected,
sequencing will be empty when re-opened, ready
to create something new. Every time sequencing is
closed, the sequence will be loaded to Embroidery
edit.

6DYLQJDVHTXHQFH
Saving a sequence is done in sewing mode or
Embroidery edit. Close sequencing by touching OK
(20) in the top right corner of the screen.
(PEURLGHU\PRGH
In embroidery mode the sequence is saved as a
design. Touch save (C) and select Personal designs,
3HUVRQDOÀOHVRUDQH[WHUQDOGHYLFH6HHSDJHIRU
more information.

6HZLQJPRGH
In sewing mode sequences are saved the same
way as stitches. Save the sequence by touching the
save icon (A). You can save your sequence both in
SHUVRQDOÀOHV D DQGSHUVRQDOPHQX E 6HHSDJH
4:8-4:9 for more information.
Note: A sequence cannot be saved as a default stitch. The
icon (c) will be grayed out.

A

a

b

c

Sequencing
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,PSRUWDQWVHTXHQFLQJLQIRUPDWLRQ
6HTXHQFHDGMXVWPHQWV
Adjustments made in sewing mode or embroidery mode will affect the whole sequence. However, these
changes will not be saved if you return to sequencing. In Embroidery edit, the position of the sequence will
be kept.
To adjust individual stitches in the sequence, return to sequencing.

7RXVHVHTXHQFLQJLQHLWKHUVHZLQJPRGHRUHPEURLGHU\PRGH
Sequencing can be used in either sewing mode or embroidery mode. A sequence created when sewing
mode is active will not be available when opening sequencing after activating embroidery mode and vice
versa. The created sequence will not be transferred to the other mode.
A sequence created when embroidery mode is active will become an embroidery design when loaded to
Embroidery edit and cannot be sewn as a stitch in sewing mode.
A sequence created in sewing mode can be loaded manually into Embroidery edit, but will then become an
embroidery design.
Sequences in Stitch Creator™ feature
A sequence can be opened in Stitch Creator™IHDWXUHDQGPRGLÀHG1RWHWKDWZKHQGRLQJWKLV\RXU
sequence will become one stitch. When re-opening sequencing, it will not be possible to adjust any part of
the former stitches in the sequence any more. The entire sequence will be handled as one stitch.

Common VHTXHQFLQJpop-ups
Not an editable stitch
Some stitches are not possible to insert in a
sequence, for example buttonholes and four
direction stitches.

Sequencing

6HTXHQFHRXWRIUDQJH
Your programmed stitch can be up to
approximately 500mm (20”) long and contain up to
99 stitches. If the sequence exceeds the maximum
length this pop-up will let you know.
The stitch you are trying to add will make the
sequence too long.

5:8

Stitch Creator™ feature

Stitch Creator™ feature
In Stitch Creator™ feature, you can create completely new stitches and adjust every single stitch point.
Customize and create your own stitches. Add, erase, move and combine stitches directly on screen. Either
create a stitch of individually designed stitches or use already existing stitches or letters. You can also
insert a built-in stitch, and then edit to create your own version of that stitch.
7KHZLGWKRIWKHVWLWFKÀHOGLVPPDQGPD[LPXPVWLWFKOHQJWKLVPP7KHJULGDQGWKHYHUWLFDOFHQWHU
line will help you to create your stitch. Your stitch can be up to approximately 500mm (20”) long and can
EHVWRUHGLQ\RXUSHUVRQDOPHQXRULQSHUVRQDOÀOHV

Stitch Creator™ feature - overview
1.

Stitch selection area

2.

Arrows for scrolling through stitch
categories

18

1

 6WLWFKÀHOG
4.

Delete

5.

Duplicate

6

New stitch point

7.

Mirroring side to side

8.

Mirroring end to end

9.

Triple stitch

3

10. Zoom in/out
11. Multi-select
12. Arrows (mark previous or next stitch
point)

2

13. Touch function - move
14. Touch function - pan
15. Wheel
16. Stitch point needle position
11

17. Feeding length
18. OK, close Stitch Creator™ feature
19. Selection menu
20. Quick help

10

4

Stitch Creator™ feature

15

6

7
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17

13

5

4XLFNKHOS 
Use Quick help to receive instant information
about any icon or part of the screen. Touch the
Quick help icon (20) and then the icon or the
part of the screen you want information about.

16

12

9
8

14

19

20

Open and exit Stitch Creator™ feature
Stitch Creator™ feature can be used in both sewing
mode and in embroidery mode. To open, just touch
the Stitch Creator™ feature icon (A) on the option
bar. To close Stitch Creator™ feature and sew or
embroider your created stitch or combination, touch
OK (18) in the top right corner of the screen.

A

Note: If sewing mode is active and your programmed
stitch is ready to be sewn, you can also close the active
function by pressing the foot control, or by pressing the
start/stop button.
Some stitches cannot be used with Stitch Creator™
feature. If you try to select one of these stitches, a
pop-up will notify you.

A

Sewing mode

Embroidery
mode

'HÀQLWLRQRIDstitch point

18

A stitch point is the point where the needle goes
through the fabric. Stitches are connected by stitch
points.

1

Each stitch point is indicated by a dot. A marked
VWLWFKSRLQWLVLQGLFDWHGE\DÀOOHGVTXDUH$
selected stitch point is indicated by an outlined
square.

6WDUWFUHDWLQJadd a stitch or stitch
point
To add a new stitch point touch the new stitch point
icon (6). You can also add an existing stitch from the
stitch selection area (1) or selection menu (19).

6HOHFWVWLWFKHVVWLWFKSRLQWV
To select a stitch point, just touch it on screen
with your stylus. If selecting more than one stitch
point, the stitches in between will automatically be
selected as well.
To mark the previous or next stitch point in your
stitch, use the arrows (12).

12

19

6:3

Stitch Creator™ feature

Information about the created stitch is shown
EHWZHHQWKHDUURZV7KHÀUVWQXPEHULVWKHPDUNHG
stitch point. The second number is the total number
of stitch points.

6

0XOWLVHOHFW 
Long touch the multi-select icon to select all stitch
points at the same time.
To select the stitch points next to the marked stitch
point, touch the multi-select icon and then touch the
arrows (12) to select the next stitch point.
Use the up arrow to select stitch points before the
marked stitch point and the down arrow to select
the stitch points after the marked stitch point.
Note: If selecting stitch points using the up arrow, you
can deselect them by touching the down arrow.

'HOHWHVHOHFWHGVWLWFKSRLQW 
If you want to delete a single stitch point, select the
stitch point and touch the delete icon. If more than
one stitch point is selected, they will all be deleted
when touching the delete icon.
Use the long touch function to delete all stitch
SRLQWVLQWKHVWLWFKÀHOG

11
10

4

6
12

5

'XSOLFDWHVHOHFWHGVWLWFKSRLQW 
If you want to duplicate a stitch point, select the
stitch point and use the duplicate icon to create a
copy.
If several stitch points are selected, all stitch points
will be duplicated and inserted after the marked
stitch point.
Use the long touch function to get a pop-up where
you can enter the exact number of duplicates you
want to insert.

,QVHUWDQHZVWLWFKSRLQW 
Touch this icon to insert one single stitch point. The
two stitch points will create a new stitch.

=RRP 

Stitch Creator™ feature

When using the zoom icons, the focus will be on the
marked stitch point.
The distance between the grid lines equals 1mm on
WKHIDEULF,I\RX]RRPLQRQWKHVWLWFKÀHOGWKLQQHU
grid lines will appear. The distance between these
lines equals 0.5mm. If zooming out, only the edge
OLQHVRIWKHVWLWFKÀHOGZLOOEHYLVLEOH
10

6:4

10

7

8

9

0LUURULQJVLGHWRVLGH 
The selected stitch point(s) will be mirrored
horizontally.

7. Mirroring side to side

0LUURULQJHQGWRHQG 
The selected stitch points will be mirrored
vertically.
Note: Only enabled if more than one stitch point is
selected.

8. Mirroring end to end

7ULSOHVWLWFK 
Touch the triple stitch icon and the selected
stitch(es) will be tripled.
Note: Only enabled if more than one stitch point is
selected.

9. Triple stitch

Stitch Creator™ feature

6:5

18

Touch functions
Use your stylus to make changes directly on screen
E\WRXFKLQJDQGGUDJJLQJLQWKHVWLWFKÀHOG<RXFDQ
pan and move depending on which touch function is
activated. You can also use the arrows in the wheel to
make minor adjustments.

0RYH 
You can move the selected stitch or stitch points using
your stylus on the screen or touch the arrows in the
wheel (15).

3DQ 
You can either pan using your stylus on the screen or
touch the arrows in the wheel (15).
Note: You can not pan outside the sewing area, i.e. when
scale is 100% or less, you can not pan sideways.

16

17

13
15
14

Position of the marked stitch point
The number to the left above the wheel (16) shows
the actual needle position from the center line for the
marked stitch point.

Stitch Creator™ feature

The number to the right above the wheel (17) shows
the actual feeding length from the previous stitch
point.

6:6

16

17

/RDGLQJDQGVHZLQJDVWLWFK
To sew the created stitch touch OK (18) in the top
right corner of the screen. The stitch will be loaded
to the mode that was active when entering Stitch
Creator™ feature; sewing mode or Embroidery edit.
6HZLQJPRGH
If sewing mode is active when closing Stitch
Creator™ feature, your stitch will be loaded to
sewing mode and is ready to be sewn.
If selecting another stitch in sewing mode and then
re-opening Stitch Creator™ feature, your created
stitch will remain unchanged. Every time Stitch
Creator™ feature is closed, the stitch will be loaded
to sewing mode.
A

(PEURLGHU\HGLW
When loaded to Embroidery edit your stitch will
become an embroidery design. Go to Embroidery
stitch-out and stitch it out as a regular design.
If a stitch is selected and you re-open Stitch
Creator™ feature from embroidery mode, the stitch
will remain unchanged. If no stitch is selected, Stitch
Creator™ feature will be empty when re-opened,
ready to create something new. Every time Stitch
Creator™ feature is closed, the stitch will be loaded
to Embroidery edit.

6DYLQJDVWLWFK
Saving a stitch is done in sewing mode or
Embroidery edit. Close Stitch Creator™ feature
by touching OK (18) in the top right corner of the
screen.
A

a

b

c

Note: A stitch created in Stitch Creator™ feature cannot
be saved as a default stitch. The icon (c) will be grayed
out.

6:7

Stitch Creator™ feature

6HZLQJPRGH
In sewing mode stitches created in Stitch Creator™
feature are saved the same way as regular stitches.
Save the stitch by touching the save icon (A).
<RXFDQVDYH\RXUVWLWFKERWKLQSHUVRQDOÀOHV D 
and personal menu (b). See page 4:8-4:9 for more
information.

(PEURLGHU\PRGH
In embroidery mode the stitch is saved as a design.
Touch save (C) and select Personal designs,
3HUVRQDOÀOHVRU'HYLFHV6HHSDJHIRUPRUH
information.

Important Stitch Creator™ feature
information
To use Stitch Creator™IHDWXUHLQHLWKHUVHZLQJ
PRGHRUHPEURLGHU\PRGH
Stitch Creator™ feature can be used in either sewing
mode or embroidery mode. A stitch created when
sewing mode is active will not be available when
opening Stitch Creator™ feature after activating
embroidery mode and vice versa. The created stitch
will not be transferred to the other mode.
A stitch created when embroidery mode is active
will become an embroidery design when loaded to
Embroidery edit and cannot be sewn as a stitch in
sewing mode.
A stitch created in sewing mode can be loaded
manually into Embroidery edit, but will then
become an embroidery design.
8VLQJFUHDWHGVWLWFKHVLQVHTXHQFLQJ
A stitch created in Stitch Creator™ feature can be
used as part of a sequence. In sequencing, open
selection menu and locate your saved stitch. The
stitch will be inserted at the cursor position in the
sequence.

Common Stitch Creator™ feature
pop-ups

Stitch Creator™ feature

Not an editable stitch
Some stitches are not available to edit in Stitch
Creator™ feature. Buttonholes, Maxi Stitches and
four direction stitches cannot be opened in Stitch
Creator™ feature.
6HTXHQFHRXWRIUDQJH
Your programmed stitch can be up to
approximately 500mm (20”) long. If the sequence
exceeds the maximum length this pop-up will let
you know.
The stitch or stitch point you are trying to add will
make the sequence too long.

6:8

C

Embroidery preparations

B

F
E

A

B

D
C

(PEURLGHU\XQLWoverview
(type BE20)
A

Embroidery unit release button

B

Level adjusting feet

C

Embroidery unit accessory tray

D

Embroidery unit socket

E

Embroidery hoop connection assembly

F

Embroidery arm

Note: A smaller embroidery unit, 260x200mm, is
available to purchase at your local authorized PFAFF®
dealer.

When removing the embroidery unit
IURPWKHER[IRUWKHÀUVWWLPHEHVXUH
the shipping brace on the underside of
the embroidery unit has been removed.

C

(PEURLGHU\XQLWDFFHVVRU\WUD\
Use the tray in the embroidery unit to store
accessories used for embroidering.

(PEURLGHU\KRRSoverview
G

Embroidery hoop connector

Embroidery preparations

H Outer hoop
I

Inner hoop

J

Quick release

K

Retaining screw

L

M
G

/ 5LEVIRUÀWWLQJWKHFOLSV
M Center marks

K

I

H
J
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Built-in GHVLJQV
Over 360 designs are included in the memory in
your machine.

creative sensation™ pro II
(PEURLGHU\FROOHFWLRQ
Page through the creative sensation™ pro II
Embroidery collection for designs and fonts.
The design number, stitch count (number of stitches
in the design) and the design size are displayed next
to each design. The suggested thread colors for each
color number are shown.

Connect the HPEURLGHU\XQLW
There is a covered socket behind the free-arm, see
picture. The cover will open automatically when
connecting the embroidery unit.
1.

Slide the accessory tray off.

2.

Slide the embroidery unit onto the free arm of
WKHPDFKLQHXQWLOLWSOXJVÀUPO\LQWRWKHVRFNHW
If needed, use the level adjusting feet so that the
machine and embroidery unit are even. If the
machine is turned off, turn it on.

3.

A pop-up tells you to clear the embroidery
area and remove the hoop for positioning.
Touch OK. The machine will calibrate and
the embroidery arm will move to the ready
position. This calibration will set your
embroidery functions each time you slide on the
embroidery unit.

Make sure not to calibrate the machine with the
embroidery hoop attached as this can damage the
needle, presser foot, hoop and/or the embroidery
unit. Be sure to clear all materials from around the
machine before calibrating so that the embroidery
arm does not bump into anything while calibrating.

Embroidery preparations

7:3

Remove the HPEURLGHU\XQLW
1.

To store the embroidery unit in the embroidery
case, move the embroidery arm to park position
by selecting park position on the screen in either
Embroidery edit or Embroidery stitch-out.

2.

Press the button at the left, underneath the
embroidery unit (A) and slide the unit to the left
to remove it.

3.

The cover of the socket closes automatically.

4.

Store the embroidery unit in the original
packing material, place in the soft carrying bag.

A

$WWDFKLQJWKH'\QDPLFVSULQJIRRW
'IRUHPEURLGHU\
1.

1

Disengage the IDT™ system (A). Remove the
standard presser foot (B). Carefully loosen the
screw (C) until the cross-hole (D) is accessible.

C
A
D

2.

Hold the foot in front of the needle. Turn the
hand wheel to lower the needle into the hole of
the foot and through the needle plate.

3.

Turn the foot behind the needle screw (E) and
insert the pin of the foot into the cross-hole (D)
of the presser foot holder.

B
2

3

E

4.

Push the foot into the hole as far as it will go
while tightening the screw (C).

Embroidery preparations

To remove the embroidery foot loosen the screw
(C), squeeze the embroidery foot together and pull
it out to the right. Tighten the screw.

7:4

4

C

To hoop the fabric
For the best embroidery results, place a layer
of stabilizer beneath the fabric. When hooping
stabilizer and fabric make sure that they are smooth
and securely hooped.
1.

2.

Open the quick release (A) on the outer hoop.
Remove the inner hoop. Place the outer hoop on
DÀUPÁDWVXUIDFHZLWKWKHVFUHZRQWKHORZHU
right. There is a small arrow in the center of the
lower edge of the hoop which will line up with
a small arrow on the inner hoop.

B

A

Place stabilizer and the fabric, with the right
sides facing up, on top of the outer hoop. Place
the inner hoop on top of the fabric with the
small arrow at the bottom edge.

 3XVKWKHLQQHUKRRSÀUPO\LQWRWKHRXWHUKRRS
4.

Close the quick release. Adjust the pressure of
the outer hoop by turning the retaining screw
(B). The fabric should be taut in the hoop for the
best results.

Note: When embroidering additional designs on the
same fabric, open the quick release, move the hoop to the
new position on the fabric and close the quick release.
When changing type of fabric, you might need to adjust
the pressure using the retaining screw. Do not force the
quick release.

6OLGHRQRIIWKHhoop
Make sure that the accessory tray on the embroidery
unit is closed. Slide the hoop onto the embroidery
unit from front to back until it clicks into place.
The marked center point on the design should
match the starting point of the needle. If minor
adjustments are needed use the icons on the screen
(See chapter 8).
To remove the hoop from the embroidery arm,
press the grey button on the hoop connection
assembly and slide the hoop towards you.

Embroidery preparations

7:5

*HWWLQJVWDUWHGHPEURLGHULQJ
1.

After attaching the embroidery unit and
embroidery foot, insert a bobbin with
lightweight bobbin thread.

Note: Make sure that the IDT™ system is disengaged.
2.

To select a design, open selection menu and
touch the design menu icon (A). Locate desired
design and touch it once to load to Embroidery
edit.

Embroidery preparations

A

3.

The machine automatically switches to
Embroidery edit. The design is placed in the
center of the hoop.

4.

Hoop a piece of fabric and slide on the hoop.

5.

Switch from Embroidery edit to Embroidery
stitch-out by touching the embroidery toggle
icon (B) on the task bar.

7:6

B

 7KUHDGWKHPDFKLQHZLWKWKHÀUVWFRORULQWKH
color list (C).

 &OHDUVXIÀFLHQWVSDFHWRDFFRPPRGDWH
movement of the embroidery arm and the hoop.
Hold the needle thread and touch the start/stop
button (D) or the foot control. The machine
starts embroidering.

C

D

8.

If Cut jump stitches is not activated the machine
will stop after stitching a few stitches. A popup appears on the screen asking you to cut the
thread end. Cut the thread and press start/stop
to continue embroidering.

7:7

Embroidery preparations

Note: This machine features the automatic function Cut
jump stitches. When activated the machine trims the
top jump stitch threads and pulls the thread ends to the
underside of the fabric. The default setting is on. To turn
it off, go to the Settings menu, Machine settings and
deselect Cut jump stitches. Read more about Cut jump
stitches in chapter 3.

 :KHQWKHÀUVWFRORULVFRPSOHWHG\RXUPDFKLQH
stops. A pop-up appears asking you to change
color. Re-thread with the next color and
continue embroidering by pressing start/stop.
Each color segment is tied off at the end and the
needle thread is cut.

10. When the embroidery is completed, your
machine cuts the needle and bobbin threads
and stops. The needle and presser foot raise
automatically for easy removal of the hoop.

Embroidery preparations

A pop-up informs you that your embroidery is
ÀQLVKHG7RXFK2.WRNHHSWKHGHVLJQORDGHG
and stay in Embroidery stitch-out.
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Embroidery mode - edit

(PEURLGHU\HGLW
In Embroidery edit you can adjust, combine, save, delete and restore designs. You do not need to have the
embroidery unit connected to your machine to edit your designs. The loaded design(s) are shown in the
HPEURLGHU\ÀHOG  

(PEURLGHU\HGLWoverview

3

 (PEURLGHU\ÀHOG
2.

Zoom

3.

Multi-select

4.

Select/deselect design

5.

Arrows

6.

Move design forward

7.

Move design backward

8.

Group

9.

Delete

23

1
4

24

25

5
26

6

10. Duplicate

27

7

28

11. Total number of stitches
12. Mirroring side to side

8

13. Mirroring end to end

29

9

14. Move design into hoop
15. Undo

30

10

16. Redo

31

17. Touch function - move
18. Touch function - rotate
19. Touch function - scale
20. Touch function - pan

11

2

17

21. Wheel
22. Wheel center icon

12

13

18
21

14

22

23. Save design
24. More options
25. Select hoop

15

16

19

20

26. Thread color edit
27. Shape Creator

32

33
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28. Embroidery stitch editor
29. Resize
30. Sequencing
31. Stitch Creator™ feature
32. Selection menu
33. Quick help
Note: All symbols and options will not be
shown at the same time.
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4XLFNKHOS 
Use Quick help to receive instant information about
any icon or part of the screen. Touch the Quick help
icon (33) and then the icon or the part of the screen
you want information about.

Load a GHVLJQ
To load a design, open the selection menu (32).
Select designs (A) from the selection bar, then
choose one of the following four tabs:

C

D

E

B

3HUVRQDOGHVLJQV %
Designs that you have created, adjusted and/or
combined and saved.
Built-in PDFKLQHGHVLJQV &
Designs that are stored in the permanent sewing
machine memory.
Built-in PLQLGHVLJQV '
Designs created especially for use with Shape
Creator. Stored in the permanent memory.
Built-in TXLOWGHVLJQV (
Designs created especially for quilting. Stored in the
permanent memory.
Available designs from the selected tab will be
shown on screen. Touch the desired design to load
it into Embroidery edit.
A

Load a font
Text can be created both with embroidery fonts and
stitch fonts. Load a font by selecting fonts (F) from
the selection bar and touch your desired font on the
screen.
Embroidery fonts are indicated by a light
grey background. The font will be loaded into
embroidery text editor.
Stitch fonts are indicated by a darker grey
background. The font will be loaded to sequencing.
The text created will then be loaded into
Embroidery edit.

8:3
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F

Load a stitch
To load a stitch, select stitches (A) from the selection
bar. Select a category and then a subcategory.
Touch your desired stitch on the screen to load to
Embroidery edit.
It is possible to load previously stored patchwork,
single stitch and tapering programs into
Embroidery edit to stitch-out in the hoop.
If the stitch contains tapering, the stitch combination
will be converted to an embroidery design.

A

=RRP 
Use the + and - icons to zoom in or out in the
HPEURLGHU\ÀHOG7RXFKWKH]RRPLFRQ  WRRSHQD
list of zoom options.
Zoom to box (B) lets you decide how much and
where to zoom in the embroidery area. First, select
zoom to box in the pop-up. The zoom icon starts
ÁDVKLQJLQGLFDWLQJWKDW]RRPWRER[LVDFWLYH,Q
WKHHPEURLGHU\ÀHOGRQWKH3)$))® creative™ Color
Touch Screen, touch and drag with your stylus to
GHÀQHWKHDUHDWREH]RRPHG=RRPWRER[ZLOOWKHQ
be deactivated.
Note: While zoom to box is active the touch functions are
disabled. To deactive zoom to box without making any
selection, touch any of the touch function icons.
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How much you can zoom in depends on the selected hoop.
Zoom to all (C) will show all the designs in the
embroidery combination in the largest view
possible.
Zoom to hoop (D) will adjust the view to show the
selected hoop.

2

B
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C

D

3

6HOHFWGHVLJQ V
When loading designs into Embroidery edit, the last
loaded design is selected by default.

4

There are two ways to select another design.
Either touch it on the screen or step through the
designs using the arrows (5). The selected design is
surrounded by a green frame.

5

Note: A selected embroidery font text is surrounded by a
blue frame.

0XOWLVHOHFW 
If you have loaded several designs and want to
make adjustments to some of them, you can use
multi-select. The multi-select function allows you to
easily select some or all of your loaded designs.
Start by touching the multi-select icon (3). A black
marking frame appears that is used as a cursor
to highlight, i.e. mark, current design (A). Touch
a design with the stylus once to mark it or step
through the designs using the arrows (5) to change
currently marked design. Touch the design once
again or touch the select/deselect icon (4) to select
it.
To add a design to the group of selected designs to
work with, mark another design and then touch it
with the stylus or touch the select/deselect design
icon (4) to select.
A long touch on the multi-select icon will select all
GHVLJQVLQWKHHPEURLGHU\ÀHOG7RUHPRYHDGHVLJQ
from the group of selected designs, mark the design
according to above and touch it with the stylus or
press the select/deselect design icon (4) to deselect
currently marked design.

A

Note: Currently marked design is shown by a black
frame (A). A selected design is shown by a green frame
(B). If currently marked design is selected, it is shown
by a combination of a green and black frame around the
design (C). Only selected designs will be affected by
adjustments. The currently marked design will remain
unchanged unless it is selected.
C

8:5
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When several designs are loaded at the same time,
the multi-select function is automatically activated
and all of the loaded designs will be selected.

B

Stitch-out order
Designs are by default stitched out in the order
they are loaded to Embroidery edit. The numbers
between the arrows (A) show the position in the
stitch-out order for the selected design as compared
to the total number of designs in the embroidery
area.
The stitch-out order can be changed by using the
Move design forward/backward icons.

A

6
7

0RYHGHVLJQIRUZDUGEDFNZDUG
DQG
To change the design stitch-out order without
having to start over and load the designs again in
the desired order, you can use the Move design
forward/backward icons. Select the design you
wish to move and touch the Move design forward/
backward icons to move it in the stitch-out order.

$GMXVWPHQWV
*URXS 
When the group icon is touched, any designs that
are selected on the screen will be grouped together.
Adjustments made will affect all designs in the
group. The stitch-out order of the designs might
change after they have been grouped.
To ungroup, just deselect the icon.

'HOHWH 
When touching the delete icon, the selected
design(s) will be deleted from the embroidery
ÀHOG,IPRUHWKDQRQHGHVLJQLVVHOHFWHGDSRSXS
ZLQGRZZLOODVN\RXWRFRQÀUPWKHGHOHWLRQ
Long touch the delete icon to delete all. A pop-up
ZLQGRZIRUFRQÀUPDWLRQZLOODSSHDU

8
9
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10

'XSOLFDWH 
Touch the duplicate icon to make a copy of the
selected design(s).
If you want more than one copy, long touch the icon
and a pop-up will open where you can enter the
desired number of copies.

8:6

0LUURULQJ DQG
To mirror a design side to side, touch icon (12)
and for mirroring end to end, touch icon (13).

0RYHGHVLJQLQWRKRRS 
This is used to move any design that is outside
the hoop area into the hoop area. The design will
be placed as close to the previous position as
possible.

8QGR 
Touch the arrow pointing left to undo your latest
design adjustment. Touch repeatedly to step back
through your adjustments.
Note: Not all adjustments can be undone. The arrows
will be greyed out if undo is not possible.

5HGR 
Redo is activated when Undo is touched, so
you can step forward again through your
adjustments.
12

14
13
15

16
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Touch functions
You can use your stylus to make adjustments
directly on screen, by touching and dragging in the
HPEURLGHU\ÀHOG<RXFDQSDQPRYHURWDWHDQG
scale, depending on which touch function is active.
<RXFDQDOVRXVHWKHDUURZVLQWKHZKHHO  WRÀQH
tune.

17
21

22

0RYH 
When move is active, you can move the design(s)
DQ\ZKHUHLQWKHHPEURLGHU\ÀHOG7KHQXPEHUV
above the wheel show in millimeters how far the
design has been moved from the center of the hoop,
both horizontally and vertically.

18
21

Touch the wheel center icon (22) and the design(s)
will be moved to the center of the hoop.

5RWDWH 

22

When rotate is active, the selected design(s) will
be rotated around the center point of the selected
design(s).
Use the arrows in the wheel to rotate the design(s)
in one degree steps. Each touch of the wheel
center icon (22) will rotate the design(s) 90 degrees
clockwise.
Above the wheel you can see how many degrees the
design(s) has rotated from its original position.

21
19
22

6FDOH 
When scale is active, you can increase or decrease
the design or a group of designs up to 20%.
By default, the proportions are locked. This is
shown with the closed padlock in the wheel center
icon (22). To unlock, just touch the padlock. Height
and width can now be changed individually.
If you move the stylus on the screen towards
the center of the selected design(s), the size will
decrease. If you move the stylus from the center of
the selected design(s), the size will increase. Use the
ZKHHOWRÀQHWXQH

21
19
22
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Note: To increase or decrease a design more than 20%,
use the resize function.

3DQ 
When pan is active, you can pan the embroidery
ÀHOGLQWKH]RRPHGYLHZ
Touch the wheel center icon (22) to center the view
over the hoop.
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21
20
22

Option bar
23. Save design

23

24. More options

24

25. Select hoop

25

26. Thread color edit

26

27. Shape Creator

27

28. Embroidery stitch editor

28

29. Resize

29

30. Sequencing

30

31. Stitch Creator™ feature

31

6DYHGHVLJQ 
Touch the save design icon (23) to save the design
you are working with. A new window will appear
where you can choose to save your design in either
\RXUSHUVRQDOGHVLJQV $ RUSHUVRQDOÀOHV % 
for quick and easy access. You can also save to a
connected external device (C). Touch the icons (A,
B, or C) to select where to save. Touch the list view
LFRQ ' WRVKRZWKHÀOHVLQWKHFXUUHQWIROGHUOLVWHG
in alphabetical order.

A

B

C

D

Design combinations can also be saved exactly the
same way. When the combination is reloaded again,
each combined part can still be edited separately.

7RXFK2.WRFRQÀUPWKHVDYH,I\RXZDQWWR
abort the save, touch cancel and you will return to
Embroidery edit.

E
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File name
7KHGHIDXOWQDPHZLOOEHWKHVDPHDVÀUVWGHVLJQ
that was loaded. If an embroidery text or a stitch is
saved, the default name will be NewDesign1.vp3,
the next NewDesign2.vp3, etc. To change the name
RIWKHÀOHWRXFKWKHUHQDPHLFRQ ( DQGHQWHUWKH
name in the pop-up that will be opened.

0RUHRSWLRQV 
*ULG $
Touch the grid icon (A) to activate/deactivate a grid
RQWKHHPEURLGHU\ÀHOG7KHJULGLVXVHGDVDJXLGH
when combining or placing designs. The distance
between the grid lines equals 20mm. As you zoom
LQRQWKHHPEURLGHU\ÀHOGWKHGLVWDQFHEHWZHHQ
these lines reduces to 10mm and 5mm, indicated
with lighter lines.

A
B
C
D
E

%DFNJURXQGFRORU %
Touch the background color icon (B) to change the
DFWLYHEDFNJURXQGFRORULQWKHHPEURLGHU\ÀHOG$
window will appear where you can select from 64
different colors.

%DFNJURXQGIDEULF &
Touch the background fabric icon (C) to activate/
deactivate the background fabric. When activated a
IDEULFWH[WXUHZLOOEHVKRZQLQWKHHPEURLGHU\ÀHOG
To change the color of the fabric use the background
color icon (B).
Move to SDUNSRVLWLRQ '
Touch the park position icon (E) to move the
embroidery arm to park position for storing the
embroidery unit.
7KHKRRSPXVWEHUHPRYHGÀUVWWRDYRLGGDPDJH

GLPHQVLRQDOYLHZ (
Touch the 3-dimensional view icon (D) to turn on
or off a 3-dimensional view of the designs in the
HPEURLGHU\ÀHOG
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By default, the designs are displayed in
GLPHQVLRQDOYLHZLQWKHHPEURLGHU\ÀHOG,Q
2-dimensional view, the designs load faster on the
screen and it is easier to see the color blocks in the
design. The view setting remains as selected even
when you turn your machine off.

5HVWRUHFXUUHQWVWDWH )
Touch restore current state (F) to automatically
move from Embroidery edit to Embroidery stitchout. When the design is reloaded, you will start to
embroider where you stopped.
If any design is loaded to Embroidery edit when
you restore current state, it will be deleted.
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F

Select KRRS 
To select the correct hoop size, touch the hoop
selection icon (25). A pop-up will appear with the
hoop choices, including hoops that are available to
purchase from your authorized PFAFF® dealer.
After selecting your hoop size, the pop-up will close
automatically.

25

Note: Hoops that can only be used with the 350x360 size
embroidery unit are indicated with a lighter background.

26

7KUHDGFRORUHGLW 
In thread color edit you can edit the colors in your
design. Touch the thread color edit icon (26) to
open.
Example (A): 1:2, RaRa 40, 2211 means the second
WKUHDGFRORULQWKHÀUVWORDGHGGHVLJQLV5RELVRQ$QWRQ
weight rayon, color number 2211.
Touch the color you want to replace in the color
list. Then touch the quick color change icon (B) to
open a window with 64 different color choices.
Select your new color by touching it and touch OK.
The window will close and your new color will be
shown in the color list.

A

Use the select equal icon (D) to automatically select
all color blocks with the identical thread color(s) to
the currently selected color block(s). When the select
equal icon is used and more than one color block is
selected, multi-select is automatically activated.

C

D

B

The selected color block(s) will be highlighted in the
HPEURLGHU\ÀHOG
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0XOWLVHOHFW & DQGVHOHFWHTXDO '
If you want to change more than one color block
at a time, use the multi-select icon (C). Touch the
multi-select icon to activate the function, then touch
the color blocks you want to select. Long touch the
multi-select icon (C) to select all color blocks in the
color list. To deselect a color block, touch it in the
list. Touch the multi-select icon again to deactivate
the multi-select function.

6KDSH&UHDWRU 
Shaping is a unique way to use your beautiful
built-in decorative stitches, sequences or even
embroidery designs to form new shapes.
Shape Creator overview
A Shape menu
B

Select shape

C

Zoom

D

Delete/Duplicate last object

E

Enter number of designs

F

Select control points

G

Select spacing

A

M

3

L

H Select line positioning
I

Select side positioning

J

Select design angle

K

Create appliqué

L

Control points

B

L

M Baseline
Note: Duplicate/delete and enter number of designs
are not available when shaping an embroidery text.
If shaping text, you can use embroidery text editor to
adjust your text while shaping. Read more on page 8:20.

6HOHFWVKDSH $DQG%
Open a tab at the top (A) and select a shape by
touching it in the list (B).
The stitches or designs will be placed along the
baseline (M) in the order that they were loaded
into Embroidery edit. The stitches or designs will
follow the line in the direction indicated by a small
arrow in the icons in the select shape list.

C

F

D

E

G

H

I

J

K
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Note: When selecting a new shape, all your custom
adjustments to the shape will be set to default.

'HOHWH'XSOLFDWHODVWREMHFW '
If you want to delete the last object in the shape,
touch the - icon. Only the last object in the shape
will be deleted.
If you want to add a copy of the last object, use
the + icon. The last object in the shape will be
duplicated and the copy will be added after the
last object on the baseline.
Note: If several designs are grouped before opening
Shape Creator, the whole group will be duplicated or
deleted.
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If there are too many objects in the shape, the
baseline will be red. Enlarge the shape or delete
VRPHREMHFWVXQWLOWKHREMHFWVÀWLQWKHVKDSH7KH
baseline will change to black again.

(QWHUQXPEHURIGHVLJQV
Touch the enter number of designs icon (E) to get
a pop-up where you can enter the desired total
number of designs to be used in the shape.

'HÀQLWLRQRIDcontrol point
A control point is a point affecting the selected
shape. Each shape is built by several control points.
7RJHWKHUWKH\GHÀQHZKDWWKHVKDSHZLOOORRNOLNH

N

$VHOHFWHGFRQWUROSRLQWLVPDUNHGZLWKDÀOOHG
square (N). An unselected control point is marked
with an outlined square (O). All control points are
visible when you are editing the points.

O

By adjusting the control points, the selected shape
can be changed with unlimited possibilites.

Select FRQWUROSRLQWV )
Touch the select control points icon (F) to open a
SRSXS)RUHDFKVKDSHWKHUHDUHSUHGHÀQHGVHWV
of control points. Select all or some of the control
points.

F

When you have selected a set of control points, you
can make adjustments to the shape. Use the touch
functions or your stylus to move, rotate and scale
your selected control points. The adjustments made
will only affect the selected control points.
Use the slider to increase or decrease the attraction
percentage of the selected control points. The higher
the attraction percentage, the closer the baseline will
be to the selected control points.
Select VSDFLQJ *
Touch the select spacing icon (G) to open a pop-up.
The default setting spaces the objects evenly along
the baseline (placing the same distance between
each).

G

<RXFDQFKRRVHOHIWRUULJKWMXVWLÀFDWLRQRQWKH
baseline. The gap between the objects can be
increased or decreased by using the slider. The
actual gap is shown above the slider in the pop-up.
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Select OLQHSRVLWLRQLQJ +
Touch the select shape line positioning icon (H) to
open a pop-up. You can choose to place the objects
on the top of the baseline, or on the baseline or
under the baseline. The selected positioning will
affect all objects on the shape.

H
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Select VLGHSRVLWLRQLQJ ,
Select which side of the objects that shall be
positioned on the baseline. Touch the select side
positioning icon (I) to open a pop-up. You can
choose to place the bottom, top, right or left side of
the objects along the baseline. The selected setting
will affect all objects on the actual shape.

I

J

Select GHVLJQDQJOH Decide how to align the objects on the baseline.
Touch the select design angle icon (J) to toggle
between objects placed parallel to the baseline or to
keep the current angle. The setting affects all objects
on the shape.
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Create DSSOLTXp .
Create appliqué designs in Shape Creator by
touching the appliqué icon (K). Long touch to open
a window with two options.

Select Custom appliqué to use decorative stitches or
mini designs to cover the raw edges of the appliqué.
,QWKHÀUVWFRORUEORFNWKHPDFKLQHZLOOVHZD
straight stitch around the shape. Place the appliqué
fabric on top of the stitched outline. The second
color block will sew another straight stitch around
the shape, attaching the appliqué fabric. Trim excess
fabric as close to the stitching line as possible. Color
block three begins the stitching that will cover the
raw edges.

A

K

Select Satin stitch appliqué to use satin stitch to
cover the raw edges of the appliqué.
To create monogram letters from satin stitches, open
Shape Creator without a design selected. Select a
character from the tab with letters and numbers (A)
and select Satin stitch appliqué.
Exit Shape Creator to see the result.
Note: The appliqué stitches will be visible on screen once
Shape Creator is closed.
Note: For best result when using the automatic Satin
stitch appliqué function, use 40 weight thread.
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6KDSH&UHDWRUH[DPSOHFUHDWHDGHVLJQIURP
EXLOWLQPLQLGHVLJQV
1. In embroidery mode, open the selection menu,
touch the tab for mini designs and select design
M_55.vp3 to load to Embroidery edit.
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C

2.

Open Shape Creator. Select the clockwise circle
in the list (A). Touch the keypad icon (B), enter
18 and touch OK.

3.

Select the touch function - scale. Either touch
and drag on the screen, or use the arrows in the
wheel to decrease the size to 80x80mm. The size
is indicated just above the wheel. Close Shape
Creator by touching OK in the top right corner
(C).

A

B
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4.

Open the selection menu and select design
M_55. vp3 again. Center it by touching the
wheel center icon when the touch function move is active.

5.

Open Shape Creator. Select the clockwise circle
in the list (A). Touch the keypad icon (B), enter
16 and touch OK.

A

B

6.

Touch Select side positioning (D), select the
third option in the popup and touch OK.

D

C

7.

Decrease the size to 54x54mm. Close Shape
Creator by touching OK (C).
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6KDSH&UHDWRUH[DPSOHOLQHVKDSLQJIRU
SHUIHFWO\SODFHGEXWWRQKROHV
1. In embroidery mode, select hoop size 360x200
and open the selection menu. Open stitches and
select the linen buttonhole 1.3.1.

2.

Open Shape Creator. Select the straight line
from the list (A). Select touch function - rotate,
and then touch the wheel center one time to
rotate the baseline 90 degrees.
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A
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3.

Select touch function - scale, and adjust the line
to desired length by touching and dragging on
screen or using the arrows in the wheel.
Touch the keypad and enter desired number of
buttonholes. Touch Select side positioning and
select the fourth option in the pop-up to stitch
out the buttonholes vertically.

4.

Close Shape Creator and toggle to Embroidery
stitch-out to embroider the buttonholes.
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(PEURLGHU\VWLWFKHGLWRU 
Sequences and stitches can be adjusted in
Embroidery stitch editor. You can also adjust
your own created sequence or stitch, loaded to
Embroidery edit (see chapter 5 and 6).
Note: When a stitch or a sequence is loaded into
Embroidery edit, tie-offs are automatically inserted at
the beginning and at the end. The tie-offs are only visible
when you open the stitch or sequence in sequencing.
You can activate the grid in Embroidery edit to
be able to join the stitches with precision. Enter
embroidery stitch editor to adjust your sequence or
stitch.

A

B

C

D

E

$GMXVWVWLWFKHV
Open Embroidery stitch editor to adjust the stitches.
The adjustments will affect the stitch just like they
do in sewing mode. If more than one sequence is
inserted, you can toggle between them using the
arrows (A).
Use the + and - icons to increase or decrease the
stitch width (C) and stitch length (D).
Density (E) can be changed if satin stitches are
inserted.
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Decrease width of the selected stitch

Decrease length of the selected stitch

8:20

When mirroring (B), the stitch will be mirrored
within its own area. It will not affect the position of
the stitch like when mirroring is used in Embroidery
edit.
You can also use the touch functions to make
adjustments. The selected stitch will be affected as if
it was a design.
Note: If you make adjustments to a sequence or stitch in
Embroidery stitch editor, you can still use sequencing or
Stitch Creator™ feature to modify it.
When returning to Embroidery edit, the sequence or
stitch will be replaced by the adjusted one.

Mirroring the selected stitch side to side

Mirroring the selected stitch end to end
30

(PEURLGHU\VWLWFKHGLWRUH[DPSOH
1. Enter Embroidery edit.
2.

To create a sequence, open sequencing by
touching the icon on the option bar (30). Select
stitch number 4.3.30, then 4.3.17, 4.2.2, 4.3.17.
Mirror the last inserted stitch end to end. Insert
stitch 4.3.26, 4.3.17, 4.2.2, 4.3.17. Mirror the last
LQVHUWHGVWLWFKDQGÀQDOO\DGGVWLWFK

3.

Close sequencing by touching OK in the
top right corner. The sequence is loaded to
Embroidery edit.

Embroidery mode - edit

8:21

4.

Deselect the sequence by touching outside
the design on the screen, or step by using the
arrows.

5.

Open sequencing once again. Select stitch
number 4.1.2.

6.

Long touch the duplicate icon. In the pop-up
that appears, enter 7 and touch OK for a total of
eight copies.

7.

Close sequencing to load the second sequence
to Embroidery edit.

8.

Touch the wheel center icon when move is
selected, to move the new sequence to the
center of the hoop. Move 7.5mm to the right.

9.

Open Embroidery stitch editor.

10. Decrease the width of the second sequence to
8mm.
 7RJJOHWRWKHÀUVWVHTXHQFHXVLQJWKHDUURZV
$ ,QFUHDVHWKHOHQJWKRIWKHVHTXHQFHWRÀWWKH
second sequence, 157.0mm. Increase the density
to 0.6.
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12. Close Embroidery stitch editor. Select the
second sequence and duplicate. Mirror side to
side. Center the copy and move 7.5mm to the
OHIWRIWKHÀUVWVHTXHQFH
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A

5HVL]H 

29
3

5HVL]HFDQUHGXFHDQHPEURLGHU\GHVLJQXSWRÀYH
times smaller than the original design or increase
it up to eight times larger than the original design.
The machine recalculates the number of stitches
in the design so that the original stitch density
remains.
Note: To reduce or increase the size less than 20%, use
scale touch function.
5HVL]HDGMXVWPHQWV
Select the design you want to resize. Open the resize
window (29).
Adjust the design size by touching and dragging
on the screen or by using the wheel. The size of the
design is shown in millimeters above the wheel. To
return to the original size, touch the wheel center
icon (22).
Adjust the placement of the design in the hoop,
using move (17) and rotate (18).
5HWDLQÀOOW\SH $
$OOÀOODUHDVLQDQHPEURLGHU\GHVLJQDUHPDGHLQD
VSHFLÀFW\SHWRJHWWKHEHVWHIIHFW:KHQHQODUJLQJ
RUUHGXFLQJDGHVLJQWKHVWLWFKHVLQWKHÀOODUHDZLOO
be affected.

A

17

18
22

7KHUHDUHWZRZD\VWRKDQGOHWKHÀOOW\SHDQGVW\OH
in the design to be resized. The default setting will
QRWUHWDLQÀOOW\SH7KLVLVWKHIDVWHVWZD\WRUHVL]H
DGHVLJQKRZHYHUWKHÀOODUHDVLQWKHGHVLJQPD\
look different than the original.
:KHQUHWDLQÀOOW\SHLVVHOHFWHGLWZLOOWDNHORQJHU
WRUHVL]HEXWWKHSURFHVVZLOOUHWDLQWKHÀOOW\SHV
and styles within the design areas as is best for the
GHVLJQ,IJUHDWO\HQODUJLQJDGHVLJQUHWDLQÀOOW\SH
is recommended for best results.
7RVWDUWUHVL]LQJ
:KHQ\RXDUHVDWLVÀHGZLWKWKHGHVLJQVL]HDQG
placement, touch OK to close the window and start
resizing. An hourglass on the screen during resizing
VKRZVWKDWLWLVZRUNLQJ:KHQÀQLVKHGWKHUHVL]H
window will close.

Note: Stitches and sequences cannot be resized.
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Touch cancel to return to Embroidery edit. The
resizing process will stop.

Important resize information
6LQFHGHVLJQVDUHGLJLWL]HGIRUDVSHFLÀFGHVLJQVL]HLWLV
important to consider the following information about
resize. Always embroider a test sample of your resized
design before embroidering on a project.
•

•

Embroidery mode - edit

•

Resize is always proportional. If you reduce
a design 30%, it will be 30% smaller in both
length and width. If the design has a lot of
details some of it may be lost or distorted, and/
or it can be very dense. Some designs should
not be reduced more than 25% if they have too
many details.
Designs can be increased larger than the hoop,
VRHQVXUHWKDWWKHGHVLJQÀWVLQWKHKRRS,IWKH
design is larger than hoop size, the machine will
not be able to embroider it.
If you are enlarging a design too much, you
may see stitch irregularities. Start over and
resize to a smaller percentage for a better
result. Depending on the memory left in the
PDFKLQH\RXPD\ÀQGVRPHGHVLJQVWRR
complex to resize in the machine. Please use
the embroidery software (PC) to resize very
large and/or complex designs. It is available to
purchase from your local authorized PFAFF®
dealer.
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•

When repeating resize on a design that has been
resized but that has not yet been saved, it will
always go back to the original design for a new
resizing. This is to ensure the best possible stitch
quality. If a resized design is saved, and then
resized again, it can cause stitch irregularities.
For the best resize result, always start with a
design in original size.

•

Depending on how much you resize a design
and on how many stitches it contains, the
resize process will take a longer or shorter
time. Resizing a very large or complex design
may take a few minutes. Once you touch OK,
you cannot cancel and you need to wait for the
SURFHVVWREHÀQLVKHG

•

It does not matter in which order you adjust the
size, rotation, mirroring etc. When you touch
2.\RXUPDFKLQHDOZD\VUHVL]HVÀUVWDQGWKHQ
adds the rotation, mirroring etc.

•

It is recommended that you scale instead of
resize for changing a design less than 20% and
also for designs digitized with single or triple
stitches, such as cross stitch embroideries. In
this case, you do not want to add stitches to the
design, you only want to make the design larger
or smaller by making each original stitch larger
or smaller.

(PEURLGHU\WH[WHGLWRU 
7RRSHQHPEURLGHU\WH[WHGLWRU
Embroidery text editor opens automatically when
you select an embroidery font in the selection menu.
You can also open embroidery text editor by
adjusting an existing text already in Embroidery
edit. Just select the text and touch the sequencing
icon (30) on the option bar.
Note: If the text is created of stitch fonts, sequencing will
be opened instead of embroidery text editor.

7RXVHHPEURLGHU\WH[WHGLWRU
Use the stylus and touch the letters you want to add
to the text. The text is shown in the text area (A)
with the cursor at the active letter. Use the arrows
(B) to step forward and backward.

30

You can change the font and the size of the text by
touching the change font icon (D). A preview of the
selected font is shown in the preview area (E).
Add a letter into a text
Use the arrows (B) to move the cursor to where you
want to add a letter. Touch the letter and it will be
inserted at the cursor position.
Delete a letter
To delete one letter, place the cursor after the letter
to be deleted. Touch the delete icon (C). If you want
to delete all the text you have written, long touch
WKHGHOHWHLFRQ$SRSXSZLOODVN\RXWRFRQÀUP
the deletion.

E

A
B

C
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D

&KDQJHIRQW
You can change the font and size of the text by
touching the change font icon (E). The change font
pop-up will show all available embroidery fonts.
You can select different sizes for each font.

E

When changing the font, all inserted letters in the
embroidery font editor window will change to the
new font.

Load a font from another location
To load a font from personal fonts or an external
device, touch the load font icon (G) at the bottom in
the change font pop-up. A load dialog window will
EHRSHQHGIRU\RXWRÀQGWKHQHZIRQW

/RDGWH[WWR(PEURLGHU\HGLW
Return to Embroidery edit by touching OK in the
top right corner of the screen. Embroidery text
editor will close and the text will be loaded into
Embroidery edit. If the text was an existing text,
it will be placed and rotated in the same way as it
was before the adjustment.

Embroidery mode - edit

7H[WVSDFLQJ
You can adjust the gap between the letters in the
embroidery text when using shaping. Select the
line shape and use the select spacing pop-up to
adjust the gaps.
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G

(PEURLGHU\HGLWpop-ups
'HOHWHVHOHFWHGGHVLJQV"
<RXUPDFKLQHZLOODVN\RXWRFRQÀUPZKHQ\RX
have selected to delete more than one design.

'HOHWHDOOGHVLJQV"
<RXUPDFKLQHZLOODVN\RXWRFRQÀUPZKHQ\RX
have selected to delete all designs or when using
delete long touch.

'HVLJQLVWRRFRPSOH[
If the design is too complex, the resize process will
not start when you touch OK to close the resize
window. Reduce the size and try again, or use the
embroidery software. It is available to purchase
from your local authorized PFAFF® dealer.

5HSODFHÀOH"
7KHÀUVWWLPH\RXWU\WRVDYHDGHVLJQZLWKWKH
VDPHQDPHDVDGHVLJQÀOHWKDWDOUHDG\H[LVWV\RXU
PDFKLQHZLOODVN\RXWRFRQÀUPWKLV
If you keep working on the same design and save
again, your machine will not ask again.
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Remove hoop
This pop-up will appear when a function has been
chosen that forces the embroidery unit to move
outside the limits for the attached hoop. In order
for the embroidery arm to move freely, remove
the hoop and then touch OK. To abort the function
touch Cancel.

7KHUHPLJKWQRWEHHQRXJKGLVNVSDFHWRVDYH
current state
This pop-up appears when going to Embroidery
stitch-out and the available memory in the machine
is low. Because of low memory you might not be
able to save current state while embroidering. To
clear some memory before starting to embroider,
ÀUVWWRXFK2.WRFORVHWKHSRSXSDQGWKHQJREDFN
to Embroidery Edit and use Files & Folders to delete
ÀOHV

Embroidery mode - edit

(PEURLGHU\FRPELQDWLRQLVWRRFRPSOH[
This pop-up appears for one of the following
reasons:
•

The design combination contains too many
color blocks.

•

There are too many designs in the combination.

•

One or more designs have been grouped and
re-grouped too many times.

•

The design combination contains too many
stitches. Your design combination can have up
to approximately 500.000 stitches.
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To enter (PEURLGHU\VWLWFKRXW
To embroider your design(s), enter Embroidery
stitch-out by touching the Embroidery stitch-out
icon directly above the embroidery mode icon (A)
on the task bar. Make sure the embroidery unit
is connected and the selected hoop is securely
attached to the embroidery arm. Toggle to
Embroidery stitch-out by touching the Embroidery
stitch-out icon above the embroidery mode icon (A)
on the task bar. Functions used when embroidering
a design are now shown.

A

Embroidery mode - edit

In Embroidery stitch-out, the pan function is always
active. Use the stylus to pan on screen.

(PEURLGHU\VWLWFKRXW
overview
1.

Crosshair

2.

Color list and scroll bar

3.

Zoom

4.

Presser foot recommendation

5.

Current stitch

6.

Go to stitch

7.

Basting

8.

Color block sort

9.

Thread metering/Thread tension

2

1

10. More options
11. Hoop position
12. Speed control
13. Precise Positioning

Embroidery mode - stitch-out

14. Quick help

4XLFNKHOS 
Use Quick help to receive instant
information about any icon or part of the
screen. Touch the Quick help icon (14)
and then the icon or the part of the screen
you want information about.

10

4
9

3

5

11

7
12

6
13

8

14
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&URVVKDLU 
When embroidering, a crosshair indicates current
needle position on the screen.
A

&RORUOLVW 

2

All colors in the loaded design(s) are shown in the
order they will be embroidered. Each listed color
shows color order and number. Also shown are
the thread manufacturer, thread weight and color
number. Use the scroll bar to see all of the colors in
the list. To go to the next color block, just touch it in
the color list.

1

Thread manufacturer and thread number are
displayed for designs in .VP3 and .VIP-format. If
changing color, some information might be lost.
Example (A): 1:2, RaRa 40, 2622 means the second
WKUHDGFRORULQWKHÀUVWORDGHGGHVLJQLV5RELVRQ$QWRQ
weight rayon, color number 2622.
To make changes to the color list, return to
Embroidery edit.

=RRP 
Use the + and - icons to zoom in or out in the
HPEURLGHU\ÀHOG7RXFKWKH]RRPLFRQWRRSHQDOLVW
of zoom options.
Zoom to box (B) lets you decide how much and
where to zoom in the embroidery area. First, select
zoom to box in the pop-up. The zoom icon starts
ÁDVKLQJLQGLFDWLQJWKDW]RRPWRER[LVDFWLYH,QWKH
HPEURLGHU\ÀHOGRQWKHVFUHHQWRXFKDQGGUDJZLWK
\RXUVW\OXVWRGHÀQHWKHDUHDWREH]RRPHG=RRP
to box will then be deactivated.

Zoom to all (C) will show all the designs in the
embroidery combination in the largest view
possible.

3

Zoom to hoop (D) will adjust the view to show the
selected hoop.
B

C

D
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Note: How much you can zoom in depends on the
selected hoop.

(PEURLGHU\LQIRUPDWLRQ ()*
The current stitch in the current color block is
shown next to the picture (E). The number after
the slash shows the total number of stitches in the
current color block.
The current stitch in the design or combination is
shown next to the picture (F). The number after
the slash shows the total number of stitches in the
design or combination.
An estimation of the embroidery time for the
current color block is shown next to the picture
(G). If Monochrome is activated, the estimated
remaining embroidery time for the whole
embroidery is displayed.

&XUUHQWVWLWFK 
Touch + to step forward and - to step backwards
stitch by stitch. Use the - icon to move backwards
a few steps if the needle thread breaks or runs
out. Touch and hold to move through the stitches
quickly. The crosshair will follow the stitches in the
HPEURLGHU\ÀHOG

*RWRVWLWFK 
To move to a particular stitch in the design touch
the go to stitch icon. A pop-up will appear, where
you can enter the desired stitch number. Current
stitch will then move to that stitch number. If the
number entered is too large, current stitch will
move to the last stitch in the design(s).

5

7

E
F

6

G

%DVWLQJ 
Basting enables you to secure your fabric to a
stabilizer placed under it. It is especially useful when
the fabric to be embroidered cannot be hooped.
Basting provides support for stretchy fabrics.

Embroidery mode - stitch-out

Touch the basting icon (7) to activate basting.
Long touch the icon to open a window to select to
add the basting stitch around the design area and/
or around the hoop area.
Select baste around design and the machine
will add a basting stitch around the design area,
outlining the area where the design will be placed
on the fabric. Select baste around hoop area to add a
basting stitch close to the inner edge of the hoop.
7KHEDVWHVWLWFKHVZLOOEHDGGHGDVWKHÀUVWVHSDUDWH
color block(s) at the beginning of the color list. You
can step stitch by stitch and step in and out of the
baste color block(s).
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1RWH%DVWLQJFDQRQO\EHHQDEOHGZKLOHRQWKHÀUVWVWLWFK
in the embroidery.

&RORUEORFNVRUW 
To sort the color blocks before embroidering, just
touch the color block sort icon. The color block sort
will reduce the number of thread color changes.
If any color overlaps, the color order will remain
the same, even after sorting. The function will also
recognize if a turnable hoop is used. The two sides
will be sorted individually.
The number of color blocks will not change and the
machine will still stop after each color block. To sew
without stopping between the color blocks, use the
color merge function, found in more options.
Note: Color block sort can only be enabled while on the
ÀUVWVWLWFKLQWKHHPEURLGHU\

7KUHDGPHWHULQJThread tension

The ActivStitch™ Technology feature controls the
needle thread in two ways: thread tension and
thread metering. The ActivStitch™ Technology
feature improves the correct balance between needle
thread and bobbin thread. It will automatically
use thread metering when possible, to get the best
result.
Thread metering automatically and continuously
measures the fabric thickness to portion the correct
amount of thread for the selected stitch. When
using thread tension, the tension discs will keep the
correct amount on tension on the needle thread.

9

8

Certain optional accessories, such as PFAFF® Yarn
Couching Foot Set (P/N 820 912-096) require the
use of thread tension for best results. Deselect
ActivStitch™ Technology in Machine settings to
switch to thread tension.

7KUHDGWHQVLRQWKUHDGPHWHULQJFRPSHQVDWLRQ
,I\RXÀQGWKDWWKHWKUHDGWHQVLRQWKUHDGPHWHULQJ
in general is too low or too high, touch the Thread
tension/thread metering compensation icon in the
Machine settings menu and adjust the settings in
the window that appears, see page 3:12.
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The control visible in embroidery mode (9) will
change between thread metering and thread tension
depending on the setting in Machine settings. Use
the control to adjust the balance between needle
thread and bobbin thread, e.g., when using specialty
thread.

Option bar
0RUHRSWLRQV 
%DFNJURXQGFRORU $ 
Touch the background color icon (A) to change the
DFWLYHEDFNJURXQGFRORULQWKHHPEURLGHU\ÀHOG$
window will appear where you can select from 64
different colors.

%DFNJURXQGIDEULF % 
Touch the background fabric icon (B) to activate/
deactivate the background fabric. When activated,
a fabric texture will be shown in the embroidery
ÀHOG7RFKDQJHWKHFRORURIWKHIDEULFXVHWKH
background color icon (A).

A
B

0RQRFKURPH &
Touch the icon to activate monochrome embroidery.
All designs are shown in a grey color and the
machine does not stop for color block changes. To
deactivate monochrome embroidery, touch the icon
again.

C

10

D
E
F

&RORUPHUJH '
If you want the machine to ignore the stop between
identical thread colors, e.g. after having used color
block sort, touch the color merge icon.

G
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Note: The number of color blocks in the color block list
remains the same.

)XOOVFUHHQ (
To see your design as large as possible, use the full
VFUHHQIXQFWLRQ7KHHPEURLGHU\ZLOOÀOOWKHZKROH
screen. To close, touch the screen once.

6DYHFXUUHQWVWDWH *
If you want to stop embroidering and save your
current position, touch Start/Stop to stop the
embroidery. Then touch the save current state icon
to save the current position. You can now turn the
machine off.

GLPHQVLRQDOYLHZ )
Touch the 3-dimensional view icon (F) to turn on
or off a 3-dimensional view of the designs in the
HPEURLGHU\ÀHOG

When saving current state, all your adjustments are
stored and you can continue the embroidery later.
A current state is saved until you replace it.

By default, the designs are displayed in
GLPHQVLRQDOYLHZLQWKHHPEURLGHU\ÀHOG,Q
2-dimensional view, the designs load faster on the
screen and it is easier to see the color blocks in the
design. The view setting remains as selected even
when you turn your machine off.
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Note: If you have chosen AutoSave current state in the
Settings menu, this icon will be disabled, and current
state is stored periodically.

+RRSSRVLWLRQ 
Use the hoop position functions to move the hoop to
different positions.
Current position
When you want to return to the current stitch and
start embroidering again where the embroidery was
interrupted, touch the current position icon. You can also
press the start/stop button once to return to the current
stitch and start to embroider.

11

Park position
:KHQ\RXKDYHÀQLVKHG\RXUHPEURLGHU\UHPRYHWKH
hoop and select park position. The embroidery arm will
be placed in a position that will allow easy storage.
Use the park position when you need to have a free
sewing space with the embroidery arm out of the way.
Note: It is very important that the hoop is removed, otherwise
it may be damaged.
Bobbin position
To make it easier to change the bobbin, touch bobbin
position. The hoop will move backwards, allowing you
to open the bobbin cover and replace the bobbin.
Cut position
Cut position will move the hoop towards you making
it easier to cut jump stitches and trim fabric when
embroidering an appliqué.
Center position
Use the center position if you want to check where the
center position of the hoop will be placed on the fabric.

6SHHGFRQWURO 

12

This function enables you to easily reduce the maximum
embroidery speed. Just touch the speed control icon to
reduce the speed. To return to normal speed, deselect the
icon.

You can embroider without closing the pop-up.
Note: You cannot set maximum speed in the popup. To set
maximum speed, close the popup and deselect the speed icon.
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You can change the set speed limit. Long touch the speed
control icon to get a pop-up. Set desired speed limit
using the slider then close the pop-up. The next time you
touch the speed control icon, the speed will be reduced
to the limit you have chosen.

3UHFLVHSRVLWLRQLQJ 

13

Precise positioning allows you to place a design on
an exact spot on your fabric. It is also used when
you want to embroider a design next to a previously
embroidered design.
Use zoom and pan to be sure that you are placing
the design exactly where you want it. Fine tune with
the wheel.

A

3UHFLVHSRVLWLRQLQJoverview
A Locking point

B

B

Position hoop

C

Matching point

D

Rotate design

E

Touch function - move

F

Touch function - rotate

G

Touch function - pan

C
D

I

H Wheel
I

Corner icons

J

Zoom to crosshair

To select ORFNLQJSRLQWDQGposition hoop
Select locking point (A). Place the green crosshair
where you would like the locking point to be in
your embroidery. Use zoom to crosshair (see below)
to be able to place the crosshair exactly where you
want it.

J

Next activate (B), position hoop. The green crosshair
will be locked on the screen, changing color from
green to black with a ring around the center of the
locking point. Now you can place the design exactly
where you want it on the fabric by using the stylus
or the wheel.

Embroidery mode - stitch-out

H

F
G

The position of the needle indicates where the
locking point is placed on the fabric.

=RRPWRFURVVKDLU Touch the zoom to crosshair icon (J) to pan to the
current crosshair position and zoom in as much as
possible on the screen. You can position the locking
and matching point exactly where you want them.

J
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E

To select PDWFKLQJSRLQWDQGURWDWHGHVLJQ
You have the ability to check a second position
within the design to make sure your design is
lined up properly and make further adjustments if
necessary. Activate (C), matching point.

A

A second crosshair will appear, the matching point.
Place it at the point where you would like another
part of the design to connect.

B

To line up the design where you want it, activate
(D), rotate design. To move the matching point to
the right place on the fabric, the rotate function will
automatically be selected.

C
D

Use the stylus or wheel to rotate the design on the
screen around the locking point, kept in position.
Rotate the design to connect with the previously
embroidered design, or to get the correct placement
on the fabric.

&RUQHULFRQV ,
Use the corner icons to set the connecting point
(locking point or matching point) for precise
positioning in a corner of the design. This is the
easiest and most precise way since the connecting
point will be automatically placed exactly in the
corner. This is useful when positioning a design on
a patterned fabric.
The corner icons can also be used to trace the design
ÀHOGE\WRXFKLQJHDFKRIWKHIRXUFRUQHULFRQVLQ
WXUQ<RXFDQÀQGWKHFHQWHURIWKHGHVLJQDJDLQE\
touching the centering icon.
I

E.g. when choosing the upper left corner icon, the
connecting point will be set at the upper left corner
in the outer line of the design(s). After this, you can
continue and make your own adjustments on the
connecting point.
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The corner and centering icons may be used when
either locking point or matching point is selected.
When touching one of the icons, the selected point
will automatically be set to the corresponding
position, i.e. at a corner or at the center of the
embroidery.

'LVDEOHQHHGOHZDUQLQJ .
Check allow lower needle position (K) to
temporarily allow the needle to be in a lower
position while moving the hoop. The needle can
then remain close to the fabric when using precise
positioning. Just make sure the needle is above the
fabric to prevent damage to the needle and fabric.

K

Note: The warning cannot be disabled when the needle is
below the needle plate.

Embroidery mode - stitch-out

3UHFLVHSRVLWLRQLQJH[DPSOH
When adding one design to one previously
embroidered, precise positioning is very useful.
1.

Choose one of the corners to be the locking
point (A) by touching one of the corner icons (I).
You can also set the locking point using touch
function - move on the screen or the wheel.

2.

Select the next function, position hoop (B), to
move the locking point to the right position in
the hoop.
Move the locking point to the upper left corner
of the embroidered design. Use the touch
function - move. Check that the needle is at the
exact position.



,IVDWLVÀHGFORVHSUHFLVHSRVLWLRQLQJDQGVWDUW
embroidering.
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A

B

3.

To line up the design on the screen with the
previously embroidered, select matching point
(C) to be the corner. Use the touch function move or the corner icons.

C

4.

Select the next function, rotate design (D) to
move the matching point to the right position in
the hoop.
Use the touch function - rotate to line up the
designs. Check that the needle is at the exact
position.

5.

D

Close precise positioning and start
embroidering.

Embroidery mode - stitch-out
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How to embroider with
Inspira™ Cutwork Needles
1.

Hoop you fabric with heavy-weight water
soluable stabilizer.

2.

Look in your PFAFF® creative sensation™
pro II Embroidery Collection and follow the
instructions for your embroidery design. Start
embroidering according to stitch-out order.

3.

When your Embroidery Collection indicates
it is time for the Cutwork Needle, remove the
needle and top thread.

4.

Each Inspira™ Cutwork Needle has its own
color. Match the color of the needle with the
color of the needle shown in the Embroidery
Collection. Replace the embroidery needle with
the Inspira™ Cutwork Needle. (illustration 1)

5.

Complete all the needle blocks according to the
Embroidery Collection. Two or four needles
will be used depending on the embroidery
design.

6.

Thread your machine and add a heavy-weight
water soluable stabilizer underneath the
hoop. The next color block will baste the new
stabilizer together with the hooped fabric.

7.

Trim any remaining threads and remove the cut
fabric. (Illustration 2)

8.

Finish your embroidery.

1

2

 &OHDQWKHEREELQDUHDDIWHUÀQLVKLQJ\RXU
design. (Illustration 3)
3
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Tips!
• Always have your Embroidery Collection close
at hand when stitching a cutwork embroidery.
The Embroidery Collection will tell you when to
use the cutwork needles.
•

If you see illustration no. 4 in the Embroidery
Collection, the embroidery is a cutwork needle
embroidery.

•

Some embroideries cannot be rotated or
mirrored. If you see illustration no 5 it mean
that you cannot rotate or mirror the embroidery.

•

Most fabrics that are suitable for cutwork will
work with the Cutwork Needles. Try a small
embroidery on the fabric before starting on your
actual project.

•

For an even better result you can use the
straight stitch needle plate.
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4

5

Common (PEURLGHU\VWLWFKRXW
pop-ups
(PEURLGHU\XQLWFDOLEUDWLRQ
When the embroidery unit is attached, a pop-up
asks you to slide off the hoop and clear the machine
area for calibrating the embroidery arm. You will
also be reminded to disengage the IDT™ system and
attach the Dynamic spring foot 6D for embroidery.
Note: It is very important to remove the hoop, otherwise
the hoop or the embroidery unit may be damaged while
calibrating.

Attach correct hoop
If the size of the hoop attached to the machine does
not match the size displayed on screen, the machine
will not embroider. You must change the hoop to
the displayed size or change the hoop setting to the
hoop size attached.
To change hoop settings, re-enter Embroidery edit
and go to select hoop.

%REELQWKUHDGORZPRYHWREREELQSRVLWLRQ"
When the bobbin thread is running low, a pop-up
message appears giving you an indication that the
bobbin needs to be changed soon. This gives you
an opportunity to plan where to stop embroidering
and change the bobbin.
It is possible to embroider until the thread
completely runs out. Press Start/Stop button to
continue embroidering, without closing the bobbin
thread low pop-up.
4
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Touch cancel to remain at the current stitch position.
Touch OK to move the hoop to bobbin position.
The hoop position tab opens. Replace the empty
bobbin with a full one. Touch Current position and
pull back excess needle thread. Move a few stitches
backwards using the current stitch icons (4). Press
start/stop or press your foot control to continue
embroidering.

'\QDPLFVSULQJIRRW'LVUHFRPPHQGHG
For regular embroidery it is always recommended
to use the Dynamic spring foot 6D for best result.
If you have deselected Dynamic spring foot 6D
for embroidery in the Settings menu, the machine
displays a pop-up when switching to Embroidery
stitch-out, allowing you to select Dynamic spring
foot 6D without opening the Settings menu.
If foot 6A is selected, the ActivStitch™ Technology
feature will automatically select thread tension.
Check needle thread
The machine stops automatically if the needle
thread runs out or breaks. Re-thread the needle
thread, close the pop-up, step back a few stitches
and start embroidering again.

&KDQJHWKUHDGFRORU
When it is time to change the needle thread, the
machine stops and the upper thread is cut. Change
the spool and re-thread the machine. The next
recommended color is shown in the pop-up.

Embroidery mode - stitch-out

Cut thread end
If Cut jump stitches is not activated in Machine
settings in the Settings menu, the machine will stop
after stitching a few stitches. Cut the thread and
press start/stop to continue embroidering.

(PEURLGHU\LVÀQLVKHG
:KHQWKHHPEURLGHU\LVÀQLVKHGDSRSXSZLOO
appear on the screen. Touch OK to keep the
design(s) loaded and stay in Embroidery stitch-out.
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&KDQJHWR&XWZRUN1HHGOH
Some cutwork designs can be stitched out using
the INSPIRA™ Cutwork Needle. These designs
are marked with a cutwork needle symbol in the
creative sensation™ pro II Embroidery Collection.
When the machine stops and this pop-up message
is shown, insert the corresponding cutwork needle.
Touch OK and press the Start/Stop button to
resume.
Note: These cutwork designs can also be stitched out
without the cutwork needles, but will then have to be cut
manually.

Machine needs to rest
If the machine stops and this pop-up appears on
the screen, the machine needs to rest. When the OK
icon is enabled you can resume embroidery. The
embroidery results will not be affected.

Embroidery mode - stitch-out
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Embroidery mode - stitch-out
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Files & Folders

Files & Folders
)LOHV )ROGHUVLVXVHGWRRUJDQL]HDGGPRYHUHPRYHDQGFRS\DOO\RXUGHVLJQVIRQWVDQGVWLWFKÀOHV8VH
HLWKHUEXLOWLQPHPRU\RUDQH[WHUQDOGHYLFHFRQQHFWHGWR\RXUPDFKLQHIRUVWRULQJ:KLOHORDGLQJWKHÀOHV
to the selection area a default icon is shown in the meantime.
6

Files & Folders - overview
Parts of the selection bar
1. Stitches
2.

Fonts

3.

Designs

4.

Files & Folders

5.

Quick help

13

14

15

16

7

17

9

10

8

Parts of Files & Folders
 /RDGÀOH
7.

Close and return to previous view

8.

Search path

9.

Move up one folder level

12

10. List view

11

11. Selection area
12. Scroll bar
13. Personal designs folder
14. Personal fonts folder
 3HUVRQDOÀOHVIROGHU
16. Built-in designs folder

18

19

20

21

17. External device (only visible when a device
is connected)
18. Create new folder
19. Cut

22

23

24

20. Copy
21. Paste
22. Delete
 5HQDPHÀOHRUIROGHU

Files & Folders

 )LOHQDPHRIVHOHFWHGÀOH

4XLFNKHOS 
Use Quick help to receive instant information
about any icon or part of the screen. Touch the
Quick help icon (5) and then the icon or the part
of the screen you want information about.
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1

2

3

4

5

File formats
<RXUPDFKLQHFDQORDGWKHIROORZLQJÀOHIRUPDWV
•

'HVLJQÀOH

.SHV, .DHV, .VP3, .VIP, .HUS, .PEC, .PES,
.PCS, .XXX, .SEW, .JEF, .EXP, .10* and .DST
HPEURLGHU\ÀOHV

(PEURLGHU\IRQWÀOH

 63; VWLWFKÀOHV

6WLWFKÀOH

 6); VWLWFKIRQWÀOHV
 9) HPEURLGHU\IRQWÀOHV

7H[WÀOH

 :$9 VRXQGÀOHV
 7;7DQG+70+70/ÀOHV

6RXQGÀOH

1RWH,IWKHÀOHW\SHRUÀOHYHUVLRQLVQRWVXSSRUWHGE\
\RXUPDFKLQHRUWKHÀOHLVGDPDJHGLWLVVKRZQLQWKH
VHOHFWLRQDUHDDVDQXQUHFRJQL]HGÀOH

8QUHFRJQL]HGÀOH

Available PHPRU\
The built-in memory can store designs, fonts,
VWLWFKHVDQGRWKHUÀOHV7RFKHFNKRZPXFKPHPRU\
is still available in the built-in memory, touch Quick
help (5) and then touch either Personal designs (13),
3HUVRQDOIRQWV  RU3HUVRQDOÀOHV  $SRSXS
shows how much memory is available.

13

14

15

16

17

10
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Browse Files & Folders
To open Files & Folders, open selection menu
from the task bar. Select Files & Folders (4) in the
selection bar at the bottom.
Within the built-in memory there are four folders:
Personal designs (13), Personal fonts (14), Personal
ÀOHV  DQG%XLOWLQGHVLJQV  <RXFDQDOVR
explore external devices (17) connected to the USBports. The external device folder icon (17) is only
available when a device is connected.
Touch any of these to display their contents in
the selection area. The path of the shown folder
LVZULWWHQLQWKHVHDUFKSDWKÀHOG  )LOHVDUH
displayed as thumbnail images or with an icon.

4

5
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Files & Folders

/LVWYLHZ 
7RXFKWKHOLVWYLHZLFRQ  WRVKRZWKHÀOHVLQWKH
current folder listed in alphabetical order. For each
ÀOHÀOHQDPHDQGW\SHZLOOEHGLVSOD\HG7RXFK
the list view icon again to switch back to thumbnail
view.

3HUVRQDOGHVLJQV 
6WRUHGHVLJQÀOHVLQ3HUVRQDOGHVLJQV  <RX
cannot create folders in the Personal designs folder.

13

14

15

16

17

3HUVRQDOIRQWV 
6WRUHHPEURLGHU\IRQWÀOHVLQ3HUVRQDOIRQWV  
Stored fonts are shown both in fonts (2) and in
shortcut to Personal fonts (14). You cannot create
folders in the Personal fonts folder.

3HUVRQDOÀOHV 
)LOO3HUVRQDOÀOHV  ZLWKGHVLJQVIRQWV\RXU
FXVWRPL]HGGHVLJQVVWLWFKSURJUDPVWH[WÀOHVRU
DQ\ÀOHWKDW\RXZDQWWRVWRUH
&UHDWHIROGHUVDQGDUUDQJH\RXU3HUVRQDOÀOHVVR
WKDW\RXFDQÀQG\RXUIDYRULWHVHDVLO\

%XLOWLQGHVLJQV 
Built-in designs are the designs that are stored in the
machine’s permanent memory. Built-in designs are
divided into three folders: machine designs, mini
designs and quilt designs. Long touch the desired
folder to open it.
Files cannot be added to or removed from the Builtin design folders. Built-in designs can be copied and
added to another folder using the paste function.

([WHUQDOGHYLFH 
The external device icon is only active when a
device is connected to the USB port. Touch external
device (17) to display all connected devices. You
can have your computer and another device such as
a PFAFF® USB embroidery stick connected at the
same time. Touch either of the devices to explore.
USB
embroidery
stick

Files & Folders

Computer

CD-drive

10:4

8VHWRVWRUHÀOHVDQG
RUPRYHÀOHVWRDQG
from your computer
Load designs or other
ÀOHVGLUHFWO\IURP\RXU
FRPSXWHU6WRUHDOOÀOH
types here
/RDGRUFRS\ÀOHV
from a CD

2

6

/RDGDÀOH
7RORDGDÀOHWRXFKORDG  RUORQJWRXFKWKHÀOH,W
will be loaded to the appropriate window.
If you want to open several designs at one time,
click on the ones you want to open. Long touch
on the last one. All the designs will open in
Embroidery edit.

9

Open a folder
To open a folder in Files & Folders, long touch the
folder. The contents of the folder will be displayed
in the center window.
Move up one IROGHUOHYHO 
Use the move up one folder level icon to step up
through the levels of folders. You can step up all the
way to the root level. In the center window you will
VHHLQFOXGHGÀOHVDQGIROGHUVIRUHDFKOHYHODV\RX
step.

Folder structure
7RXFKWKHDUHDRIWKHVHDUFKSDWKÀHOG  WRRSHQ
a drop down window that shows the folder levels
down to the current folder. Work your way back
through the levels by touching a folder at another
level.

8

Also use this icon to switch between external
devices such as your computer or USB embroidery
stick.

Files & Folders

10:5

2UJDQL]H
Create a QHZIROGHU 
Touch the create new folder icon (18) to create a
new folder. A pop-up opens where you can enter a
name for your folder.
5HQDPHDÀOHRUIROGHU 
Select the folder you want to rename, then touch
this icon to a open a pop-up where you can enter a
QHZQDPH8VHWKLVLFRQIRUUHQDPLQJÀOHVDVZHOO
0RYHDÀOHRUIROGHU
8VHFXW  DQGSDVWH  WRPRYHDÀOHRUIROGHUWR
another place.
6HOHFWWKHÀOHRUIROGHUWKHQWRXFKFXW2SHQWKH
IROGHUZKHUH\RXZDQWWRSODFHWKHÀOHRUIROGHU
7RXFKSDVWH7KHÀOHRUIROGHULVQRZVWRUHGKHUH
and is removed from the folder where it was cut
from.
&RS\DÀOHRUIROGHU
8VHFRS\  DQGSDVWH  WRFRS\DÀOHRUIROGHU
to another place.
6HOHFWWKHÀOHRUIROGHUWKHQWRXFKFRS\2SHQWKH
IROGHUZKHUH\RXZDQWWRSODFHWKHÀOHRUIROGHU
7RXFKSDVWH7KHÀOHRUIROGHULVQRZVWRUHGKHUH
DQGWKHRULJLQDOÀOHRUIROGHULVDOVRVWRUHGLQWKH
folder where you copied it from.
'HOHWHDÀOHRUIROGHU 
7RGHOHWHDÀOHRUIROGHUPDUNLWDQGWRXFKGHOHWH
 $SRSXSDVNV\RXWRFRQÀUPWKHGHOHWLRQ
,IDIROGHULVGHOHWHGDOOÀOHVZLWKLQWKHIROGHUDUH
deleted as well.

Files & Folders

7RGHOHWHDOOÀOHVDQGIROGHUVLQWKHFXUUHQWIROGHU
long touch the delete button.
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18

19

20

21
22

23

Common Files & Folders pop-ups
Audio preview application
You can listen to a sound when browsing Files &
)ROGHUV6RXQGÀOHVFDQEHVDYHGLQ3HUVRQDOÀOHV
When selecting a VRXQGÀOHLQ)LOHV )ROGHUVLW
will open in the audio preview application. Touch
the start icon to play the sound.
Note: You can only play PCM encoded :$9ÀOHV)RU
RSWLPDOUHVXOWWKHÀOHVKRXOGEHELWPRQR7KHPDFKLQH
ZLOOQRWVXSSRUWFRPSUHVVHGVRXQGÀOHV

'HOHWHÀOHRUIROGHU
<RXUPDFKLQHZLOODOZD\VDVN\RXWRFRQÀUPZKHQ
\RXKDYHVHOHFWHGWRGHOHWHDÀOHRUIROGHU7KLV
prevents you from deleting anything by mistake.

&RXOGQRWGHOHWHÀOHRUIROGHU
<RXFDQQRWGHOHWHÀOHVRUIROGHUVIURP&'VRUIURP
other write protected media.

7KHIROGHUDOUHDG\H[LVWV
You cannot create a new folder with the same name
as another folder on the same level. Create your
folder elsewhere or enter a different name for the
folder.

$YDLODEOHPHPRU\LVORZ
<RXUPDFKLQHFDQVWRUHÀOHVLQWKHEXLOWLQPHPRU\
When the memory is full, you can move them to an
external device by using the cut and paste functions.

10:7

Files & Folders

When only a small amount of memory is left, your
PDFKLQHZLOODOHUW\RXRQFH,I\RXFRQWLQXHWRÀOO
the memory, it will not remind you again, until the
memory is completely full.

6\VWHPEXV\
:KHQWKHPDFKLQHLVORDGLQJVDYLQJPRYLQJÀOHV
or anything that takes time, an hour glass is shown.

Files & Folders

,QYDOLGÀOHW\SHIRUWKLVIROGHU
Only designs can be stored in Personal designs, and
RQO\IRQWÀOHVFDQEHVWRUHGLQ3HUVRQDOIRQWVSelect
the proper folder to store in.
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Maintenance

&OHDQLQJWKHPDFKLQH
To keep your sewing machine operating well, clean it
often. No lubrication (oiling) is needed.
Wipe the exterior surface of your machine with a soft
cloth to remove any dust or lint built up.
Note: Use of cleaners or solvents on the machine can cause
damage to the plexifront. Clean only with a soft dry cloth.
Wipe the PFAFF® creative™ Color Touch Screen with a
clean, soft and damp cloth.
&OHDQLQJWKHbobbin area
Note: Lower the feed dogs by pressing presser foot up
and extra lift. Turn off the machine.
Remove the presser foot and slide off the bobbin cover.
Place the screwdriver under the needle plate as shown in
the picture and gently turn the screwdriver to pop off the
needle plate. Clean the feed dogs with the brush found
with the accessories.
B

&OHDQLQJXQGHUWKHEREELQDUHD
Clean the area under the bobbin case after sewing several
projects or any time you notice an accumulation of lint in
the bobbin case area.
Remove the bobbin case holder (A) covering the front
part of the bobbin case by lifting it up. Remove the bobbin
case (B) by lifting it up. Clean with the brush.
Note: Use caution when cleaning around the thread
snips knife (C).

C

Put the bobbin case and the bobbin case holder back in
place.
Note: Do not blow air into the bobbin case area. The dust and
lint will be blown into your machine.
Note: When using the INSPIRA™ Cutwork Needles, it is
necessary to clean the bobbin area after each embroidered
design/project.

Maintenance

5HSODFLQJWKHQHHGOHSODWH
With feed dogs lowered, place the needle plate with
WKHNQREÀWWLQJLQWRWKHQRWFKDWWKHEDFN ' 3UHVVWKH
needle plate down until it clicks into place. Slide on
bobbin cover.

1RQRULJLQDOSDUWVDQGDFFHVVRULHV
The warranty does not cover any defect or damage
caused by use of non-original accessories or parts.
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A

D

7URXEOHVKRRWLQJ
,QWKLVWURXEOHVKRRWLQJJXLGH\RXZLOOÀQGVROXWLRQVWRWKHSUREOHPV\RXPD\KDYHZLWK\RXUPDFKLQH
For further information please contact your local authorized PFAFF® dealer who will be happy to help you.
3UREOHPFDXVH

5HPHG\

General problems
Bobbin alarm does not work?
Thread snips does not cut the thread?
Fabric does not move?
Wrong stitch, irregular or narrow stitch?
The needle breaks?
The machine will not sew?

The PFAFF creative Color Touch Screen displays
the startup screen?
®

™

Icons on the screen are not activated when touched?

The sewing and embroidery machine screen and/or
Soft Touch Buttons do not respond to touch?

Clean lint from bobbin area and use only the original
PFAFF® bobbins approved for this model.
Remove needle plate and clean lint from bobbin area.
Enable automatic thread snips in the Settings menu.
Make sure that machine is not set in free-motion mode.
See chapter 4.
Deactivate twin needle or stitch width safety in the
Settings menu.
Insert needle correctly as described in chapter 2.
Check that all plugs are securely plugged into the
machine and into the wall socket.
Push bobbin winder lever to sewing position.
Touch the screen to activate.
Turn off screen saver in the Settings menu.
Close any pop-ups that may be blocking the screen.
Calibrate the screen. Calibrate is found in the Settings
menu.
The sockets and function buttons on the machine can
be sensitive to static electricity. If the screen does not
respond to touch, turn the machine OFF and then ON
again. Do not touch the function buttons while turning
on the machine. If the problem persists, contact your
authorized PFAFF® dealer.
Deactivate start/stop button safety in the Settings
menu.

The machine skips stitches
Did you insert the needle properly?
Did you insert a wrong needle?

Use needle system 130/705 H.

Is the needle bent or blunt?

Insert a new needle.

Did you thread the machine properly?

Check how the machine is threaded.

Is the correct presser foot used?

Attach correct presser foot.

Is the needle too small for the thread?

Change the needle.

Is the fabric moving up and down with the needle
when free-motion sewing or embroidering?

Attach Dynamic spring foot 6D.

Insert needle correctly as described in chapter 2.

If using foot 6A, reduce the presser foot height.

Needle thread breaks
Insert needle correctly as described in chapter 2.

Did you insert a wrong needle?

Use needle system 130/705 H.

Is the needle bent or blunt?

Insert a new needle.

Did you thread the machine properly?

Check how the machine is threaded.

Is the needle too small for the thread?

Change the needle to the proper size for the thread.
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Maintenance

Did you insert the needle properly?

Are you using poor thread with slubs or thread
which has become dry?
Is a correct spool cap used?

Is the needle plate hole damaged?

Change to a new higher quality thread purchased from
an authorized PFAFF® dealer.
Attach a spool cap of the right size for the actual thread
spool.
Try a different spool pin position (vertical or
horizontal).
Change the needle plate.

Bobbin thread breaks
Did you insert the bobbin properly?

Check the bobbin thread.

Is the needle plate hole damaged?

Change the needle plate.

Is the bobbin area full of lint?

Clean lint from bobbin area and use only the original
PFAFF® bobbins approved for this model.
Wind a new bobbin.

Is the best spool pin position used?

Is the bobbin wound correctly?

The seam has uneven stitches
Is the thread tension/thread metering correct?
Are you using too thick or slubbed thread?

Check needle thread tension/thread metering and the
threading.
Change the thread.

Is the bobbin thread evenly wound?

Check bobbin winding.

Is a correct needle used?

Insert a proper needle correctly as described in chapter
2.

7KHPDFKLQHGRHVQRWIHHGRUIHHGVLUUHJXODUO\
Did you thread the machine properly?
Check how the machine is threaded.
Has sewing lint collected between the feed dogs?

Remove the needle plate and clean the feed dogs with
a brush.

7KUHDGORRSVDUHIRUPLQJRQWKHXQGHUVLGHRIWKHHPEURLGHU\GHVLJQ
Has the embroidery built up too much to move
Attach Dynamic spring foot 6D.
freely under the presser foot?
If using foot 6A, increase the presser foot height in the
Settings menu in small steps until problem is solved.

7KHHPEURLGHU\GHVLJQLVGLVWRUWHG
Is the fabric hooped properly?

The fabric must be tightly hooped.

Is the inner embroidery hoop completely inserted in
the outer embroidery hoop?

Hoop the fabric in such a way that the inner hoop
always exactly matches the outer hoop.

7KHHPEURLGHU\GHVLJQKDVSXFNHUHG
'LG\RXVWDELOL]H\RXUIDEULFVXIÀFLHQWO\"
The machine will not embroider
Is the embroidery unit attached?

Maintenance

Is the wrong hoop attached?

Ensure you use the proper stabilizer for your technique
or fabric type.
Make sure that the embroidery unit is properly
attached into the socket.
Slide on the correct hoop.

+DYH\RXUVHZLQJPDFKLQHVHUYLFHGUHJXODUO\E\\RXUORFDODXWKRUL]HG3)$))® dealer!
If you have followed this troubleshooting information and still have problems, take your sewing machine
WR\RXUGHDOHU,IWKHUHLVDVSHFLÀFSUREOHPLWLVDJUHDWKHOSWRWHVWVHZZLWK\RXUWKUHDGRQDVFUDSRI
your sewing fabric and bring it to your dealer. A sewing sample will often give much better information
than words.
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Accessories ....................................................................... 1:10
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Action indicator ............................................................... 2:14
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Adjust thread metering .................................................... 4:7
Adjust thread tension ....................................................... 4:7
Alert light ......................................................................... 3:14
Allow lower needle position ......................................... 9:10
Alphabets ......................................................................... 1:22
Appliqué, create .............................................................. 8:15
Attaching the Dynamic spring foot 6D ........................ 2:11
Attaching the Dynamic spring foot for embroidery .... 7:4
Attaching the Sensormatic buttonhole foot................. 4:16
Attach presser foot .......................................................... 2:11
Audio preview application ............................................ 10:7
Audio repeat .................................................................... 3:15
Automatic presser foot lift ............................................. 3:11
Automatic thread snips .................................................. 3:10
AutoSave current state ................................................... 3:11
Auxiliary spool pin ........................................................... 1:9
Available memory.................................................. 10:3, 10:7
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Background color ..................................................... 8:10, 9:6
Background fabric .................................................... 8:10, 9:6
Balance ................................................................................ 4:5
Basting ................................................................................ 9:4
Blindhem foot with IDT™ system 3 ............................... 1:11
Blindhem stitch................................................................ 4:15
Elastic blindhem stitch ........................................................ 4:15

Bobbin winder thread guide ................................................ 2:7
Winding while embroidering or sewing ............................ 2:8
Winding while threaded ....................................................... 2:7

Browse Files & Folders ................................................... 10:3
Brush ................................................................................. 1:10
Built-in designs ......................................................... 7:3, 10:4
Built-in machine designs .................................................. 8:3
Built-in mini designs......................................................... 8:3
Built-in quilt designs ........................................................ 8:3
Buttonhole, corded.......................................................... 4:17
Buttonhole, manual......................................................... 4:17
Buttonholes ...................................................................... 4:16
Buttonhole slit length ....................................................... 4:6
Button ruler ........................................................................ 1:8
Buttons .............................................................................. 2:14
Immediate tie-off.................................................................. 2:15
Needle up/down ................................................................. 2:15
Presser foot down and pivot toggle .................................. 2:14
Presser foot up and extra lift toggle .................................. 2:14
Reverse button...................................................................... 2:14
Start/stop .............................................................................. 2:14
Stitch restart .......................................................................... 2:15
Thread snips ......................................................................... 2:14

Button sewing .................................................................. 4:18
Button stitch repetition ..................................................... 4:6
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Calibrate screen ............................................................... 3:14
Cancel.................................................................................. 3:3
Carrying case ..................................................................... 2:2
CD-drive .................................................................. 2:12, 10:4
Center position .................................................................. 9:7
Change font ...................................................................... 8:26
Changing the needle ....................................................... 2:10
Changing the presser foot .............................................. 2:11
Cleaning the machine ..................................................... 11:2
Color block sort ................................................................. 9:5
Color list ............................................................................. 9:3
Color merge ....................................................................... 9:6
Color Touch Screen ........................................................... 1:8
Complimentary software (PC) ...................................... 2:13
Computer ......................................................................... 10:4
Connect the embroidery unit .......................................... 7:3
Connect to and remove from USB port ........................... 2:12
Connect to the power supply .......................................... 2:2
&RQWUROSRLQWGHÀQLWLRQ ................................................ 8:13
Control points, select ...................................................... 8:13
&RS\DÀOHRUIROGHU ........................................................ 10:6
Corded buttonhole .......................................................... 4:17
Corner icons ....................................................................... 9:9
Crazy quilt stitching ....................................................... 4:20
Create a new folder ......................................................... 10:6
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Bobbin area, cleaning...................................................... 11:2
Bobbin cover ...................................................................... 1:8
Bobbin, insert ..................................................................... 2:8
Bobbin position.................................................................. 9:7
Bobbins ............................................................................. 1:10
Bobbin spindle ................................................................... 1:9
Bobbin thread cutter ......................................................... 1:9
Bobbin thread guide ......................................................... 2:5
Bobbin thread guides........................................................ 1:9
Bobbin thread low ........................................................... 4:23
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Bobbin winder thread guide ........................................... 1:9
Bobbin winding ................................................................. 2:7

Create appliqué ............................................................... 8:15
Create a sequence .............................................................. 5:3
creative sensation™ pro II Embroidery collection ...... 1:10
Crosshair .............................................................. 9:3, 9:8, 9:9
Current color block ........................................................... 9:4
Current position ................................................................ 9:7
Current stitch ..................................................................... 9:4
Cursor ................................................... 5:3, 5:4, 5:5, 6:8, 8:25
Custom LED lights ............................................................ 2:3
Cut jump stitches............................................................. 3:10
Cut position........................................................................ 9:7
Cutwork needles .................................................... 1:10, 9:12
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Darning ............................................................................. 4:18
Decorative stitches .......................................................... 1:16
Delete .................................................................................. 8:6
'HOHWHDÀOHRUIROGHU ...................................................... 10:6
Delete a letter ................................................................... 8:25
Delete a stitch or letter ...................................................... 5:3
Delete/Duplicate last object .......................................... 8:12
Delete selected stitch point .............................................. 6:4
Denim needle ................................................................... 2:10
Design adjustments
Delete ....................................................................................... 8:6
Duplicate ................................................................................. 8:6
Group....................................................................................... 8:6
Mirroring................................................................................. 8:7
Move design into hoop ......................................................... 8:7
Redo ......................................................................................... 8:7
Undo ........................................................................................ 8:7

Design angle, select ......................................................... 8:14
Design, load ....................................................................... 8:3
Designs, built-in ................................................................ 7:3
Design, select ..................................................................... 3:6
Directional stitches ............................................................ 5:5
Double ribbon stitches ........................................... 1:22, 4:23
Duplicate ............................................................................ 8:6
Duplicate a stitch or letter ................................................ 5:4
Duplicate selected stitch point ........................................ 6:4
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Embroidery hoop connection assembly ................. 1:9, 7:2
Embroidery hoop overview............................................. 7:2
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Embroidery needle.......................................................... 2:10
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You have purchased a modern, updatable sewing and embroidery
machine. As we regularly release software updates, it is possible that
there may be some differences between the machine software and the
software described in the owner’s manual. Consult your local authorized
PFAFF® dealer, and be sure to visit our website at www.pfaff.com for the
latest updates of both the software and the owner’s manual.
We reserve the right to change the machine equipment and the
DVVRUWPHQWRIDFFHVVRULHVZLWKRXWSULRUQRWLFHRUPDNHPRGLÀFDWLRQVWR
the performance or design.
6XFKPRGLÀFDWLRQVKRZHYHUZLOODOZD\VEHWRWKHEHQHÀWRIWKHXVHUDQG
the product.

,QWHOOHFWXDO3URSHUW\
Patents protecting this product are listed on a label positioned underneath
the Sewing Machine.
PFAFF, CREATIVE, CREATIVE SENSATION, PERFECTION STARTS
HERE, INSPIRA, STITCH CREATOR, SOFT TOUCH, IDT (image) and
ACTIVSTITCH are trademarks of Singer Sourcing Limited LLC or its
$IÀOLDWHV.

Please note that on disposal, this product must be
safely recycled in accordance with relevant National
legislation relating to electrical/electronic products.
Do not dispose of electrical appliances as unsorted
muncipal waste, use separate collection facilities.
Contact your local government for information
regarding the collection systems available. When
replacing old appliances with new ones, the retailer
may be legally obligated to take back your old
appliance for disposal free of charge.
,IHOHFWULFDODSSOLDQFHVDUHGLVSRVHGRILQODQGÀOOV
or dumps, hazardous substances can leak into the
groundwater and get into the food chain, damaging
your health and well-being.

CE - Authorised Representative

VSM Group AB, SVP Worldwide
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