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SEE SIDEWALK DETAIL ON

IMPORTED GRANULAR MATERIAL STANDARD DRAWING 3

SEE CURB & GUTTER DETAL ON
STANDARD DRAWING 4

4" ROADBASE UNDER CURB,
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66' STREET CROSS-SECTION
FOR RC ZONING LOCATIONS
LOOKING NORTH OR WEST

NOTES:

1. LINDON CITY UTILITY LOCATIONS AND NOTES APPLY AS SHOWN ON THE STANDARD STREET CROSS SECTION AND UTILITY LOCATIONS
STANDARD DRAWING (STANDARD DRAWING NUMBER 2A).

. IMPORTED GRANULAR MATERIAL, ROAD BASE AND ASPHALT THICKNESS WILL BE DETERMINED BY PAVEMENT DESIGN.

. SIDEWALK MEANDER SHOULD NOT BE RHYTHMIC.

. THE LIMITED P.U.E. ONLY ALLOWS BURIED UTILITY LINES TO CROSS PERPENDICULAR TO THE STREET, AND DOES NOT ALLOW UTILITY
STRUCTURES OR LINES RUNNING PARALLEL TO THE STREET.
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5. THIS CROSS SECTION APPLIES IN ALL RC ZONES, AS SHOWN IN THE LINDON CITY ZONING MAP, EXCLUDING 600 NORTH ON THE WEST
SIDE OF 1-15.
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