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1 ADD CONCRETE COLLAR TO MANHOLE RING                                                        CJF  MLC  1/22/04

NOTES:

1. MANHOLE COVER TO CONTAIN ONE PICK HOLE.

  SEE SPECIFICATION DIVISION 5 FOR COVER LABEL.

  D&L SUPPLY P/N A-1180 (OR EQUAL).

2. STEPS SHALL BE MADE OF COPOLYMER POLYPROPYLENE

  CONFORMING TO ASTM D-4101.  REINFORCING STEEL TO BE

  DEFORMED  1/2 " DIAMETER GRADE 60 ROD.

3. FLAT LIDS MAY BE USED IN LIEU OF ECCENTRIC CONES

  WHERE NECESSARY.  FLAT LIDS SHALL BE OF ECCENTRIC

  DESIGN AND MEET H20 LIVE LOADING.  NO FLAT RING 

  AND COVERS WILL BE ALLOWED UNLESS APPROVED BY 

  PUBLIC WORKS.

REPLACED PART NUMBER IN NOTES    2   TRG    MLC     1/09/08       

REVISED MANHOLE BASE SLOPE                                                                
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SECTION A-A

ELEVATION SECTION

                                   

CONCRETE COLLAR

CONCRETE COLLAR

3  BTW  MLC 12/06/11
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