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Introduction  

Congratulations on your purchase of a BERNINA embroidery 
machine and/or module! This workbook is designed to be 
used in conjunction with the My BERNINA Classes offered at 
your BERNINA store, and contains a series of exercises 
intended to familiarize you with the features of your new 
BERNINA embroidery machine. 

In addition, you will learn about needles, threads, stabilizers, 
embroidery hoops and accessories, all of which will increase 
your knowledge of sewing and assist you in achieving 
success in all of your embroidery endeavors. 

Once you have completed the exercises designated for your BERNINA machine, keep 
this workbook as a reference guide as you use your machine and explore the creative 
possibilities it affords. 

BERNINA of America strives to provide its customers not just with quality sewing 
machines, but with informative publications and classes. Youôll find additional 
information on the BERNINA of America website ïwww.bernina.com ï offering free 
projects and embroidery designs, inspirational stories, how-to videos, and informative 
eBooks. 

Learn to use your BERNINA embroidery machine to its fullest extent and enjoy being 
creative with fabric and thread! 
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340 deco Embroidery Machine  

¶ Turn the machine OFF; insert the machine plug into 
the machine. Note: The symbol ñ0ò indicates the 
switch is in the ñoffò  position.  

¶ Connect the machine to a power outlet and turn it on. 
Note: After turning on the power, it takes about six 
seconds for the machine to boot up and the pattern 
selection window to be displayed on the touch 
screen. 
 

bernette Chicago 7 Embroidery Machine  

¶ Remove the sewing table to the left side 

¶ Move the feed dog control to lower the feed dog (b) 
 
 
 
 
 
 
 
 

¶ Insert the embroidery module connection into the 
machine connection port 

¶ Push lightly until the module clicks into place 
 
 
 
 
 
 
 
 
 
 

¶ Insert the plug into the embroidery module connector 
of the machine, aligning the arrow on the plug (a) 
with the arrow on the machine (b) 

 
 
 

340 deco Tips  
 

¶ Always provide sufficient clearance for the 
embroidery carriage behind your machine 
before starting to stitch.                                   

¶ Do not force to move the carriage by hand. 

¶ Return the carriage to the idle position before 
turning the power off.  

Machine/Module Set -up 
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Machine/Module Set -up 

BERNINA 700, 770 QEE, 790 & 880 Tips  
 

¶ The slide-on table (optional accessory for the 
B 700) must not be attached while the em-
broidery module is being attached or re-
moved. 

¶ Make sure there is enough space around the 
machine and embroidery module to allow the 
unimpeded movement of the embroidery arm. 

¶ Always separate the machine and embroidery 
module from one another before transporting 

BERNINA 560 E, 570 QEE & 580 Embroidery Module  

¶ Module Connection Cable 
- Stored on the bottom back edge of the module 
- Make sure the FLAT side of the cable plug is to 

the FRONT 

¶ Attaching the Module 
- Place the machine on a flat surface (such as a 

table or countertop) 
- Place the module on the machine behind the free 

arm 
- Slide module on from left until lugs engage in 

base plate 

¶ Removing Module 
- Remove cable plug from sewing/embroidery 

computer 
- Lift module slightly (do NOT use the embroidery 

arm to lift the module!); slide the module to the left 

BERNINA 700, 770 QEE, 790, 880                               

Embroidery Module  

¶ Attaching the Module 
- Place the machine on a flat surface (such as a 

table or countertop) sturdy enough to support the 
weight of the machine without sagging 

- Slide the module at an angle from left to right to 
attach 

¶ Removing Module 
- Detach by lifting left end and sliding to the left 

 

BERNINA 560 E, 570 QEE  and 580 Tips  

¶ When connecting the embroidery module, 
make sure that the machine and module are 
on a flat and even surface. 

¶ Make sure that there is enough space around 
the sewing computer and embroidery module 
to allow the unimpeded movement of the 
embroidery arm. 

¶ Always separate the module and sewing 
computer for transportingðnever transport 
them as a single unit. 
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Preparing to Embroider  

Threading Tips  
¶ Thread machine with the presser foot up (this releases tension). 
¶ Thread using either the horizontal or vertical spool pin for models with these options: 

- use the horizontal spool pin with cross-wound threads; match spool cap size to end of spool 
- smallest spool cap fits into the end of large cones/spools such as Isacord embroidery thread 
- use the vertical spool pin with stacked threads and for some decorative threads (metallic threads); use the 

foam disc under the spool to avoid extra tension on the thread. 
¶ Use a thread net to prevent thread from forming loops which might interfere with consistent feeding. 

 

Presser Foot  
¶ Attach Teardrop Embroidery Foot #26 to the machine (BERNINA 5 Series, 7 Series, 8 

Series) 
¶ Attach (Simple) Embroidery Foot to the machine (bernette Chicago, 340 deco) 

Needle 
¶ Use the proper needle for the thread and fabric being used; insert a new needle for each 

project. 
¶ Needle should be in the highest position when attaching the hoop to prevent snagging  

fabric and/or bending the needle. 

Straight Stitch Plate  
¶ Reduces flagging of fabric, resulting in improved stitching 
¶ Standard accessory for B 700, 790, and 880 
¶ Optional accessory for B 560 E, 570 QEE, 580, 770 QEE 

Bobbin  
¶ For BERNINA machines, select models are threaded for increased tension. 
¶ B 570 QEE: Use the CB Embroidery (gold latch) Bobbin Case, threading the ñfingerò.  
¶ B 560 E, 580: Use the Embroidery (gold latch) Bobbin Case, threading the ñpigtailò.  
¶ 7 Series: The bobbin case is threaded the same way for embroidery and sewing. 
¶ B 880: Pull the bobbin thread clockwise, guiding it into the slit on the right hand side of the hook area as 

shown (1). Then up (2) and down the curve of the retaining finger (3). Bring the thread back to the left, over 
the thread cutter and cut the thread (4). 

1 2 3  4  

¶ bernette Chicago 7: bobbin case is threaded the same way for embroidery and sewing. 
¶ 340 deco: embroidery only, bobbin case is threaded one way. 

340 deco Chicago 7 

pigtail 

finger 


